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PROPOSED S278 CARRIAGEWAY TO
TIE IN WITH INTERNAL SITE LEVELS.
IN ACCORDANCE WITH STANDARD
DETAIL HCC11-M-030

PROPOSED S278 FOOTWAY TO TIE
IN WITH EXISTING FOOTWAY. IN
ACCORDANCE WITH STANDARD
DETAIL HCC11-M-025

PROPOSED S278 CARRIAGEWAY TO
TIE IN WITH EXISTING LEVELS. IN
ACCORDANCE WITH STANDARD
DETAIL HCC11-M-030

PROPOSED S278 FOOTWAY TO
TIE IN WITH EXISTING FOOTWAY
LEVELS. IN ACCORDANCE WITH
STANDARD DETAIL HCC11-M-025

PROPOSED S278 FOOTWAY TO TIE
IN WITH EXISTING FOOTWAY. IN
ACCORDANCE WITH STANDARD
DETAIL HCC11-M-025

PROPOSED S278 CARRIAGEWAY TO
TIE IN WITH EXISTING LEVELS. IN
ACCORDANCE WITH STANDARD
DETAIL HCC11-M-030

PROPOSED S278 CARRIAGEWAY TO
TIE IN WITH INTERNAL SITE LEVELS.
IN ACCORDANCE WITH STANDARD
DETAIL HCC11-M-030
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PROPOSED S278 EXISTING
CARRIAGEWAY TO BE
RESURFACED AND TIE IN WITH
INTERNAL SITE LEVELS.
IN ACCORDANCE WITH STANDARD
DETAIL HCC11-M-030

PROPOSED S278 EXISTING CARRIAGEWAY TO BE
RESURFACED AND TIE IN WITH EXISTING LEVELS.
IN ACCORDANCE WITH STANDARD DETAIL
HCC11-M-030

 TYPE 1A FOOTWAY TO BE LAID IN ACCORDANCE WITH HCC11/C/045 (FOOTWAY
RESURFACING)

LAYER SHW
CLAUSE MATERIAL THICKNESS SPECIAL REQUIREMENTS

PLANE OFF 25mm EXISTING SURFACE COURSE

SURFACE 1105 AC6 CLOSE SURF
100/150 REC 25mm TO BS EN 13108

**NOTE:

· IF CBR VALUE IS LESS THAN 2% PROVIDE 600mm CAPPING
AND 150mm OF SUB BASE.

· CBR VALUE MUST BE CONFIRMED ON SITE PRIOR TO
COMMENCEMENT OF WORKS.

PAVEMENT TYPE P1 (CARRIAGEWAY CONSTRUCTION >1m WIDE)

LAYER SHW
CLAUSE MATERIAL THICKNESS SPECIAL REQUIREMENTS

SURFACE 910 HRA30/14 SURFACE
COURSE 40 / 60 45mm MINIMUM PSV 60. BS EN 13108

BINDER 906 AC20 BIN 40/60 PEN 60mm TO BS EN 13108

BASE 906 AC32 BIN 40/60 PEN 145mm LAID IN 2 LAYERS TO BS EN 13108

SUB BASE 803 GRANULAR MATERIAL
TYPE 1 150mm BASED ON CBR 3%

CAPPING 891 GRANULAR MATERIAL
6F1 350mm BASED ON CBR 3%

GEOTEXTILE
MEMBRANE - TERRAM 1000 OR

SIMILAR APPROVED N/A WHERE POOR GROUND IS ENCOUNTERED.
TO BE INSTRUCTED BY ENGINEER

PAVEMENT TYPE P3 (CARRIAGEWAY RESURFACING)

LAYER SHW
CLAUSE MATERIAL THICKNESS SPECIAL REQUIREMENTS

PLANE OFF 45mm EXISTING SURFACE

SURFACE 910 HRA30/14 SURFACE
COURSE 40 / 60 45mm MINIMUM PSV 60. BS EN 13108

 TYPE 1A FOOTWAY TO BE LAID IN ACCORDANCE WITH HCC11/C/045 (FOOTWAY FULL
DEPTH CONSTRUCTION)

LAYER SHW
CLAUSE MATERIAL THICKNESS SPECIAL REQUIREMENTS

SURFACE 1105 AC6 CLOSE SURF
100/150 REC 25mm TO BS EN 13108

BINDER 1105 AC20 HDM BIN 40/60
REC 50mm TO BS EN 13108

BASE 906 AC32 BIN 100/150 PEN 100mm LAID IN 2 LAYERS TO BS EN 13108

SUB BASE 803 GRANULAR MATERIAL
TYPE 1 150mm BASED ON 3% CBR

CAPPING 891 GRANULAR MATERIAL
6F1 350mm BASED ON 3% CBR

GEOTEXTILE
MEMBRANE - TERRAM 1000 OR

SIMILAR APPROVED N/A WHERE POOR GROUND IS ENCOUNTERED.
TO BE INSTRUCTED BY ENGINEER

HCC STANDARD DETAILS

DRG NO. REV TITLE

HCC/11/C/010 A PRECAST CONCRETE KERBS

HCC/11/C/045 A FOOTWAYS-TYPES-1A-1B-2-AND-3

HCC/11/C/060 A UNCONTROLLED-PEDESTRIAN-CROSS

HCC/11/C/065 A UNCONTROLLED-PEDESTRIAN-CROSS

HCC/11/D/015 A GULLY-TYPE-1

HCC/11/M/025 A CARRIAGEWAY-HAUNCH-REPAIR
DETAIL

HCC/11/M/030 A CARRIAGEWAY-REPAIR-DETAIL

Drawing No.

Client Name:

Project Title:

PAVEMENT CONSTRUCTION DETAILS
SECTION 278 WORKS

Drawing Title:

B
Rev.

Date: Drawn By:
PR

Scale: Checked:
WR

Status: Approved:

AVAL/91924/0700/001

01.07.2022

1:100 @ A1
1:200 @ A3

AC

NOTESNOTES

02m 2m 4m 6m 8m 10m

Scale 1:100 @ A1 - 1:200 @ A3

DESCRIPTIONREV
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Transportation Planning : Environmental Consultants
www.aval-group.co.uk, Email: contact@aval-group.co.uk

Company Number: 11922039

WOODSIDE ROAD,
EASTLEIGH

HAMPSHIRE COUNCIL

1) ALL DIMENSIONS ARE IN METRES UNLESS STATED
OTHERWISE

2) ALL WORK IS TO BE CARRIED OUT IN ACCORDANCE
WITH THE SPECIFICATION FOR HIGHWAY WORKS AND
LOCAL AUTHORITY GUIDANCE

3) UNDERGROUND SERVICES ARE PRESENT IN THE AREA.
CONTRACTOR IS TO CONFIRM THE PRECISE LINE AND
DEPTH OF ANY SERVICES PRIOR TO THE
COMMENCEMENT OF ANY EXCAVATION WORKS

4) IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT
AND MAKE ALL THE NECESSARY ARRANGEMENTS WITH
THE STATUTORY UNDERTAKERS FOR THE
IDENTIFICATION OF EXISTING SERVICES AND AREAS OF
DANGER WHEN EXCAVATING.

5) THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
ALL RELEVANT SPECIALIST DETAILS AND
SPECIFICATIONS. CONSTRUCTION DETAILS FOR THE
USED MATERIALS CAN BE FOUND IN THE RELEVANT
DRAWINGS.

6) EXISTING PAVEMENT MIGHT CONTAIN TAR BOUND
MATERIALS. LAB TESTS MUST BE UNDERTAKEN TO
CONFIRM ITS PRESENCE.

7) PAVEMENT SPECIFICATIONS AND FOUNDATION DEPTHS
ARE BASED UPON CBR VALUES AS SHOWN IN THE SITE
INVESTIGATION REPORT (ref: 21.0084/CB/ED (Eastleigh -
Combined Phase 1 and Phase 2 Env Report FINAL). THE
CONTRACTOR MUST UNDERTAKE CBR TESTS TO
CONFIRM THE FOUNDATION DEPTHS. IF SATISFACTORY
CBR VALUES ARE NOT MET, THE CONTRACTOR MUST
REPORT THIS IMMEDIATELY TO THE ENGINEER.

5) THE PROPOSED TIE IN DETAIL MUST BE IN
ACCORDANCE WITH HCC STANDARD DETAILS:
HCC11/M/025 (CARRIAGEWAY HAUNCH REPAIR DETAIL)
AND HCC11/M/030 (CARRIAGEWAY REPAIR DETAIL)
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PROPOSED KERB LINE

PROPOSED FOOTWAY EDGING

PAVEMENT REF P1: PROPOSED
CARRIAGEWAY CONSTRUCTION (>1m)

PAVEMENT REF P3: CARRIAGEWAY
RESURFACING

PAVEMENT REF F2: FULL DEPTH
FOOTWAY CONSTRUCTION

PAVEMENT REF F3 FOOTWAY
RESURFACING

TACTILE PAVING LAID IN ACCORDANCE
WITH HCC11/C/060 AND HCC11/C/065

CONSTRUCTION
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