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REPLACE EXISTING SLIDING DOOR WITH
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COLOUR ANTHRACITE

EXISTING SHUTT
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New Luceco LED pro floodlight to be
positioned centrally above roller shutter
doors. Colour to be black.

EXISTING DOOR REPLACED WITH NEW STEEL FRAMED
SECURITY DOOR; COLOUR RAL 7016 ANTHRACITE
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— NEW CORNER TRIMS;
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EXISTING WINDOWS TO BE REPLACED WITH NEW ALUMINIUM
FRAMED DOUBLE GLAZED UNITS; COLOUR RAL 7016 ANTHRACITE

— REPLACE EXISTING SLIDING DOOR WITH A NEW — OVERCLAD ROOF

SHUTTER DOOR, COLOUR RAL 7016 ANTHRACITE

NEW FLASHING TRIMS;
COLOUR ANTHRACITE

NEW CORNER TRIMS;
COLOUR ANTHRACITE

EXISTING DOOR REPLACED WITH NEW STEEL FRAMED SECURITY DOOR; COLOUR RAL
7016 ANTHRACITE AND EXISTING WINDOW ABOVE TO BE INFILLED IN BRICKWORK

REMOVE EXISTING 2 WINDOWS AND FORM NEW WIDER STEEL
ROLLER SHUTTER DOOR, COLOUR RAL 7016 ANTHRACITE

O2:EAST ELEVATIONS
Scale 1:200

NEW CORNER TRIMS: { ||
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EXISTING DOORS AND WINDOWS
ABOVE REPLACED WITH NEW
ALUMINIUM FRAMED DOUBLE GLAZED
UNITS; COLOUR RAL 7016 ANTHRACITE

NEW CORNER TRIMS;
COLOUR ANTHRACITE

SYSTEM (NTOOC/CR OR SIMILAR);
COLOUR GOOSEWING GREY

DOOR REPLACED WITH NEW STEEL
AMED SECURITY DOOR; COLOUR RAL
016 ANTHRACITE AND EXISTING WINDOW

ABOVE TO BE INFILLED IN BRICKWORK

—  EXISTING WINDOW TO BE
INFILLED IN BRICKWORK

New Luceco LED pro floodlight to be positioned centrally above roller
shutter doors. Colour to be black.
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DOOR; COLOUR RAL 7016
ANTHRACITE

EXISTING PAINTED
BRICKWORD

EXISTING DOOR REPLACED WITH
NEW STEEL FRAMED SECURITY
DOOR; COLOUR RAL 7016

REPLACE EXISTING SLIDING DOOR
WITH A NEW SHUTTER DOCOCR,
COLOUR RAL 7016 ANTHRACITE

ANTHRACITE

OVERCLAD ROOF

EXISTING DOOR REPLACED WITH NEW STEEL FRAMED
SECURITY DOOR; COLOUR RAL 7016 ANTHRACITE AND
EXISTING WINDOW ABOVE TO BE INFILLED IN BRICKWORK

EXISTING WINDOWS TO BE REPLACED WITH NEW ALUMINIUM
FRAMED DOUBLE GLAZED UNITS; COLOUR RAL 7016 ANTHRACITE

NEW FLASHING TRIMS;
COLOUR ANTHRACITE

NEW FLASHING TRIMS;
COLOUR ANTHRACITE

VERTICAL PROFILED BUILT UP
CLADDING SYSTEM (N100C/CR OR
SIMILAR); COLOUR GOOSEWING GREY

EXISTING DOOR REPLACED WITH NEW STEEL FRAMED SECURITY DOOR; COLOUR RAL
7016 ANTHRACITE AND EXISTING WINDOW ABOVE TO BE INFILLED IN BRICKWORK

NEW CORNER TRIMS;
COLOUR ANTHRACITE

EXISTING WINDOWS TO BE INFILLED IN BRICKWORK

O4:WEST ELEVATIONS
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EXISTING DOOR REPLACED WITH NEW STEEL FRAMED SECURITY DOOR; COLOUR RAL 7016
ANTHRACITE AND EXISTING WINDOW ABOVE TO BE INFILLED IN BRICKWORK

The Harris Group Ltd does not accept liability for any deviation to our drawings
or specification. This Drawing is copyright and may not be reproduced in whole
or part without written authority.

Planning Drawing

This drawing has been prepared for submission to the relevant Local Authority as
part of a Planning Application. It is not intended to assist with the pricing of any
elements.

For Structural details refer to the Structural & Civil Engineers detailed design
drawings & specifications.

For M&E information, refer to the M&E Engineers and sub contractor's design
drawings & specifications.

Verify all dimensions and setting out on site. Notify any discrepancies to the
architect.

For Health & Safety information, refer to the Designers Risk Assessments. This
drawing is copyright and may not be reproduced in whole or part without written
authority.

This drawing has been based on site survey plan 26800Y_02 from JPP.
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