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Design Seƫngs

Rainfall Methodology
Return Period (years)

AddiƟonal Flow (%)
FSR Region

M5-60 (mm)
RaƟo-R

CV
Time of Entry (mins)

FSR
100
0
England and Wales
20.000
0.400
0.750
5.00

Maximum Time of ConcentraƟon (mins)
Maximum Rainfall (mm/hr)

Minimum Velocity (m/s)
ConnecƟon Type

Minimum Backdrop Height (m)
Preferred Cover Depth (m)

Include Intermediate Ground
Enforce best pracƟce design rules

30.00
50.0
1.00
Level Soĸts
0.200
1.200
✓
x

Nodes

Name Area
(ha)

T of E
(mins)

Cover
Level
(m)

Diameter
(mm)

EasƟng
(m)

Northing
(m)

Depth
(m)

SWM07
Ouƞall 02

Unit 10 Pumping StaƟon
Unit 10 Tank

AƩenuaƟon Pond 01

Ouƞall 01
Unit 9 Flow Control
Unit 8 Flow Control

Unit 8 Pond

Unit 9 Tank

Unit 8 Tank
SWM02
SWM03
Unit 5 Flow Control
Unit 5 Tank
SWM04
SWM05
Unit 6 Flow Control
Unit 6 Tank
SWM06
Ouƞall 03
AƩenuaƟon Pond 02
Unit 4 Flow Control

Unit 4 Tank

2.100

1.000

2.200
1.400

0.000

3.550

1.400

2.320
1.400

5.00
5.00

5.00

5.00
5.00

5.00

5.00

5.00
5.00

5.00
5.00

5.00
5.00

5.00

11.000
10.500

9.450
9.450

11.000

10.000
9.590

10.985

8.750

9.450

10.000
11.500
13.460
13.500
13.500
13.325
13.500
13.500
13.500
10.170
10.000
10.000
12.000

12.000

1500
1200

1800

1200
1500
1350

1200
1200
1800

1200
1200
1500

1800
1200

1500

445934.764
445937.112

445907.352
445864.171

445907.603

445736.086
445714.410
445699.644

445663.313

445702.045

445687.159
445985.625
446094.551
446097.767
446102.992
446154.668
446279.041
446290.384
446298.023
446089.150
446090.892
446075.693
445989.562

445994.453

117461.838
117454.880

117738.104
117753.145

117446.893

117348.852
117503.085
117369.509

117389.463

117522.678

117477.032
117565.087
117527.146
117536.409
117548.251
117506.205
117506.386
117538.952
117561.340
117511.059
117494.193
117514.337
117576.390

117587.456

1.682
1.225

2.091
2.000

1.500

3.100
2.186
3.839

1.500

2.000

2.000
1.643
4.905
3.026
3.000
2.808
2.250
2.047
2.000
2.704
2.604
2.500
2.024

2.000

SimulaƟon Seƫngs

Rainfall Methodology
Rainfall Events

FSR Region
M5-60 (mm)

RaƟo-R
Summer CV

Winter CV

FSR
Singular
England and Wales
20.000
0.400
0.750
0.840

Analysis Speed
Skip Steady State

Drain Down Time (mins)
AddiƟonal Storage (m³/ha)

StarƟng Level (m)
Check Discharge Rate(s)

Check Discharge Volume

Normal
x
240
0.0

x
x
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Storm DuraƟons
15 30 60 120 180 240 360 480 600 720 960 1440

Return Period
(years)

Climate Change
(CC %)

AddiƟonal Area
(A %)

AddiƟonal Flow
(Q %)

1
30

100

0
25
25

0
0
0

0
0
0

Node Unit 10 Pumping StaƟon Online Pump Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
7.359

Design Depth (m)
Design Flow (l/s)

Switch on depth (m)

2.000
5.0
0.100

Switch oī depth (m) 0.000

Depth
(m)

Flow
(l/s)

Depth
(m)

Flow
(l/s)

Depth
(m)

Flow
(l/s)

Depth
(m)

Flow
(l/s)

Depth
(m)

Flow
(l/s)

0.100
0.200
0.300
0.400

5.000
5.000
5.000
5.000

0.500
0.600
0.700
0.800

5.000
5.000
5.000
5.000

0.900
1.000
1.100
1.200

5.000
5.000
5.000
5.000

1.300
1.400
1.500
1.600

5.000
5.000
5.000
5.000

1.700
1.800
1.900
2.000

5.000
5.000
5.000
5.000

Node Unit 5 Flow Control Online Hydro-Brake® Control

Flap Valve
Replaces Downstream Link

Invert Level (m)
Design Depth (m)
Design Flow (l/s)

x
x
10.474
2.000
10.0

ObjecƟve
Sump Available

Product Number
Min Outlet Diameter (m)

Min Node Diameter (mm)

(HE) Minimise upstream storage
✓
CTL-SHE-0131-1000-2000-1000
0.150
1500

Node Unit 6 Flow Control Online Hydro-Brake® Control

Flap Valve
Replaces Downstream Link

Invert Level (m)
Design Depth (m)
Design Flow (l/s)

x
x
11.453
2.000
7.5

ObjecƟve
Sump Available

Product Number
Min Outlet Diameter (m)

Min Node Diameter (mm)

(HE) Minimise upstream storage
✓
CTL-SHE-0113-7500-2000-7500
0.150
1500

Node SWM06 Online Hydro-Brake® Control

Flap Valve
Replaces Downstream Link

Invert Level (m)
Design Depth (m)
Design Flow (l/s)

x
x
7.466
1.500
17.5

ObjecƟve
Sump Available

Product Number
Min Outlet Diameter (m)

Min Node Diameter (mm)

(HE) Minimise upstream storage
✓
CTL-SHE-0180-1750-1500-1750
0.225
1800

Node Unit 8 Flow Control Online Hydro-Brake® Control

Flap Valve
Replaces Downstream Link

Invert Level (m)
Design Depth (m)
Design Flow (l/s)

x
x
7.146
2.000
2.5

ObjecƟve
Sump Available

Product Number
Min Outlet Diameter (m)

Min Node Diameter (mm)

(HE) Minimise upstream storage
✓
CTL-SHE-0064-2500-2000-2500
0.100
1200



Burrows Graham Limited File: South Plot IndicaƟve Drainage Calcs P03.pfd
Network: Surface Water
Josh Booth
24/03/2026

Page 3

Flow+ v15.0 Copyright © 1988-2026 Causeway Technologies Ltd

Node Unit 9 Flow Control Online Pump Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
7.404

Design Depth (m)
Design Flow (l/s)

Switch on depth (m)

2.000
10.0
0.100

Switch oī depth (m) 0.000

Depth
(m)

Flow
(l/s)

Depth
(m)

Flow
(l/s)

Depth
(m)

Flow
(l/s)

Depth
(m)

Flow
(l/s)

Depth
(m)

Flow
(l/s)

Depth
(m)

Flow
(l/s)

0.100
0.200
0.300
0.400

10.000
10.000
10.000
10.000

0.500
0.600
0.700
0.800

10.000
10.000
10.000
10.000

0.900
1.000
1.100
1.200

10.000
10.000
10.000
10.000

1.300
1.400
1.500
1.600

10.000
10.000
10.000
10.000

1.700
1.800
1.900
2.000

10.000
10.000
10.000
10.000

2.100
2.200

10.000
10.000

Node Unit 4 Flow Control Online Hydro-Brake® Control

Flap Valve
Replaces Downstream Link

Invert Level (m)
Design Depth (m)
Design Flow (l/s)

x
x
9.976
2.000
5.0

ObjecƟve
Sump Available

Product Number
Min Outlet Diameter (m)

Min Node Diameter (mm)

(HE) Minimise upstream storage
✓
CTL-SHE-0092-5000-2000-5000
0.150
1200

Node SWM07 Online Hydro-Brake® Control

Flap Valve
Replaces Downstream Link

Invert Level (m)
Design Depth (m)
Design Flow (l/s)

x
x
9.318
1.500
8.0

ObjecƟve
Sump Available

Product Number
Min Outlet Diameter (m)

Min Node Diameter (mm)

(HE) Minimise upstream storage
✓
CTL-SHE-0124-8000-1500-8000
0.150
1500

Node Unit 10 Tank Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.00000
0.00000

Safety Factor
Porosity

2.0
0.95

Invert Level (m)
Time to half empty (mins)

7.450

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 1650.0 1650.0 1.000 1650.0 1794.0 1.001 0.0 1794.0

Node Unit 5 Tank Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.00000
0.00000

Safety Factor
Porosity

2.0
0.95

Invert Level (m)
Time to half empty (mins)

10.500

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 1420.0 1420.0 2.000 1420.0 1687.2 2.001 0.0 1687.2

Node AƩenuaƟon Pond 02 Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.00000
0.00000

Safety Factor
Porosity

2.0
1.00

Invert Level (m)
Time to half empty (mins)

7.500

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 442.0 442.0 2.500 1595.0 1626.2 2.501 0.0 1626.2
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Node Unit 6 Tank Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.00000
0.00000

Safety Factor
Porosity

2.0
0.95

Invert Level (m)
Time to half empty (mins)

11.500

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 900.0 900.0 1.000 900.0 1006.3 1.001 0.0 1006.3

Node Unit 9 Tank Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.00000
0.00000

Safety Factor
Porosity

2.0
0.95

Invert Level (m)
Time to half empty (mins)

7.450

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 1370.0 1370.0 1.000 1370.0 1501.2 1.001 0.0 1501.2

Node AƩenuaƟon Pond 01 Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.00000
0.00000

Safety Factor
Porosity

2.0
1.00

Invert Level (m)
Time to half empty (mins)

9.500

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 415.0 415.0 1.500 1070.0 1085.0 1.501 0.0 1085.0

Node Unit 8 Tank Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.00000
0.00000

Safety Factor
Porosity

2.0
0.95

Invert Level (m)
Time to half empty (mins)

8.000

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 285.0 285.0 1.000 285.0 344.8 1.001 0.0 344.8

Node Unit 8 Pond Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.00000
0.00000

Safety Factor
Porosity

2.0
1.00

Invert Level (m)
Time to half empty (mins)

7.250

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 450.0 450.0 1.500 935.0 954.2 1.501 0.0 954.2

Node Unit 4 Tank Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.00000
0.00000

Safety Factor
Porosity

2.0
0.95

Invert Level (m)
Time to half empty (mins)

10.000

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 1000.0 1000.0 1.000 1000.0 1112.1 1.001 0.0 1112.1
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Results for 1 year CriƟcal Storm DuraƟon.  Lowest mass balance: 99.98%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Link
Vol (m³)

Discharge
Vol (m³)

1440 minute winter SWM07 1260 10.104 0.786 8.0 1.3887 0.0000 SURCHARGED

1440 minute winter SWM07 6.003 Ouƞall 02 8.0 0.753 0.0780 616.8

120 minute winter Ouƞall 02 198 9.343 0.068 8.0 0.0000 0.0000 OK

15 minute winter Unit 10 Pumping StaƟon 10 7.846 0.487 295.5 1.2406 0.0000 SURCHARGED

15 minute winter Unit 10 Pumping StaƟon Pump SWM02 5.0

360 minute winter Unit 10 Tank 352 7.627 0.177 40.0 276.7661 0.0000 OK

360 minute winter Unit 10 Tank 1.000 Unit 10 Pumping StaƟon -40.0 -0.554 5.0208

1440 minute winter AƩenuaƟon Pond 01 1260 10.111 0.611 17.8 335.3131 0.0000 SURCHARGED

1440 minute winter AƩenuaƟon Pond 01 6.002 SWM07 8.0 0.268 1.2329

30 minute winter Ouƞall 01 133 6.932 0.032 1.8 0.0000 0.0000 OK
15 minute winter Unit 9 Flow Control 10 7.855 0.451 309.6 0.7975 0.0000 SURCHARGED

15 minute winter Unit 9 Flow Control Pump AƩenuaƟon Pond 01 10.0

960 minute winter Unit 8 Flow Control 930 7.707 0.561 14.6 0.8032 0.0000 SURCHARGED

960 minute winter Unit 8 Flow Control 7.002 Ouƞall 01 1.8 0.506 0.1453 111.3

960 minute winter Unit 8 Pond 930 7.707 0.457 12.6 239.6052 0.0000 SURCHARGED

960 minute winter Unit 8 Pond 7.001 Unit 8 Flow Control -12.6 -0.157 6.5675

180 minute winter Unit 9 Tank 176 7.624 0.174 66.5 226.5857 0.0000 OK

180 minute winter Unit 9 Tank 6.000 Unit 9 Flow Control -66.5 -1.172 1.8672

15 minute summer Unit 8 Tank 1 8.000 0.000 0.0 0.0000 0.0000 OK

15 minute summer Unit 8 Tank 7.000 Unit 8 Pond 0.0 0.000 0.0001

15 minute winter SWM02 12 9.933 0.076 9.0 0.0858 0.0000 OK

15 minute winter SWM02 1.002 SWM03 9.0 1.010 1.0247

1440 minute winter SWM03 1680 8.817 0.262 23.8 0.2958 0.0000 OK

1440 minute winter SWM03 1.003 SWM06 24.9 0.884 1.1504

15 minute winter Unit 5 Flow Control 10 10.923 0.449 499.6 1.1422 0.0000 SURCHARGED

15 minute winter Unit 5 Flow Control 4.001 SWM03 9.5 0.982 0.0949

960 minute winter Unit 5 Tank 720 10.897 0.397 28.8 535.4557 0.0000 OK

960 minute winter Unit 5 Tank 4.000 Unit 5 Flow Control -28.8 -0.402 3.1860

15 minute winter SWM04 12 10.558 0.041 6.6 0.0464 0.0000 OK

15 minute winter SWM04 3.003 SWM03 6.6 1.202 0.3927

15 minute winter SWM05 11 11.316 0.066 6.6 0.0749 0.0000 OK

15 minute winter SWM05 3.002 SWM04 6.6 0.916 0.9106

15 minute winter Unit 6 Flow Control 10 11.824 0.371 197.0 0.6562 0.0000 SURCHARGED

15 minute winter Unit 6 Flow Control 3.001 SWM05 6.6 0.897 0.3219

480 minute winter Unit 6 Tank 368 11.698 0.198 19.2 169.1298 0.0000 OK

480 minute winter Unit 6 Tank 3.000 Unit 6 Flow Control -19.2 -0.417 2.2343
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Results for 1 year CriƟcal Storm DuraƟon.  Lowest mass balance: 99.98%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Link
Vol (m³)

Discharge
Vol (m³)

1440 minute winter SWM06 1680 8.811 1.345 32.7 3.4223 0.0000 SURCHARGED

1440 minute winter SWM06 1.004 Ouƞall 03 17.5 0.817 0.3633 1307.0

60 minute winter Ouƞall 03 108 7.496 0.100 17.5 0.0000 0.0000 OK
1440 minute winter AƩenuaƟon Pond 02 1680 8.811 1.311 22.3 976.0665 0.0000 SURCHARGED

1440 minute winter AƩenuaƟon Pond 02 5.000 SWM06 -16.8 -0.309 2.1944

15 minute winter Unit 4 Flow Control 10 10.299 0.323 197.0 0.5714 0.0000 SURCHARGED

15 minute winter Unit 4 Flow Control 2.001 SWM02 4.0 0.834 0.0828

960 minute winter Unit 4 Tank 720 10.218 0.218 11.3 207.4724 0.0000 OK

960 minute winter Unit 4 Tank 2.000 Unit 4 Flow Control -11.3 -0.327 1.2053
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Results for 30 year +25% CC CriƟcal Storm DuraƟon.  Lowest mass balance: 99.85%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Link
Vol (m³)

Discharge
Vol (m³)

1440 minute winter SWM07 1680 10.772 1.454 8.0 2.5694 0.0000 FLOOD RISK

1440 minute winter SWM07 6.003 Ouƞall 02 8.0 0.753 0.0780 702.2

30 minute summer Ouƞall 02 20 9.343 0.068 8.0 0.0000 0.0000 OK

15 minute winter Unit 10 Pumping StaƟon 10 8.144 0.785 907.0 1.9981 0.0000 SURCHARGED

15 minute winter Unit 10 Pumping StaƟon Pump SWM02 5.0

960 minute winter Unit 10 Tank 945 8.100 0.650 52.1 1019.0680 0.0000 OK

960 minute winter Unit 10 Tank 1.000 Unit 10 Pumping StaƟon -52.1 -0.366 19.3119

1440 minute winter AƩenuaƟon Pond 01 1680 10.780 1.280 29.9 888.6446 0.0000 FLOOD RISK

1440 minute winter AƩenuaƟon Pond 01 6.002 SWM07 8.0 0.270 1.2329

15 minute winter Ouƞall 01 10 6.937 0.037 2.4 0.0000 0.0000 OK
15 minute winter Unit 9 Flow Control 10 8.415 1.011 950.2 1.7860 0.0000 SURCHARGED

15 minute winter Unit 9 Flow Control Pump AƩenuaƟon Pond 01 10.0

15 minute winter Unit 8 Flow Control 10 9.043 1.897 604.7 2.7146 0.0000 SURCHARGED

15 minute winter Unit 8 Flow Control 7.002 Ouƞall 01 2.4 0.554 0.1814 22.7

1440 minute winter Unit 8 Pond 1410 8.353 1.103 26.2 692.9796 0.0000 SURCHARGED

1440 minute winter Unit 8 Pond 7.001 Unit 8 Flow Control -26.2 -0.166 6.5675

480 minute winter Unit 9 Tank 472 8.142 0.692 93.2 901.1791 0.0000 SURCHARGED

480 minute winter Unit 9 Tank 6.000 Unit 9 Flow Control -93.2 -0.728 6.5259

1440 minute winter Unit 8 Tank 1410 8.353 0.353 8.1 95.5597 0.0000 OK

1440 minute winter Unit 8 Tank 7.000 Unit 8 Pond -8.1 -0.157 13.2428

60 minute winter SWM02 189 9.934 0.077 9.1 0.0868 0.0000 OK

60 minute winter SWM02 1.002 SWM03 9.1 1.015 1.0395

1440 minute winter SWM03 1680 9.633 1.078 25.7 1.2195 0.0000 SURCHARGED

1440 minute winter SWM03 1.003 SWM06 25.5 0.902 1.1949

1440 minute winter Unit 5 Flow Control 1410 11.857 1.383 70.7 3.5189 0.0000 SURCHARGED

1440 minute winter Unit 5 Flow Control 4.001 SWM03 9.8 0.990 0.0974

1440 minute winter Unit 5 Tank 1410 11.857 1.357 60.8 1830.1630 0.0000 SURCHARGED

1440 minute winter Unit 5 Tank 4.000 Unit 5 Flow Control -60.8 -0.590 5.6965

120 minute summer SWM04 136 10.559 0.042 6.9 0.0475 0.0000 OK

120 minute summer SWM04 3.003 SWM03 6.9 1.156 1.4269

15 minute winter SWM05 10 11.318 0.068 6.9 0.0766 0.0000 OK

15 minute winter SWM05 3.002 SWM04 6.9 0.936 0.9413

600 minute winter Unit 6 Flow Control 585 12.195 0.742 55.1 1.3105 0.0000 SURCHARGED

600 minute winter Unit 6 Flow Control 3.001 SWM05 6.9 0.717 0.3318

600 minute winter Unit 6 Tank 585 12.195 0.695 47.9 593.9510 0.0000 SURCHARGED

600 minute winter Unit 6 Tank 3.000 Unit 6 Flow Control -47.9 -0.387 6.6631
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Results for 30 year +25% CC CriƟcal Storm DuraƟon.  Lowest mass balance: 99.85%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Link
Vol (m³)

Discharge
Vol (m³)

1440 minute winter SWM06 1680 9.622 2.156 25.5 5.4877 0.0000 SURCHARGED

1440 minute winter SWM06 1.004 Ouƞall 03 20.3 0.849 0.4048 1655.9

1440 minute winter Ouƞall 03 1680 7.504 0.108 20.3 0.0000 0.0000 OK
1440 minute winter AƩenuaƟon Pond 02 1680 9.622 2.122 56.0 1976.6540 0.0000 SURCHARGED

1440 minute winter AƩenuaƟon Pond 02 5.000 SWM06 -10.7 -0.379 2.1944

960 minute winter Unit 4 Flow Control 930 10.733 0.757 38.4 1.3370 0.0000 SURCHARGED

960 minute winter Unit 4 Flow Control 2.001 SWM02 4.1 0.594 0.0843

960 minute winter Unit 4 Tank 930 10.733 0.733 34.1 696.0236 0.0000 SURCHARGED

960 minute winter Unit 4 Tank 2.000 Unit 4 Flow Control -34.1 -0.442 3.4080
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Results for 100 year +25% CC CriƟcal Storm DuraƟon.  Lowest mass balance: 99.75%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Link
Vol (m³)

Discharge
Vol (m³)

1440 minute winter SWM07 1680 10.951 1.633 8.1 2.8860 0.0000 FLOOD RISK

1440 minute winter SWM07 6.003 Ouƞall 02 8.1 0.757 0.0791 732.0

1440 minute winter Ouƞall 02 1680 9.344 0.069 8.1 0.0000 0.0000 OK

15 minute winter Unit 10 Pumping StaƟon 10 8.373 1.014 1177.4 2.5803 0.0000 SURCHARGED

15 minute winter Unit 10 Pumping StaƟon Pump SWM02 5.0

1440 minute winter Unit 10 Tank 1410 8.334 0.884 47.6 1386.4340 0.0000 SURCHARGED

1440 minute winter Unit 10 Tank 1.000 Unit 10 Pumping StaƟon -47.6 -0.271 20.1250

1440 minute winter AƩenuaƟon Pond 01 1680 10.960 1.460 35.3 1071.0940 0.0000 FLOOD RISK

1440 minute winter AƩenuaƟon Pond 01 6.002 SWM07 8.1 0.258 1.2329

15 minute winter Ouƞall 01 11 6.940 0.040 2.8 0.0000 0.0000 OK
15 minute winter Unit 9 Flow Control 10 8.861 1.457 1233.4 2.5736 0.0000 SURCHARGED

15 minute winter Unit 9 Flow Control Pump AƩenuaƟon Pond 01 10.0

15 minute winter Unit 8 Flow Control 10 9.859 2.713 784.9 3.8827 0.0000 SURCHARGED

15 minute winter Unit 8 Flow Control 7.002 Ouƞall 01 2.8 0.582 0.2037 23.7

1440 minute winter Unit 8 Pond 1440 8.578 1.328 33.6 882.2962 0.0000 FLOOD RISK

1440 minute winter Unit 8 Pond 7.001 Unit 8 Flow Control -33.6 -0.212 6.5675

600 minute winter Unit 9 Tank 585 8.408 0.958 101.1 1247.4520 0.0000 SURCHARGED

600 minute winter Unit 9 Tank 6.000 Unit 9 Flow Control -101.1 -0.618 6.5259

1440 minute winter Unit 8 Tank 1440 8.578 0.578 11.3 156.3712 0.0000 SURCHARGED

1440 minute winter Unit 8 Tank 7.000 Unit 8 Pond -11.3 -0.176 14.3800

1440 minute winter SWM02 1680 10.194 0.337 9.1 0.3807 0.0000 SURCHARGED

1440 minute winter SWM02 1.002 SWM03 9.1 1.014 2.0306

1440 minute winter SWM03 1680 9.894 1.339 25.7 1.5149 0.0000 SURCHARGED

1440 minute winter SWM03 1.003 SWM06 25.5 0.901 1.1949

1440 minute winter Unit 5 Flow Control 1410 12.304 1.830 89.7 4.6561 0.0000 SURCHARGED

1440 minute winter Unit 5 Flow Control 4.001 SWM03 9.8 0.990 0.0974

1440 minute winter Unit 5 Tank 1410 12.304 1.804 80.3 2432.9550 0.0000 SURCHARGED

1440 minute winter Unit 5 Tank 4.000 Unit 5 Flow Control -80.3 -0.653 5.6965

60 minute summer SWM04 228 10.559 0.042 6.9 0.0475 0.0000 OK

60 minute summer SWM04 3.003 SWM03 6.9 1.092 1.4286

15 minute winter SWM05 9 11.318 0.068 6.9 0.0765 0.0000 OK

15 minute winter SWM05 3.002 SWM04 6.9 0.941 0.9397

720 minute winter Unit 6 Flow Control 705 12.465 1.012 61.6 1.7882 0.0000 SURCHARGED

720 minute winter Unit 6 Flow Control 3.001 SWM05 6.9 0.716 0.3318

720 minute winter Unit 6 Tank 705 12.465 0.965 54.4 825.0978 0.0000 SURCHARGED

720 minute winter Unit 6 Tank 3.000 Unit 6 Flow Control -54.4 -0.398 6.6631
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Results for 100 year +25% CC CriƟcal Storm DuraƟon.  Lowest mass balance: 99.75%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Link
Vol (m³)

Discharge
Vol (m³)

1440 minute winter SWM06 1680 9.883 2.417 25.5 6.1511 0.0000 FLOOD RISK

1440 minute winter SWM06 1.004 Ouƞall 03 21.4 0.862 0.4217 1751.7

1440 minute winter Ouƞall 03 1680 7.507 0.111 21.4 0.0000 0.0000 OK
1440 minute winter AƩenuaƟon Pond 02 1680 9.883 2.383 66.8 2362.6400 0.0000 FLOOD RISK

1440 minute winter AƩenuaƟon Pond 02 5.000 SWM06 -10.7 -0.403 2.1944

1440 minute winter Unit 4 Flow Control 1410 11.436 1.460 35.4 2.5796 0.0000 SURCHARGED

1440 minute winter Unit 4 Flow Control 2.001 SWM02 4.1 0.595 0.2107

1440 minute winter Unit 4 Tank 1410 11.436 1.436 31.2 950.4750 0.0000 SURCHARGED

1440 minute winter Unit 4 Tank 2.000 Unit 4 Flow Control -31.2 -0.397 3.4080


