Driveway - Gravel (as current) refreshed
with species-rich grass strip

Fireplace (outdoor, freestanding)

Water feature
(bubbling bowl)

Steps - 5 steps, 0.6m fall
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Rain-water capture/ store
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Existing level (limited/ no change)

New level

Paved surface

Tarmac

Pea gravel

Granite setts - 2 course, running bond

Granite setts - 1 course, running bond

RSJ/ Wood Sleeper wall
Buried conduit - 50mm

Steel edging - 65mm

THL 9.70

THL9.70

Greenhouse

Rain-water capture/ store

Raised veg/ flower beds

Barbecue area: mobile BBQ unit
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Automated gate - sliding mechanism

Steps - 12 steps, 1.4m fall

Driveway - Tarmac (as current,

Patios (paved)

Firepit
(to match walling of planted beds)

Retaining wall
Constuction: Block faced with stone.
Surface paved to match patio

Secondary retaining/ bed wall

refreshed)

Retaining wall - Adjusted section (to widen
driveway sweep)

Construction: faced in red-brick, as current

Driveway apron.
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Construction to match

Sleeper (wood) walls,
(replace dilapidated concrete block walls)

Garden waste - composting area

Surface - Gravel (as current) + new
stabilisation grid

Apron: Granite setts

Paved surfaces:
Porcelain pavers -
replicating Egyptian
limestone, with a
acid-etched finish
50mm base mortar,
150mm MoT 1
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Grass - mown (lawn) - turfed (Rowlawn medallion

Grass - meadow (South - existing grass,
wildflower plants/ bulbs. North - seeded)

|| Barkchip

- Planted bed - mixed shrub and herbaceous

77 i -mi us
%/% Raised planted bed - mixed herbaceo

New tree
1 C Water storage
L
Images representative of materials

Paved surfaces - Planter walls: BBQ shelter: Kitchen garden beds:
detailing: Clad in limestone - Oak or Spruce Oak or treated
Egyptian and Grey illustrative (style may  (depending on softwood sleepers
limestones - slim vary) market)

pavers/ setts

T

Retaining wall to
street:

Brick - to match
current

Lower driveway Driveway aprons: Upper driveway Retaining walll to site of

surface: Granite setts surface: Pea shingle  old garage (bay): Oak or

Tarmac.- as current (100x100mm) (6-10mm) treated softwood
arranged over sleepers, retained with
Coregrid gravel steel RSJs

stabilising mat

Drawing to be read in conjunction with specification, details notes and any specialist design elements.

The contractor is responsible for checking all scaled and stated dimensions prior to commencement on site. The
length of all structural elements are to be checked on site prior to placing orders.

This drawing is the copyright of Vicky Lincoln Garden Design Ltd.

Any boundaries shown on the plan are their assumed location/line and the client should check the precise line of any
boundaries prior to commencement.

Vicky Lincoln Garden Design Ltd will not be liable for the accuracy of any hidden details; such as foundations,
sub-bases, drainage, etc. Itis the responsibility of the client and his appointed contractor to consider (and expose as
necessary) all hidden features during any building works.
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Existing hedge (Prunus laurocerasus), cut
back and infilled with new plants as needed

VICKY LINCOLN

Garden Design

Scale:indicated @ A2
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