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Timber single-sided hit
and miss fencing
approximately 1.8m high

Panel fencing up to 2m high with 1ft
trellis incorporated, concrete posts
and concrete gravel boards

Panel fencing up to 2m high with 1ft
trellis incorporated, concrete posts
and concrete gravel boards

NOTES:
This drawing is the copyright of Bennington Green Ltd and must not
be reproduced in whole or part or used for the execution of work
without their permission.
All dimensions in millimeters.
Do not scale off this drawing - Other than for planning purposes or
similar.

The main contractor/client is to check all dimensions & areas on site
and any discrepancies are to be notified to Bennington Green.
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Bifold gates timber clad
outside with black metal

frame and posts
approximately 1.8m high

Right of access over
driveway to Well Lane -

Tip

Concrete

Existing removed as
shown dashed brown

Approximate ITm high x 12m long Dry Stone Wall
on existing boundary in place of existing
retaining structure in need of repair
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Existing fence and hedge to be retained

Existing wall in state of
good condition to be
retained, apply willow
or hazel hurdle fencing
to face and between
existing walls up to 2m
high

Existing wall in state of
disrepair so may need
to be repaired or part
removed. Apply willow
or hazel hurdle
fencing to face and
between existing walls
up to 2m high

150x150mm Timber
pergola posts

Neighbours patio

Wooden 3 rail fencing with wooden
posts circa 1.4 to 1.6m high with
stock wire stapled

Shore up lower section of the boundary between no 3
and no 2 with dry Purbeck stone wall, approx. Im high
and approx. 12m long. The wall will be built on a
200mm Type 1 MOT base and start 200mm below

ground (400mm trench). A 160mm land drain will be
placed behind the wall together with 300mm of 10mm
shingle. All will be contained in non-woven geotextile.
Provide new single line pergola over to matching
height of neighbouring property

Provide support for pergola using concrete
sockets and steel supports hidden below and
behind wall, except for steel anchors showing

with possible staddle
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