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Comments & Observations: 

- Site Monitoring visit conducted on 30th September 2026.  

- Met site manager (Lawrence Barker Ltd.). 

- All below findings and required remediation identified with site manager: 

o ACTION: 

▪ Next arboricultural monitoring visit to be on (or before) the end of October 

2026 (monthly). 

G14.1 – G14.3: 

- Trees seen to be in good outward health with vigorous leaf flush and no indicators of 

significant stress of dieback. 

- x1 large deadwood piece over 50mmØ visible from site office in mid-western crown aspect 

of G14.1. 

- Other deadwood >25mm in diameter noticeable throughout all group components. 

- Small section of foliage browning visible in lower eastern crown of G14.3. 

- Southern fencing alignment is present and braced. 

- Previous additional fencing to south has been removed for site logistics. Original braced 

fencing alignment remains. 

- Easten fencing is unbraced. 

- Western fencing has been realigned 0.5m from Cellular Confinement Surfacing (CCS) 

surfacing within RPA in accordance with Tree Protection Plan. Fencing braced with 

installation of additional heras panels; considered acceptable for anticipated remaining 

development traffic. 

- Area of CCS surfacing previously installed has been covered with temporary sacrificial 

tarmac until installation of final wearing surface which has been confirmed will be of a 

porous design. Sacrificial tarmac to act as adequate ground protection. 

- Northern boundary treatment is in place and to act as suitable protective fencing alignment. 

o ACTION: 

▪ Suitably brace all tree protection fencing. 

▪ Removal of deadwood post development completion. 

 

T19: 

- Tree seen to be in good outward health with vigorous leaf flush and no indicators of stress 

of dieback. 

- Northern boundary treatment is in place and to act as suitable protective fencing alignment. 

- Fencing alignment considered adequate with the exception of section to west which is 

unbraced. 

- Deadwood >25mm in diameter noticeable in few sections of the crown.  

o ACTION: 

▪ Install bracing for western protective fencing alignment. 

▪ Ensure ‘Tree Protection Fencing’ is aligned as per Tree Protection Plan 

and signage is attached to correctly aligned/braced fencing. 

▪ Removal of deadwood post development completion 

 



Arboricultural site monitoring 
Fieldfare Avenue, Boorley Gardens, Hedge End  
Document Ref: PRI24389_Monitoring_(30.09.26)  
Page | 3 

Photos: 

 

G14.1 – G14.3 
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