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1. INTRODUCTION 

1.1. Overview 
Hawkins Environmental Limited has been instructed by Bajar Property Investments to undertake a noise 
assessment for the redevelopment of 2-4 Leigh Road, Eastleigh. 

Prior Approval Application was submitted to Eastleigh Borough Council on the 11th September 2023 (ref; 
PN/23/95955) for the “Conversion of Class E units to 5.no 1-bedroom flats and 1.no 2-bedroom flat (Class C3) 
with the retention of Class E unit to the ground floor frontage. Removal of portacabin at rear and erection of 
refuse/cycle storage”. A noise report prepared by Hawkins Environmental was submitted with the original 
application. 

On the 18th December 2023, the prior approval was refused as “insufficient information has been provided to 
demonstrate that the proposals would not have an adverse impact upon the living conditions within the 
proposed residential flats…” The Council’s concerns were specifically in relation to noise. The Environmental 
Health Officer noted that they were specifically concerned with the following matters: 

 The previous noise assessment had not taken account the full range of permitted activities at the 
adjacent pub, specifically the fact that the pub could perfectly legally accommodate live music events 
(although they currently do not);  

 No details of the impact of the retained ground floor Class E accommodation has been included;  

 The assessment of commercial noise sources to the north of the proposed development site was not 
sufficiently detailed;  

 “In assessing noise from the public house and daytime or evening average noise level has been used, 
this is a lower level of noise that that measured throughout most the evening period and of more 
relevance in assessing the noise impacts from the public house in our view”. 

 Insufficient details of the mitigation strategy demonstrating the satisfactory internal noise standards 
would be met. 

It has been proposed that a slightly amended application is submitted, with an amended floor plan to help 
minimise some of the noise impacts, plus include this revised noise report. This report therefore includes much 
of the original noise assessment, but includes further information and clarifications in order to address the 
Council’s original concerns.     

The assessment adheres to the principles of Government planning policy in relation to noise, specifically 
enacted by the National Planning Policy Framework (NPPF), the National Planning Practice Guidance (NPPG) 
on Noise and the Noise Policy Statement for England (NPSE). 

The recommended approach for assessing noise in relation to residential development has been adopted, 
which is currently the Professional Practice Guidance on Planning and Noise: New Residential Development 
(the “ProPG”), which adopts the criteria contained within BS 8233: 2014 ‘Guidance on sound insulation and 
noise reduction for buildings’. Consideration has also been given to the Association of Noise Consultants’  
Acoustics, Ventilation and Overheating (AVO) Guide. 
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All noise measurements were conducted in accordance with BS 7445-2: 1991 ‘Description and measurement of 
environmental noise Part 2: Guide to the acquisition of data pertinent to land use’.  

1.2. The Nature, Measurement and Effect of Noise 
Noise is often defined as sound that is undesired by the recipient. Whilst it is impossible to measure nuisance 
caused by noise directly, it is possible to measure the loudness of that noise. ‘Loudness’ is related to both 
sound pressure and frequency, both of which can be measured. The human ear is sensitive to a wide range of 
sound levels. The sound pressure level of the threshold of pain is over a million times that of the quietest 
audible sound. In order to reduce the relative magnitudes of the numbers involved, a logarithmic scale of 
decibels (dB) is normally used, based on a reference level of the lowest audible sound. 

The response of the human ear is not constant over all frequencies. It is therefore usual to weight the measured 
frequencies to approximate the human response. The resulting ‘A’ weighted decibel, dB(A), has been shown to 
correlate closely to the subjective human response. 

When related to changes in noise, a change of ten decibels from say 60 dB(A) to 70 dB(A) would represent a 
doubling in ‘loudness’. Similarly, a decrease in noise from 70 dB(A) to 60 dB(A) would represent a halving in 
‘loudness’. A change of 3 dB(A) is generally considered to be just perceptible. Table 1.1 details typical noise 
levels.  A glossary of acoustic terms can be found in Appendix 1. 

 

Table 1.1: Typical Noise Levels 

Approximate Noise Level 
(dB(A)) 

Example 

0 

30 

40 

50 

60 

70 

80 

100 

120 

Limit of hearing 

Rural area at night 

Library 

Quiet office 

Normal conversation at 1 m 

In car noise without radio 

Household vacuum cleaner at 1 m 

Pneumatic drill at 1 m 

Threshold of pain 

1.3. Site Description 
The development site is situated along Leigh Road, within the town centre of Eastleigh in Hampshire. The site 
currently comprises of a three-storey office building (use Class E). The proposed development will see the 
refurbishment of the building and change of use to residential (use Class C3) with the ground floor commercial 
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unit at the front of the building retained as use Class E and the existing portacabin to the rear of the property 
removed. The development will feature seven 1-bedroom dwellings in addition to ancillary space for waste, 
recycling and glass bins to the rear. A location plan of the proposed site can be seen in Figure 1.1.  

Figure 1.1: Site Location Plan  
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2. PLANNING POLICY & GUIDANCE 

2.1. National Planning Policy Framework (2023) 
The National Planning Policy Framework (NPPF) was first published on the 27th 
March 2012 and revised July 2018, February 2019, July 2021 and September 2023. 
The NPPF outlines the Government’s environmental, economic and social policies 
for England. The NPPF sets out a presumption in favour of sustainable 
development which should be delivered with three main dimensions: economic; 
social and environmental (Paragraphs 7, 8, 10 and 11). The NPPF aims to enable 
local people and their councils to produce their own distinctive local and 
neighbourhood plans, which should be interpreted and applied in order to meet the 
needs and priorities of their communities. 

The NPPF states that in the planning system "Planning policies and decisions 
should contribute to and enhance the natural and local environment by… e) preventing new and existing 
development from contributing to, being put at unacceptable risk from, or being adversely affected by, 
unacceptable levels of soil, air, water or noise pollution or land instability. Development should, wherever 
possible, help to improve local environmental conditions such as air and water quality, taking into account 
relevant information such as river basin management plans” (Paragraph 174). 

Paragraph 185 of the NPPF talks specifically about noise stating that “Planning policies and decisions should 
also ensure that new development is appropriate for its location taking into account the likely effects (including 
cumulative effects) of pollution on health, living conditions and the natural environment, as well as the potential 
sensitivity of the site or the wider area to impacts that could arise from the development. In doing so they 
should: a) mitigate and reduce to a minimum potential adverse impacts resulting from noise from new 
development – and avoid noise giving rise to significant adverse impacts on health and the quality of life; b) 
identify and protect tranquil areas which have remained relatively undisturbed by noise and are prized for their 
recreational and amenity value for this reason…” 

Specifically in relation to noise from existing commercial premises, Paragraph 187 of the NPPF notes: 
“Planning policies and decisions should ensure that new development can be integrated effectively with existing 
businesses and community facilities (such as places of worship, pubs, music venues and sports clubs). Existing 
businesses and facilities should not have unreasonable restrictions placed on them as a result of development 
permitted after they were established. Where the operation of an existing business or community facility could 
have a significant adverse effect on new development (including changes of use) in its vicinity, the applicant (or 
‘agent of change’) should be required to provide suitable mitigation before the development has been 
completed”.  
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2.2. Noise Policy Statement for England (2010) 
The Noise Policy Statement for England (NPSE) provides further guidance which is 
relevant to the policy set out in Paragraph 185 of the NPPF and states that: “Within 
the context of sustainable development: 

 avoid significant adverse impacts on health and quality of life; 

 mitigate and minimise adverse impacts on health and quality of life; and  

 where possible contribute to the improvement of health and quality of life.” 

NPSE introduces established concepts originally from the field of toxicology that are 
now being applied to noise impacts. They are:  

 NOEL – No Observed Effect Level - This is the level of noise below which no effect can be detected. 
In simple terms, below this level, there is no detectable effect on health and quality of life due to the 
noise.  

 LOAEL – Lowest Observed Adverse Effect Level - This is the level of noise above which adverse 
effects on health and quality of life can be detected. 

 SOAEL – Significant Observed Adverse Effect Level - This is the level above which significant 
adverse effects on health and quality of life occur.  

NPSE goes on to state that “it is not possible to have a single objective noise-based measure that defines 
SOAEL that is applicable to all sources of noise in all situations. Consequently, the SOAEL is likely to be 
different for different noise sources, for different receptors and at different times. It is acknowledged that further 
research is required to increase our understanding of what may constitute a significant adverse impact on 
health and quality of life from noise. However, not having specific SOAEL values in the NPSE provides the 
necessary policy flexibility until further evidence and suitable guidance is available.” 

2.3. Planning Practice Guidance 
The Planning Practice Guidance (PPG) was launched on 6th March 2014 and has 
undergone regular revision, with the most recent changes to Noise Guidance 
coming in July 2019. PPG provides additional guidance and interpretation to the 
Government’s strategic policies, outlined within the NPPF, in a web-based 
resource.  

The NPPG provides more guidance on the assessment of noise for planning 
purposes and builds on the concepts of NOEL, LOAEL and SOAEL introduced in 
NPSE to establish whether noise is a factor that needs to be taken into account. It 
states: “Local planning authorities’ plan-making and decision taking should take 
account of the acoustic environment and in doing so consider: 

 whether or not a significant adverse effect is occurring or likely to occur; 

 whether or not an adverse effect is occurring or likely to occur; and 

 whether or not a good standard of amenity can be achieved. 
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In line with the Explanatory Note of the Noise Policy Statement for England, this would include identifying 
whether the overall effect of the noise exposure (including the impact during the construction phase wherever 
applicable) is, or would be, above or below the significant observed adverse effect level and the lowest 
observed adverse effect level for the given situation.” 

However, it goes into more detail about the subjective nature of noise and how the results of any assessment 
must be treated flexibly and pragmatically. The guidance states: “The subjective nature of noise means that 
there is not a simple relationship between noise levels and the impact on those affected. This will depend on 
how various factors combine in any particular situation. These factors include: 

 the source and absolute level of the noise together with the time of day it occurs. Some types and 
level of noise will cause a greater adverse effect at night than if they occurred during the day – this is 
because people tend to be more sensitive to noise at night as they are trying to sleep. The adverse 
effect can also be greater simply because there is less background noise at night; 

 for a new noise making source, how the noise from it relates to the existing sound environment; 

 for non-continuous sources of noise, the number of noise events, and the frequency and pattern of 
occurrence of the noise; 

 the spectral content of the noise (i.e. whether or not the noise contains particular high or low frequency 
content) and the general character of the noise (i.e. whether or not the noise contains particular tonal 
characteristics or other particular features), and; 

 the local arrangement of buildings, surfaces and green infrastructure, and the extent to which it reflects 
or absorbs noise. 

More specific factors to consider when relevant include: 

 the cumulative impacts of more than one source of noise; 

 whether any adverse internal effects can be completely removed by closing windows and, in the case 
of new residential development, if the proposed mitigation relies on windows being kept closed most of 
the time (and the effect this may have on living conditions). In both cases a suitable alternative means 
of ventilation is likely to be necessary. Further information on ventilation can be found in the Building 
Regulations. 

 In cases where existing noise sensitive locations already experience high noise levels, a development 
that is expected to cause even a small increase in the overall noise level may result in a significant 
adverse effect occurring even though little to no change in behaviour would be likely to occur. 

 Noise Action Plans (where these exist), and, in particular the Important Areas identified through the 
process associated with the Environmental Noise Directive and corresponding regulations should be 
taken into account. Defra’s website has information on Noise Action Plans and Important Areas. Local 
authority environmental health departments will also be able to provide information about Important 
Areas. 
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 the effect of noise on wildlife. Noise can adversely affect wildlife and ecosystems. Particular 
consideration needs to be given to the potential effects of noisy development on international, national 
and locally designated sites of importance for biodiversity; 

 where external amenity spaces are an intrinsic part of the overall design, the acoustic environment of 
those spaces should be considered so that they can be enjoyed as intended. 

 some commercial developments including restaurants, hot food takeaways, night clubs and public 
houses can have particular impacts, not least because activities are often at their peak in the evening 
and late at night. Local planning authorities will wish to bear in mind not only the noise that is 
generated within the premises but also the noise that may be made by customers in the vicinity”. 

Table 2.1 shows examples of the noise hierarchy (adapted from the PPG) and shows that that the aim is to 
identify where the overall effect of the noise exposure falls in relation to SOAEL, LOAEL and NOEL. The 
implication of the advice is only noise that is ‘noticeable and very disruptive’ would be considered unacceptable 
and therefore, should be prevented. The inference, therefore, is that all other outcomes can be acceptable, 
depending upon the specific circumstances and level of mitigation. 
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Table 2.1: Noise Exposure Hierarchy 

Perception Examples of outcomes Increasing effect 
level 

Action  

Not noticeable No Effect No Observed Effect No specific measures 
required 

Low Noise Level 

Noticeable and 
not intrusive 

Noise can be heard but does not cause any change in behaviour or attitude. Can 
slightly affect the acoustic character of the area but not such that there is a perceived 

change in the quality of life. 

No Observed 
Adverse Effect 

No specific measures 
required 

 

 Lowest Observed Adverse Effect Level  

Noticeable and 
intrusive 

Noise can be heard and causes small changes in behaviour and/or attitude, eg turning 
up the volume of television; speaking more loudly; where there is no alternative 

ventilation, having to close windows for some of the time because of the noise. The 
potential for some reported sleep disturbance. Affects the acoustic character of the 

area such that there is a perceived change in the quality of life. 

Observed Adverse 
Effect 

Mitigate and reduce to a 
minimum ↓ 

 Significant Observed Adverse Effect Level   

Noticeable and 
disruptive 

The noise causes a material change in behaviour and/or attitude, eg avoiding certain 
activities during periods of intrusion; where there is no alternative ventilation, having to 

keep windows closed most of the time because of the noise. The potential for sleep 
disturbance resulting in difficulty in getting to sleep, premature awakening and difficulty 

in getting back to sleep.  

Significant Observed 
Adverse Effect 

Avoid  

Noticeable and 
very disruptive 

Extensive and regular changes in behaviour and/or an inability to mitigate the effect of 
noise leading to psychological stress or physiological effects, eg regular sleep 

deprivation/awakening; loss of appetite, significant, medically definable harm, eg 
auditory and non-auditory 

Unacceptable 
Adverse Effect 

Prevent High Noise Level 

In
cr

ea
si

ng
 N

oi
se

 L
ev

el
s 
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2.4. The Town and Country Planning (General Permitted Development etc.) (England) 
(Amendment) Order 2021  
The Town and Country Planning (General Permitted Development etc.) (England) 
(Amended) Order 2021, states that “Class MA - commercial, business and service 
used to dwellingshouses” will be permitted for: 

“Development consisting of a change of use of a building and any land within its 
curtilage from a use falling within Class E (commercial, business and service) of 
Schedule 2 to the Use Classes Order to a use falling within Class C3 
(dwellinghouses) of Schedule 1 to that Order”  providing that the developer applies 
“to the local planning authority for a determination as to whether the prior approval 
of the authority will be required” in relation to the “impacts of noise from commercial 
premises on the intended occupiers of the development”.  
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3. ASSESSMENT METHODOLOGY & GUIDANCE 

3.1. BS 8233: 2014 ‘Guidance on Sound Insulation and Noise Reduction for Buildings’ 
Originally published in 1999, the 2014 edition of BS 8233, significantly updates the 
guidance in light of the policy changes as a result of the advent of the NPPF and the 
withdrawal of PPG 24. The 2014 edition of BS 8233 sees a change in the title of the 
Standard, moving from a ‘Code of Practice’ to ‘Guidance’, as the text ‘largely 
comprises guidance that does not support claims of compliance’.  

BS 8233:2014 indicates that to control external noise ingress into a proposed 
development, a number of planning stages should occur as follows: 

a) “Assess the site, identify significant existing and potential noise sources, 
measure or estimate noise levels, and evaluate layout options. 

b) Determine design noise levels for spaces in and around the building(s). 

c) Determine sound insulation of the building envelope, including the ventilation strategy”.  

BS 8233:2014 suggests design noise levels for various types of building. The recommended noise levels for 
dwelling houses, flats and rooms in residential use (when unoccupied) can be seen in Table 3.1 below. This is 
replicated from Table 4 of Section 7.7.2 of BS 8233:2014. The guidance suggests that “In general, for steady 
external noise sources, it is desirable that the internal ambient noise level does not exceed the guideline 
values”. The noise levels in Table 3.1 are marginally different to those published in BS 8233:1999 ‘Sound 
insulation and noise reduction for buildings – Code of practice’, but are based on the existing guidance from the 
current World Health Organisation (WHO) “Guidelines on Community Noise”. 

 Table 3.1: Summary of Noise Criteria: BS 8233: 2014 

Activity Location 07:00 To 23:00 23:00 To 07:00 

Resting Living room 35 dB LAeq.16hour - 

Dining Dining room/area 40 dB LAeq.16hour - 

Sleeping Bedroom 35 dB LAeq.16hour 30 dB LAeq.8hour 

 

When considering the noise level criteria considered in Table 3.1, the following points should be noted: 

 BS 8233: 2014 suggests that the above criteria should be adopted flexibly and that “where 
development is considered necessary or desirable... the internal target level may be relaxed by up to 5 
dB and reasonable internal conditions still achieved”. 

 The noise levels quoted above are annual averages and “do not need to be achieved in all 
circumstances” e.g. New Year’s Eve or fireworks night. 
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 The noise levels in Table 3.1 are “for steady external noise sources” such as traffic noise or plant 
noise. This is a departure from the 1999 version of BS 8233, where the recommended internal noise 
levels were irrespective of the external noise source and therefore included the suggestion that in 
order to achieve “reasonable” noise levels within bedrooms at night, LAFmax noise levels should not 
exceed 45 dB. Whilst this has been omitted from the 2014 version of BS 8233, it does state that 
“Regular individual noise events (for example, scheduled aircraft or passing trains) can cause sleep 
disturbance. A guideline value may be set in terms of SEL or LAmax,F, depending on the character and 
number of events per night. Sporadic noise events could require separate values.” Therefore, at sites 
which may be affected by individual noise events, it is more appropriate to use the guidance contained 
within the WHO “Guidelines on Community Noise” which suggest that good sleep will not generally be 
affected if internal levels of LAFmax 45 dB are not exceeded more than 10-15 times per night. 

 BS 8233:2014 notes that if the design of the building is “relying on closed windows to meet the guide 
values, there needs to be appropriate alternative ventilation that does not compromise the facade 
insulation or resulting noise level”. 

 BS 8233 provides guidance for noise in gardens and outdoor amenity space. It suggests that “it is 
desirable that the external noise level does not exceed 50 dB LAeq,T, with an upper guideline value of 
55 dB LAeq,T which would be acceptable in noisier environments.” The guidance does go on to say that 
these guideline values are not achievable in all circumstances and in some areas, “such as city 
centres or urban areas adjoining the strategic transport network, a compromise between elevated 
noise levels and other factors, such as the convenience of living in these locations or making efficient 
use of land resources to ensure development needs can be met, might be warranted. In such a 
situation, development should be designed to achieve the lowest practicable levels in these external 
amenity spaces, but should not be prohibited.” 

3.2. World Health Organisation Guidelines for Community Noise (1999) 
The 1999 World Health Organisation (WHO) guidance “Guidelines for Community 
Noise”, provides recommendations on maximum internal and external noise levels 
in a range of situations. The WHO guidelines are a consequence of a 
comprehensive review of the scientific evidence in relation to community noise 
exposure and the health and social aspects of such exposure. Whilst not adopted 
policy, the recommendations within the WHO Guidelines are often quoted and form 
the basis of the recommendations within BS 8233 and other similar guidance. A 
summary of the noise criteria can be seen in Table 3.2.  
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Table 3.2: Summary of Noise Criteria: WHO 

Residential 
Environment 

Critical Heath Effect LAeq LAFmax Time Base 

Outdoor living 
area 

Serious annoyance, daytime and evening 55 - 07:00-23:00 

Moderate annoyance, daytime and evening 50 - 07:00-23:00 

Dwelling, indoors Speech intelligibility and moderate annoyance, 
daytime and evening 

35 - 07:00-23:00 

Inside bedrooms Sleep disturbance,  
night-time 

30 45 23:00-07:00 

Outside bedrooms Sleep disturbance, window open (outdoor values) 45 60 23:00-07:00 

3.3. WHO Night Noise Guidelines for Europe (2009) 
 In 2009, the World Health Organisation published the “Night Noise Guidelines for 
Europe” as a partial update and extension to the “Guidelines for Community Noise”, 
specifically in relation to development on the scientific evidence of night noise 
exposure. The 2009 guidance suggests that a “Lnight,outside of 40 dB should be the 
target of the night noise guideline (NNG) to protect the public, including the most 
vulnerable groups such as children, the chronically ill and the elderly”. However, 
since that target would be impossible to achieve in many situations, a “Lnight,outside 
value of 55 dB is recommended as an interim target for the countries where the NNG 
cannot be achieved in the short term for various reasons, and where policy-makers 
choose to adopt a stepwise approach”.  

3.4. Possible Options for the Identification of SOAELs and LOAELs in Support of the 
NPSE (2014) 
 Published by Defra, based on a Research Project prepared by AECOM, “Possible 
Options for the Identification of SOAELs and NOAELs in Support of the NPSE” 
attempts to give values to the concepts of SOAELs and NOAELs, introduced by the 
Noise Policy Statement for England (NPSE). After the withdrawal of PPG24: 
Planning and Noise in 2012, which included Noise Exposure Categories, with 
specific numerical boundaries, the NPSE was heavily criticised for having no 
specific numerical guidance. Whilst the NPSE and NPPF encourage the 
development of location-specific criteria, in the context of the specific environment, 
the absence of guidance meant the implementation of the NPSE was difficult. 
Consequently, the project identifies both specific possible values and possible 
ranges of values for SOAELs and NOAELs for different noise sources. These values can be seen in Table 3.3.   
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Table 3.3: Possible Value & Ranges of Values for LOAEL & SOAEL 

Source Effect LOAEL SOAEL 

Road Annoyance (Daytime) 56 

(53-59) 

66 

(64-68) 

Sleep (Night-time) 46 

(43-52) 

56 

(51-64) 

Rail Annoyance (Daytime) 63 

(61-66) 

72 

(70-74) 

Sleep (Night-time) 55 

(52-63) 

68 

(61-77) 

Air Annoyance (Daytime) 52 

(50-54) 

60 

(58-62) 

Sleep (Night-time) 41 

(40-49) 

53 

(47-60) 

 

3.5. ProPG: Planning & Noise Professional Practice Guidance 
(2017) 
Planning & Noise: Professional Practice Guidance on Planning and Noise: New 
Residential Development (the “ProPG”), published May 2017, provides a 
recommended approach for dealing with noise within the planning process, 
specifically in relation to new residential developments. 

The ProPG follows a systematic, proportionate, risk-based, 2-stage approach. The 
two stages of the approach are:  

 Stage 1 – an initial assessment where external noise is rated against the 
risk of adverse effect; and 

 Stage 2 – a systematic consideration of four key elements to determine the suitability of the site for 
housing.  

The results of the initial Site noise risk assessment will determine the appropriate risk of developing the Site 
from a noise perspective. This approach is intended to give the developer, the noise practitioner, and the 
decision maker an indication only of the likely suitability of the site for new residential development from a noise 
perspective. Thus, a site with a higher risk will be recognised as presenting more acoustic challenges than a 
site with a low or negligible risk.    
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Figure 3.1 outlines the initial site risk assessment. Stage 2 of the approach looks to determine whether a site is 
suitable for housing based on the noise risk of the site. Stage 2 essentially attempts to determine that good 
acoustic design principles have been incorporated into the design from the outset, that suitable internal noise 
levels can be achieved in habitable rooms and that suitable external noise levels can be achieved in gardens 
and outdoor amenity space. 

Figure 3.1: Initial Site Risk Assessment (from the ProPG) 

 

The ProPG encourages good acoustic design for all developments with the aim of protecting future residents 
from the effects of noise. Para 2.21 of the ProPG notes that in the first instance, it would be necessary to try to 
achieve suitable internal noise levels with windows open: 

“Using fixed unopenable glazing for sound insulation purposes is generally unsatisfactory and should be 
avoided; occupants generally prefer the ability to have control over the internal environment using openable 
windows, even if the acoustic conditions would be considered unsatisfactory when open. Solely relying on 
sound insulation of the building envelope to achieve acceptable acoustic conditions in new residential 
development, when other methods could reduce the need for this approach, is not regarded as good acoustic 
design.” 
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However, the ProPG notes that in some instances it is not possible to achieve suitable internal noise levels 
when windows are open. The notes to Figure 2 of the ProPG note ““designing the site layout and the dwellings 
so that the internal target levels can be achieved with open windows in as many properties as possible 
demonstrates good acoustic design. Where it is not possible to meet target internal levels with windows open, 
internal noise levels can be assessed with windows closed…”. In these instances, one must consider the 
impacts of ventilation and overheating, with the need to provide a good acoustic environment. The ProPG notes 
in Para 2.36 that where a “scheme is reliant on open windows to mitigate overheating, itis also necessary to 
consider the potential noise impact during the overheating condition. In this case a more detailed assessment 
of the potential impact on occupants should be provided”. 

3.6. Acoustics, Ventilation and Overheating Residential Design Guide (2020) 
Published by the Association of Noise Consultants; the Acoustics, Ventilation and 
Overheating (AVO) Guide recommends an approach for acoustic assessments to 
take due regard of the interdependence of acoustics, ventilation and overheating. 
The approach ensures that the ventilation strategy of a building becomes an integral 
part of the acoustic design process.  

The AVO Guide notes that “The starting position when considering mitigation of 
noise impact on new residential development is to apply good acoustic design, site-
wide, as described in the ProPG”. Since the ProPG advocates the importance of at 
least attempting to achieve suitable internal noise levels with windows open, the 
starting point of the AVO Guide is to first see whether windows can be opened; 
therefore, it is clear that the AVO Guide should be applied after good acoustic design principles have been 
applied. 

The AVO Guide makes it clear that as part of the acoustic design process, one needs to consider both whole 
house ventilation (which the AVO calls the “ADF ventilation condition”) and provisions for ventilation cooling to 
mitigate overheating (the “overheating condition”). The Guide notes that “In terms of noise effect, the important 
distinction between these two situations is that the ADF ventilation condition applies for the entire time whereas 
the overheating condition applies only for part of the time”.  

Regarding the overheating condition, the AVO Guide notes “it is considered reasonable to allow higher levels of 
internal ambient noise from transport sources when higher rates of ventilation are required in relation to the 
overheating condition. The basis for this is that the overheating condition occurs for only part of the time. During 
this period, occupants may accept a trade-off between acoustic and thermal conditions, given that they have 
some control over their environment. In other words, occupants may, at their own discretion, be more willing to 
accept higher short-term noise levels in order to achieve better thermal comfort. The importance of control is 
relevant to daytime exposure, but not to night time exposure where the consideration is sleep disturbance”. To 
estimate the potential impact in the overheating condition, a two-stage approach has been taken. The two 
levels of the approach are:  

 Level 1 - an initial assessment where external noise is rated against the risk of adverse effect based 
on the assumption that opening windows are the primary means of mitigating overheating; and 

 Level 2 – a systematic consideration of the potential for adverse effect on occupants based on internal 
ambient noise levels. 
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A Level 1 assessment looks at the external noise levels to determine whether a partially open window can be 
used to manage overheating, assuming a 13 dB attenuation for an open window. For “negligible” sites, no 
further action is required and open windows will be sufficient to manage overheating. For “high” risk sites, a 
Level 2 assessment is required. This is also recommended for “medium” risk sites. For a Level 2 assessment, 
the internal noise levels are calculated with windows open to determine the likely impact when windows are 
open to satisfy the overheating condition. Table 3.6 summarises the approach and guidance from the AVO 
Guide. Essentially the guidance is used to determine whether or not windows can or cannot be opened. This 
guidance should be read in conjunction with Approved Document O of the Building Regulations.    

It is also important to also consider noise from mechanical services, both for ventilation and to manage 
overheating. Table 3.4 and Table 3.5 provides desirable noise levels for the ventilation and overheating 
conditions respectively. 

Table 3.4: Indoor ambient noise levels from mechanical services - ADF ventilation condition 

Ventilation 
condition 

Possible system or design solution 
Desirable internal ambient noise 
levels from mechanical services 

ADF – Whole 
House Ventilation 

System 3: Continuous mechanical extract (MEV), 
minimum low ventilation rates 

System 4: Continuous mechanical supply and extract 
with heat recovery (MVHR), minimum low ventilation 
rates 

Bedrooms ≤ LAeq 26 or 30 dB*  

Living Rooms ≤ LAeq 30 dB 

ADF – Extract 
Ventilation 

System 1: Intermittent extract fans 

System 3: Continuous mechanical extract (MEV), 
minimum high ventilation rates 

System 4: Continuous mechanical supply and extract 
with heat recovery (MVHR), minimum high ventilation 
rates 

Bedrooms ≤ LAeq 26 or 30 dB* 

Living / Dining Rooms ≤ LAeq 35 dB 

Bathroom / WC / Kitchen ≤ LAeq 45 dB 

ADF – Purge 
Ventilation 

Manually controlled fan exchanging a minimum 4 air 
changes per hour 

No desirable noise levels are currently 
proposed based on the lack of evidence 
of acceptable noise levels when 
providing purge ventilation for the 
purpose of rapidly diluting indoor 
pollutants. 

* = AVO notes that “a more prudent limit for mechanical services noise around 24 – 26 dB(A) is likely to be required to prevent an adverse reaction from 
most occupants while falling asleep.” 

Table 3.5: Indoor ambient noise levels from mechanical services - Overheating condition 

Possible system or design solution 
Desirable internal ambient noise 
levels from mechanical services 

Ventilative cooling or Comfort cooling Bedrooms LAeq 30 (± 5) dB 

Living / Dining Rooms LAeq 35 (± 5) dB 
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Table 3.6: Initial Site Risk Assessment and Subsequent Guidance in Relation to the Overheating Condition 

Daytime 
LAeq.16hour 

Night-time 
LAeq.8hour 

Night-time LAFmax Level 1 Risk 
Level 2 

Assessment 
Outcome 

Openable 
Windows? 

≤ 48 dB(A) ≤ 43 dB(A) - Negligible Not Required 
Noise can be heard, but does not 
cause any change in behaviour or 

attitude 
Yes 

> 48 dB(A) 
to  

≤ 53 dB(A) 

> 43 dB(A) 
to  

≤ 48 dB(A) 
- Low Optional 

Limited behavioural change is 
expected unless conditions are 
prevalent for most of the time. 

Yes 

> 53 dB(A) 
to  

≤ 63 dB(A) 

> 48 dB(A) 
to  

≤ 55 dB(A) 

Normally Exceeds  
> 74 dB(A) to  
≤ 78 dB(A) 

Medium Recommended 

At higher noise levels, more 
significant behavioural change is 

expected and may only be considered 
suitable if occurring for limited periods. 

Yes, Depending 
on Duration 

> 63 dB(A) > 55 dB(A) 
Normally Exceeds 78 

dB(A) at night 
High Recommended 

Potential for sleep disturbance resulting 
in difficulty in getting to sleep, 

premature awakening and difficulty in 
getting back to sleep. Quality of life 

diminished due to change in acoustic 
character of the area. 

No 
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3.7. Approved Document O: Overheating (2021) 
Approved Document O of the Building Regulations ‘Overheating’ (AD-O) was 
released in December 2021 and came into effect in England on 15th June 2022. It 
aims to protect the health and welfare of occupants of the building by reducing 
the occurrence of high indoor temperatures 

AD-O requires the residential premises to: 

 limit unwanted solar gains in summer; and  

 provide an adequate means to remove heat from the indoor 
environment. 

In meeting these requirements: 

 account must be taken of the safety of any occupant, and their reasonable enjoyment of the residence; 
and  

 mechanical cooling may only be used where insufficient heat is capable of being removed. 

Whilst this is a standard in relation to the Building Regulations and not planning (i.e. compliance does not need 
to be demonstrated in order to obtain planning consent), consideration of the amenity of future residents (and 
therefore the overheating management strategy) is a material planning consideration and consequently it is 
recommended that AD-O is considered as part of the overall glazing, ventilation and overheating strategy of the 
development.  

AD-O includes two methods for demonstrating compliance – the “Simplified Method”, which relies on limiting 
the glazed area of a room based on the location and orientation of the rooms, as well as whether the dwelling is 
cross ventilated, and the “Dynamic Thermal Modelling Method”. The “Dynamic Thermal Modelling Method” 
should be used for dwellings that do not satisfy the “Simplified Method” and relies on detailed modelling of the 
building and may require additional mechanisms to remove excess heat. These include: 

 Opening windows; 

 Ventilation louvres in external walls; 

 A mechanical ventilation system; and 

 A mechanical cooling system. 

It is noted in paragraph 3.2 of AD-O that “In locations where external noise may be an issue (for example, 
where the local planning authority considered external noise to be an issue at the planning stage), the 
overheating mitigation strategy should take account of the likelihood that windows will be closed during sleeping 
hours (11pm to 7am)”. 

It is noted in paragraph 3.3 of AD-O that windows are likely to be closed during sleeping hours if noise within 
bedrooms exceeds the following limits: 

 40 dB LAeq,T, averaged over 8 hours (between 11pm and 7am); and 

 55 dB LAFmax, more than 10 times per night (between 11pm and 7am).  
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3.8. Guide to Demonstrating Compliance with the Noise Requirements of Approved 
Document O (2022) 
Guide to Demonstrating Compliance with the Noise Requirements of Approved 
Document O was published jointly by the Institute of Acoustics and Acoustics and 
Noise Consultants  in July 2022. The guide was compiled to aid acoustic 
professionals in demonstrating compliance with Approved Document O (AD-O) of 
the Building Regulations.  

As noted above, AD-O provides guidance on when an open window cannot be used 
to deal with overheating. Whilst AD-O provides internal noise levels, the IOA/ANC 
Guidance translates this into external noise levels.  

Table 3.7 shows the external noise levels above which it will not be possible to use 
the “Simplified Method” to demonstrate compliance with AD-O. The IOA/ANC 
Guidance notes that “It may be possible to increase these values and still satisfy the requirements of the 
simplified method using acoustically specified balconies”. 

The Guidance goes on to note that “Based on the external noise levels presented in (Table 3.5), it is likely that 
external noise will be an issue for many sites exposed to only modest levels of noise”.  

Table 3.7: External Noise Levels Above Which The Simplified Method Cannot Be Used  

Parameter High Risk Location1 Medium Risk Location2 

LAeq,T, averaged over 8 hours  
(between 11pm and 7am) 

44 dB 49 dB 

LAFmax, more than 10 times per night  
(between 11pm and 7am) 59 dB 64 dB 

Note 1: High Risk Locations have been identified in Appendix C of AD-O as certain postcodes in London and select postcodes in Central Manchester . 
Note 2: Medium Risk Locations are all other locations in England not previously identified as High Risk Locations. 

If noise levels exceed the levels identified in Table 3.7, it will be necessary to use the “Dynamic Thermal 
Modelling Method” to demonstrate compliance with AD-O. It should be noted that exceedances of the above 
noise thresholds do not necessarily mean that windows cannot be opened or that mechanical ventilation is 
required. For example, it may be possible to remove adequate heat from the rooms using a combination of 
smaller openable windows areas (through either smaller openable glazed panels or by fitting window restrictors) 
and ventilation louvres in external walls. The AVO Guide provides more definitive guidance on when windows 
can and cannot be opened in relation to noise. 
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3.9. Procedure for the Assessment of Low Frequency Noise Disturbance (NANR45) 
(2011) 
NANR45 was a Defra research document designed to assist with the investigation 
of low frequency noise complaints. The documents includes a measurement 
procedure to determine whether noise at frequencies between 10 hertz and 160 
hertz are likely to be considered a nuisance. A criterion curve is provided for 
frequencies between 10 hertz and 160 hertz. If noise in these frequencies are below 
the criterion curve,  noise should not be classes as a nuisance. This criterion curve 
can be relaxed by 5 dB if the noise only occurs during the day.  

se only occurs during the day.  

e only occurs during the day.  

Whilst originally intended for complaint investigation, the document can equally be 
applied for investigations of likely nuisance in relation to new developments.   

3.10. Good Practice Guide on the Control of Noise from Pubs and Clubs (2003) 
In 1996, the Institute of Acoustics established a working group to produce a 
guidance document containing criteria on the control of noise from pubs and clubs. 
Unfortunately, the working group was unable to produce a formal Code of Practice 
as a number of industry representatives withdrew from the working party. 
Consequently, a Code of Practice was not published, rather a Good Practice Guide, 
which did not contain any objective noise criteria. The Code of Practice only 
provided guidance on noise control and complaint investigation. 

d complaint investigation. 

 complaint investigation. 

The Guide noted “it has not been possible to subject the new criteria that have been developed and proposed 
by the working party to a satisfactory validation process. It is hoped that future research will lead to the 
publication of criteria that have been fully validated in terms of human response and have been subject to trials 
which confirm their practicability in terms of measurement. enforcement and use within the planning process. 
Until such criteria are developed, it is recommended that local authorities and others should devise and apply 
policies having regard to this Guide and taking into account local circumstances and existing licensing and 
planning policies”.  

The Guide did however note that “Music, singing and speech, both amplified and non-amplified, are common 
sources of noise disturbance… (it) should be to attempt(ed) to ensure that for premises where entertainment 
takes place on a regular basis, music and associated sources should not be audible inside noise-sensitive 
property at any time…and for premises where entertainment takes place less frequently, music and associated 
sources should not be audible inside noise-sensitive property between 23:00 and 07:00 hours”.  
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3.11. Institute of Acoustics Working Group Annex – Control of 
Noise from Pubs and Clubs (2003) 
During the writing of the Good Practice Guide on the Control of Noise from Pubs 
and Clubs, John Hinton and Alistair Somerville prepared an Annex containing 
proposed criteria which published in draft form in September 2002. However, the 
Annex was omitted from the final version of the Code of Practice but was published 
in the November/December 2003 edition of the Acoustics Bulletin, designed to 
stimulate discussion. 

Although never officially adopted, the criteria is widely adopted by Local Authorities 
when both investigating complaints and for setting noise limits. 

th investigating complaints and for setting noise limits. 

The Annex suggested that for “venues where entertainment takes place more than once per week or continues 
beyond 2300 hrs”, the following criteria applies: 

 “The LAeq of the entertainment noise should not exceed the representative background noise level LA90 

(without entertainment noise), and 

 The L10 of the entertainment noise should not exceed the representative background noise level L90 

(without entertainment noise) in any 1/3 octave band between 40 Hz and 160 Hz”. 

The Annex indicates that if the criteria is met, “entertainment noise will be virtually inaudible inside noise-
sensitive property”. It also notes that the criteria is applicable for both internal and external assessments. The 
Annex indicates that where the entertainment noise takes place no more than once a week and finishes before 
2300 hours, the above criteria can be relaxed by 5 dB. 

3.12. Noise from Pubs and Clubs - Phase I (2005) 
In an attempt to determine a universal method of determining acceptability from 
noise from pubs and clubs, Defra in conjunction with the University of Salford and 
Hepworth Acoustics carried out a review of different noise assessment methods. 
The review looked at the IoA Annex criteria (Hinton & Sommerville), the use of NR 
Curves, as well as investigating both absolute and relative criteria. The review also 
considers how noise from Pubs and Clubs are considered in other European 
countries. The review showed that most European countries have an internal 
maximum noise level (as well as sometimes an external maximum), either as a LAeq 

and/or a LAmax. 

Whilst the document provides details on a range of assessment techniques and 
criteria, the document stop short of making recommendations on the most appropriate techniques to use, but 
does suggest that some of the criteria should be investigated further and could be adopted nationally.  
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3.13. Noise from Pubs and Clubs - Phase II (2006) 
The Phase II report prepared from Defra By the BRE and Capita Symonds builds 
upon the Phase I report and includes real world testing of various methods and 
criteria identified in the Phase I report to determine acceptability. The study included 
field testing using members of the public as laboratory test subjects within the BREs 
research facility to comment on the acceptableness of different noise levels, in order 
to inform what might be considered the ideal criterion.  

However, during the field testing it was apparent that all methods had clear 
disadvantages when used under real world conditions. Therefore, the report was not 
able to make a definitive recommendation on the optimum criteria to use. The report 
concluded that further trials would be required. 

was apparent that all methods had clear disadvantages when used under real world conditions. Therefore, the 
report was not able to make a definitive recommendation on the optimum criteria to use. The report concluded 
that further trials would be required. 

Nevertheless, the report did suggest that the best of the available options was the use of at absolute LAeq, i.e. a 
LAeq,5min noise level value set at a single action level. However the report notes that “an intrusive entertainment 
noise criteria based on Absolute LAeq, would be difficult to use where the existing ambient noise level without 
the entertainment noise was close to, equal to or above the action level. Therefore, we would recommend an 
action level Absolute LAeq, with an additional subjective requirement that the entertainment noise itself has a 
clearly audible (to an otologically normal listener) contribution to the overall noise e.g. the songs/tracks would 
be recognisable to a listener familiar with the music and any words intelligible”. The report went on to say that 
“in the context of this study’s objective to determine criteria that represents a clearly unacceptable situation, the 
noise levels at which test subjects felt the noise was “just unacceptable” for a one off event within a habitable 
room with windows closed was at 34 dB LAeq,5 minute”.  

3.14. Noise Council Code of Practice on the Control of Noise from Concerts (1995) 
The Noise Council’s Code of Practice recommends maximum music noise levels (MNL). These are LAeq.15mins 

levels measured at 1m from the façade of any noise sensitive property. The Code of Practice is intended to be 
used for irregular concert venues, open air concerts, music festivals etc, and should not be applied to regular 
concert venues holding regular concerts. The noise criteria can be seen in Table 3.8.  

Table 3.8: Noise Council Criteria 

Concert Days Per Year  Venue Category Guidelines 

1 to 3  Urban stadia or arenas MNL not to exceed 75 dB(A) 

1 to 3  Other urban venues and rural venues MNL not to exceed 65 dB(A) 

4 to 12  All venues 
MNL not to exceed background levels by 

more than 15 dB(A) in any 15 minute period 

More than 12 and up to 
around 30 

Indoor venues 
MNL not to exceed the background noise 
level by more than 5 dB(A) in any given 

period. 
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4. ENVIRONMENTAL NOISE SURVEY 

4.1. Survey Overview 
In order to determine the extent to which the site is affected by noise, a detailed noise measurement study has 
been carried out on the proposed development site. Noise measurements have been carried out in order to 
determine the overall LAeq.16hrs and LAeq.8hrs for the day and night time periods. In addition, the LAmax LA10, LA50, 
and LA90 noise levels have also been measured. 

All noise monitoring was conducted using a Norsonic 140 sound level meter, which conforms to BS EN IEC 
61672-1: 2003 as a Class 1 precision measurement system. A Norsonic 1251 field calibrator was used before 
and after the measurement periods in order to ensure that the equipment had remained within reasonable 
calibration limits (+/- 0.5 dB).  

All of the equipment used has been calibrated in accordance with the procedures set out in BS EN IEC 61672-
2: 2003 and for the electrical testing of frequency filters as set out in BS EN IEC 61260. The equipment was 
calibrated at Campbell Associates Limited, in Great Dunmow, Essex. Campbell Associates Limited meets the 
laboratory accreditation requirements of the United Kingdom Accreditation Service (UKAS Lab No. 0789). 
Sound level meters are laboratory calibrated every two years, with field calibrators laboratory calibrated every 
twelve months. Appendix 2 summarises the equipment used including serial numbers and calibration 
certificates. 

All noise monitoring has been conducted in accordance with the guidance set out in BS 7445-2: 1991 
‘Description and measurement of environmental noise Part 2: Guide to the acquisition of data pertinent to land 
use’. This standard details information that should be recorded in addition to the actual measured levels such 
as meteorological data, and a description of the noise source itself.  

An initial 24 hour noise survey was conducted on the 6th and 7th of July 2023 to characterise noise levels on the 
front façade facing Leigh Road. All noise monitoring was conducted by Mathew Vaughan of Hawkins 
Environmental Limited. Mathew is an Associate Member of the Institute of Acoustics and holds a Masters of 
Science in Applied Acoustics from Solent University. Weather conditions were conducive to successful 
monitoring. Table 4.1 summarises the weather conditions during the measurement period. 

Table 4.1: Summary of Weather Conditions during the Noise Measurements 

General Description The measurement periods were warm for the time of year, with some sunshine 
during the day with light winds.  

Windspeed Average wind speeds were low, typically less than 0.5 m/s. 

Temperature The temperature went down to around 14°C at night, with daytime temperatures 
up to 23°C.  

Precipitation The measurement period remained dry. 
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An additional survey was conducted on the 11th and 12th August 2023 to characterise noise on the façade 
facing the public house and its beer garden. It should be noted that this measurement period is considerate of a 
typical Friday and Saturday period when the public house and its beer garden is likely to be busiest. As with the 
initial measurement period, the additional noise monitoring was conducted by Mathew Vaughan of Hawkins 
Environmental Limited. Mathew is an Associate Member of the Institute of Acoustics and holds a Masters of 
Science in Applied Acoustics from Solent University.  

Weather conditions were conducive to successful additional monitoring with similar conditions to the original 
period of monitoring. Table 4.2 summarises the weather conditions during the measurement period. 

Table 4.2: Summary of Weather Conditions during the Noise Measurements 

General 
Description 

The measurement periods were warm for the time of year, with some sunshine during 
the day with light winds.  

Windspeed Average wind speeds were low, typically less than 0.5 m/s. 

Temperature The temperature went down to around 16°C at night, and up to 22°C during the day.  

Precipitation The measurement period remained dry.  

Both noise measurements were conducted from a first-floor window on the respective facades of the building. 
The measurement locations are considered representative of the worst affected façades of the proposed 
development. The measurement locations are considered to be façade positions. A map showing the 
measurement location can be seen in Figure 4.1. 

Figure 4.1: Noise Measurement Location 

  

Noise Measurement Location 2 

Noise Measurement Location 1 
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4.2. Noise Survey Results 
The noise measurement study has identified that the primary noise source is road traffic noise attributed to 
Southampton Road (A335) and Leigh Road. Additionally, rail noise was also audible as a result of Eastleigh 
railway station and the south-western main line being situated 80 metres from the site with train passes typically 
occurring between 05:30 and 01:00. Aircraft noise is also occasionally audible with aircraft arriving and 
departing at Southampton Airport. 

It should however be noted that between midday and midnight, noise on the eastern façade facing the public 
house becomes dominant with noise from patrons within the beer garden in addition to some plant noise as a 
result of a number of items of plant situated on the rooftop of the public house building. 

The noise measurement data is detailed in Appendix 3, Figure 4.2 and Figure 4.3, as well as summarised in 
Table 4.3 and Table 4.4 below.   

Table 4.3: Summary of the Noise Level Measurements – Measurement Location 1 (South Façade – Leigh Road) 

Period (hours) 

Measured Noise Level, dB 

LAeq.T 
Range  

LAeq.5mins 
Range  

LAmax.5mins 
Range 

LA90.5mins 

7am to 11pm 65.3 59.8 – 75.8 69.4 – 98.5 51.5 – 59.3 

11pm to 7am 60.9 47.9 – 70.5 63.5 – 93.3 42.2 – 57.2 

 

Table 4.4: Summary of the Noise Level Measurements – Measurement Location 2 (East Façade – Public House) 

Period (hours) 

Measured Noise Level, dB 

LAeq.T 
Range  

LAeq.5mins 
Range  

LAmax.5mins 
Range 

LA90.5mins 

7am to 11pm 66.9 57.8 – 72.9 69.4 – 92.1 53.8 – 69.0 

11pm to 7am 65.4 53.4 – 73.3 64.6 – 89.0 49.2 – 67.5 

4.3. Background Sound Levels 
The background sound levels have been calculated in accordance with BS 4142:2014, which represents the 
most up-to-date guidance on the subject. Prior to the publication of the 2014 version of BS 4142, acousticians 
would use the lowest measured background sound levels; however, BS 4142: 2104 provides substantially more 
guidance on the determination of background sound levels. Section 8.1 of BS 4142: 2014 states that “for this 
purpose, the objective is not simply to ascertain a lowest measured background sound level, but rather to 
quantify what is typical during particular time periods. Among other considerations, diurnal patterns can have a 
major influence on background sound levels and, for example, the middle of the night can be distinctly different 
(and potentially of lesser importance) compared to the start or end of the night-time period for sleep purposes”. 
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The guidance goes on to say that “a representative level ought to account for the range of background sound 
levels and ought not automatically to be assumed to be either the minimum or modal value”. 

In order to determine the background sound levels for the day and night-time periods, the background sound 
levels have been analysed over the appropriate time periods, i.e. 15 minutes for night-time (11 pm to 7 am) and 
1 hour for the daytime periods. Figure 4.4 and Figure 4.5 detail the distribution of the background sound levels 
as described in BS 4142: 2014 for the day and night-time periods respectively. 

It can be seen from Figure 4.4 that during the day, the LA90.1hour ranged from 54 dB to 57 dB. It can be seen 
from Figure 4.4 that most LA90.1hour noise levels were in the region of 54 to 55 dB and therefore, 54 dB is 
considered to be representative of the daytime background noise level. 

It can be seen from Figure 4.5 that during the night, the LA90.15mins ranged from 43 dB to 55 dB, with the largest 
number at 44 dB. To characterise a worst-case scenario in terms of night-time background noise levels, it is 
considered that 44 dB is the night-time background noise level. 
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Figure 4.2: Noise Measurements – Measurement Location 1 (Front Façade) 
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Figure 4.3: Noise Measurements – Measurement Location 2 (Side Façade Facing Pub)  
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 Figure 4.4: Distribution of Day Time LA90.1hour Sound Levels 
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Figure 4.5: Distribution of Night Time LA90.15mins Sound Levels 
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5. PROPG STAGE 1: INITIAL SITE NOISE RISK ASSESSMENT 

5.1. Site Classification - ProPG 
The noise measurement survey determined the on-site noise levels. For the purposes of the assessment, the 
LOAEL and SOAEL levels have been determined from the Defra/AECOM research on LOAEL and SOAEL 
levels for road traffic sources. The Defra/AECOM research indicates that the typical average LOAEL would be 
around 56 dB(A) for the onset of daytime annoyance, with the SOAEL around 66 dB(A). For the onset of night 
time sleep disturbance, the LOAEL would be around 46 dB(A) and the SOAEL around 56 dB(A). 

Table 5.1: Initial Site Noise Risk Assessment (South Façade – Leigh Road) 

Criteria Daytime LAeq.16hr Night time LAeq.8hr 

Result 62 dB 58 dB 

ProPG Noise Risk Medium Medium 

Effect Level Between LOAEL and SOAEL Above SOAEL 

Action Mitigate and reduce to a minimum Avoid, mitigate and reduce to a minimum 

Table 5.2: Initial Site Noise Risk Assessment (East Façade – Public House) 

Criteria Daytime LAeq.16hr Night time LAeq.1hr
 

Result 64 dB 69 dB 

ProPG Noise Risk Medium High 

Effect Level Between LOAEL and SOAEL Above SOAEL 

Action Mitigate and reduce to a minimum Avoid, mitigate and reduce to a minimum 

It’s important to highlight that the night-time period is notably influenced by its initial hour in relation to the east 
façade (facing the public house beer garden), specifically between 11pm and midnight. In contrast to the 
conventional approach of considering an 8-hour span, the ProPG notes “In cases where local conditions do not 
follow a typical diurnal pattern, for example on a road serving a port with high levels of traffic at certain times of 
the night, an appropriate alternative period, e.g. 1 hour, may be used”. This consideration is rooted in the 
understanding that moments when occupants are preparing to sleep or awakening hold higher significance in 
terms of noise impact due to the prevalence of lighter sleep phases. 

Based on the results shown in Table 5.1, the noise risk of the site is “High”, with the effect level in excess of the 
SOAEL. This suggests that there could be an observed effect of noise on the proposed development site and 
as a consequence, it will be necessary to mitigate and reduce noise for the future residents to a minimum. For a 
“High” risk site, a Stage 2 assessment with Acoustic Design Statement will be required, demonstrating a good 
acoustic design process has been followed, demonstrating how the adverse impacts of noise have been 
mitigated and minimised. 
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5.2. Impact of Plant 
5.2.1. Overview 

Noise from adjacent commercial premises has also been considered in the assessment. Additional short 
duration measurements had been conducted during site walkover surveys on the 7th and 20th July 2023 as well 
as on the 24th April 2024. 

Observations show that plant to the rear include rooftop plant at Black Horse House and Barclays House, with 
additional plant noise emanating from louvred doors at the Travelodge as well as a number of flues and 
condensing units at The Wagon Works J D Wetherspoon. Furthermore, other commercial sources have been 
considered, such as relating to the bin storage to the rear of the Travelodge, as well as potential music noise 
from The Wagon Works public house. 

Noise to the rear of the proposed development site may be generally characterised by low level steady plant 
noise, with frequent masking from road traffic noise emanating from Leigh Road and Upper Market Street, in 
addition to rail and aircraft noise. 

5.2.2. Ground Floor Commercial Premises 

Any installations of plant serving the ground floor commercial premises should be dealt with by a suitably 
worded planning condition requiring the cumulative rating noise level of all plant from the premises to adhere to 
the noise limits as set out in Section 7 of this document. 

5.2.3. Low Frequency Electrical Substation Noise 

Concerns have been raised in relation to low frequency noise from the substation to the west of the site as 
shown in Figure 5.1. Using the methodology contained within ‘Procedure for the Assessment of Low Frequency 
Noise’, third octave frequency data collected on the 7th July 2023 and 24th April 2024 has been analysed for the 
electrical substation with internal noise levels predicted and compared against the criterion reference curve 
presented in the guidance. Figure 5.2 shows this comparison. 

Figure 5.2 shows that at the measurement location (1.8m from the substation), low frequency noise from the 
substation exceeds the criterion curve at approximately 31.5 Hz and above. However, with respect to the 
proposed development, it is of greater interest to understand the low frequency noise at the nearest affected 
façade. Based on the latest plans, the nearest noise sensitive façade is noted on Figure 5.1 below and is at a 
distance of approximately 5m from the substation. 
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Figure 5.1: Location of Substation 

 

Calculations have therefore been applied to account for distance attenuation where the measurement position 
was 1.8 metres from the source (transformer) and the nearest affected façade is estimated to be approximately 
5 metres from the source: 

ADistance = 20*log(5/1.8) = 8.8 dB 

Based on the distance attenuation correction being applied to the measured 1/3 octave band sound pressure 
levels, and as shown in Figure 5.2, low frequency noise levels are more than 10 dB in excess of the criterion 
curve at 100 Hz. It should be noted that the reference curve is used to assess internal noise levels, whereas the 
predicted noise level at the façade of the proposed development as shown in Figure 5.2 is for external noise 
levels. As a consequence, if one were to carry out a direct comparison, one needs to consider the attenuation 
afforded by the façade of the building. Internally, the measured noise levels would be even lower. Since the 
development will feature a mechanical ventilation system which will not require windows to be openable for 
ventilation or overheating, internal noise levels may be estimated with windows closed. With standard double 
glazing that has an RW of 33 dB, noise from the substation would be approximately 20 dB less than the criterion 
curve. 

Furthermore, when considering broadband noise levels, based on distance attenuation of road traffic noise from 
Leigh Road and at the nearest residential receptor, it is estimated that the external ambient noise level would 
be approximately 55.5 dB(A) at night. Based on distance attenuation of the substation noise, it is anticipated 
that the broadband noise level generated by the substation would be 34.6 dB(A). This is almost 10 dB below 
the background sound level of 44 dB(A) at night and more than 20 dB below the external ambient noise levels. 
Consequently, the electrical substation is not considered to be a constraint upon the development of the site. 
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Figure 5.2: Measured LF 1/3 Octave Band Noise Levels vs Criterion Curve – External Levels 
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5.2.4. Black Horse House 

Black Horse House is an office building situated adjacent to the west of the development site. The building 
features a number of condensing units on the ground floor eastern façade, which is closest to the proposed 
development site as well as a number of items of rooftop plant, in. Figure 5.3 below presents the 3D view of the 
building from Google Maps with the areas of plant highlighted as ‘Rooftop Plant’ and ‘Wall Plant’. 

Figure 5.3: Black Horse House – Google Earth 

  

Findings from the on-site walkover surveys indicate that none of the condensing units identified as ‘Wall Plant’ 
in Figure 5.3 above were operational. It's crucial to consider that these observations were made during typical 
weekday working hours; suggesting that this plant is either rarely used or completely inactive. However, distinct 
features, branding and stickers on the items of plant have provided insight as to the potential models and 
manufacturers of the plant. 

It is therefore noted that plant situated at the ‘Wall Plant’ location comprises of 4 no. Fujitsu Multi-Split 
AOYG18KBTA2 and 1 no. Mitsubishi Electric SUZ-KA71VA. Table 5.3 below presents the sound pressure and 
sound power levels of these items of plant. 
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Table 5.3: Plant Sound Power Levels 

Manufacturer Model Quantity Single Unit SPL at 1m, dB(A) 

Fujitsu AOYG18KBTA2 4 50 

Mitsubishi Electric SUZ-KA71VA 1 55 

When considering a BS 4142 style assessment, the cumulative specific sound level of the wall plant may be 
calculated as 47 dB LAeq,T at the proposed development site. When considering the rating penalty, it would be 
anticipated that there would be a just perceptible tonal element and the potential for intermittency. Therefore, a 
rating penalty of 5 dB should be applied to the specific sound level to determine the rating sound level of the 
wall plant. This is in the region of 52 dB LAeq,T. To assess the impact of the ‘Wall Plant’, the predicted sound 
levels have been compared to the criteria in BS 4142. Table 5.4 below considers the sound levels in a BS 4142 
assessment during the period when the plant will be operational. In a BS 4142 assessment, the ‘industrial’ 
sound is rated by comparison against the background sound level. The difference between the rating sound 
level and lowest background sound level gives an indication of the likelihood of complaint. 

Table 5.4: BS 4142 Assessment  

 
Background 
Sound Level 

LA90 

Specific Sound 
Level 
LAeq 

Rating Sound 
Level 
LAeq 

Difference between 
Rating and Background  

Sound Level 

Proposed 
Development 

54 47 52 -2 

Note: All sound levels are freefield sound measurements. 

BS 4142: 2014 suggests that “The lower the rating level is relative to the measured background sound level, 
the less likely it is that the specific sound source will have an adverse impact or a significant adverse impact. 
Where the rating level does not exceed the background sound level, this is an indication of the specific sound 
source having a low impact, depending on the context”. Consequently, it is possible to conclude that 
unmitigated, the nearest plant at Black Horse House to the proposed development, which is likely to generate 
the most significant levels of noise, is unlikely to have an adverse impact and as such, this is a positive 
indication that complaints are unlikely.  

Whilst the above only considers the ‘Wall Plant’, measurements taken approximately 6 metres from the 
‘Rooftop Plant’ of Black Horse House show that noise levels, inclusive of the ambient noise level are in the 
region of 49.7 dB(A). Based on standard point source distance attenuation, the specific level could be 
estimated at the proposed development as 39.2 dB(A). Even when considering the same rating penalty of 5 dB, 
and the fact that this does not account for the logarithmic deduction of the residual ambient noise demonstrates 
that all plant at Black Horse House is anticipated to be consistently less than the daytime background sound 
level of 54 dB(A). As a result, the plant from Black Horse House isn't expected to impede on the proposed 
development. 
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5.2.5. Barclays House 

Barclays House is another office building that features 4 no. Air Source Heat Pumps to the rear on a second-
floor rooftop and 7 no. condensing units. Since the condensing units are situated behind a parapet, and the Air 
Source Heat Pumps are situated such that it is not possible to conduct a nearfield measurement of the plant or 
to view potential identifying features which may give rise to the potential sound power or sound pressure levels, 
a qualitative assessment is considered instead. Figure 5.4 below illustrates the location of plant at Barclays 
House. 

Figure 5.4: Barclays House – Google Earth 

 

The rooftop plant from Barclays House is just perceptible in the adjacent are of hardstanding. However, at the 
location of the development site, the plant noise becomes less audible and difficult to localise due to prevailing 
transportation noise in the local acoustic environment. 

In the car park area as marked by a green circle, the measurements of ambient noise levels are 49 dB(A) 
during the daytime. Assuming that that the rooftop plant of Barclays House exclusively generates this noise 
level, the specific sound level of this plant would be approximately 39 dB(A) at the nearest façade of the 
development site. This is less than the background noise level, even when considering a 5 dB penalty for 
intermittency and tonality. 

Since the above is inclusive of all noise sources in the acoustic environment and not just the plant in isolation, it 
is anticipated that the actual specific sound level from this plant would be less. This is a positive indication that 
the plant noise emanating from Barclays House is not a constraint upon the development of the site. 
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5.2.6. Travelodge and British Heart Foundation 

The Travelodge hotel is situated approximately 10 metres to the north-east of the northern boundary of the 
proposed development site. The hotel features a Class E ground floor unit occupied by the British Heart 
Foundation. Figure 5.5 illustrates the location of the Travelodge hotel in relation to the proposed development 
site. 

Figure 5.5: Travelodge – Google Earth 

 

During the stitewalkover survey on the 24th April 2024, it was observed that plant noise was emanating from a 
louvred door, as marked on Figure 5.5. The noise could be characterised as a steady-state high-pitched hum. 
At a distance of 1m, this was measured as 51.9 dB(A) (façade level). The nearest façade of the development 
site is situated approximately 14 metres from the louvred door. Using standard point source distance 
attenuation, this would result in a freefield noise level of 25.9 dB(A).  

The calculated freefield sound pressure level at the nearest façade of the development site is more than 20 dB 
less than the measured ambient noise levels of 49 dB(A). Therefore, it is unlikely that this would be audible at 
the proposed development site. 

Insitu observations show that there are no other items of plant to note. Using Google Maps, there appears to 
potentially be a number of ducts and two condesing units, however these were not audible or measurable 
onsite. 

An additional concern is in relation to deliveries to the rear of the Travelodge building for both the hotel and 
Class E unit. This may consist of light goods vehicles collecting and delivering items such as linen, food and 
beverages. It is known from the site walkover surveys that deliveries take place to the rear of the building at a 
distance of approximately 24-30m from the north façade of the proposed development. 
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Based on the Hawkins Environmental Noise Database, Hawkins Environmental have previously conducted 
noise measurements at several supermarkets and shops to characterise delivery noise. Overall, it is considered 
that a delivery has a noise level of between 59 and 63 dB(A) when normalised to 10m. 

When considering a delivery event to the rear of Travelodge at a distance of 25m from the nearest receptor of 
the development, it is calculated that a single delivery will generate noise levels typically between 51 and 55 
dB(A). This may see a temporary increase in existing ambient noise levels during delivery events. Although, 
this would be appropriately mitigated with the implementation of standard double glazing and provisions of 
mechanical ventilation such that windows are not needed to be opened to deal with ventilation or overheating. 

5.2.7. Car Park 

The car park area to the rear which is notably used by businesses within the Black Horse House building. 
Based on signage within the car park, it is noted that the parking spaces are predominantly for employees with 
no public use. As such, it is expected that most of the vehicle movements would occur during "rush-hour” 
periods, such as at around 7-9am and 4-6pm. Whilst onsite, vehicle noise is typically minimal and is frequently 
masked by pre-existing transportation noise sources. 

When considering the acoustic environment, vehicle movements within the car park area often go unnoticed 
with noise levels typically in line with existing ambient noise in the area. Since the parking facilities are for 
business use, it is expected that during the evenings and night-time periods, car park noise would be negligible. 

Given that car park noise is likely to be isolated to the busiest times of day for road traffic noise, and that car 
park noise is often masked by the prevailing acoustic environment, noise from vehicle movements within the 
car park is not considered to be a constraint upon the development of the site. 

5.2.8. Commercial Waste 

Commercial waste collections are anticipated to occur within the rear area of hardstanding. There are a number 
of commercial waste bins within the bin store areas in the car parking area. Whilst this may generate audible 
noise, only a small number of commercial waste bins have been noted, and therefore, commercial waste 
collections are unlikely to occur for a significant amount of time. Accordingly, it is not anticipated that 
commercial waste collections are likely to pose as a constraint upon the development of this site. 

5.2.9. J D Wetherspoon – The Wagon Works (Public House) 

The Wagon Works, which is operated by J D Wetherspoon, sits adjacent to the eastern boundary of the 
development site. There are two distinct sources of noise originating from the public house. The first source is 
from the patrons themselves, which could involve shouting, noisy behaviour, and continuous general 
conversations among patrons. This noise is typically noticeable between midday and midnight. After midnight, 
when patrons have left and until road traffic noise becomes more prominent in the morning (around 6am 
onwards), plant-related noise becomes more apparent. 

It's worth noting that as the day progresses, patrons in the rear garden tend to become louder. The one hour 
period between 11pm and midnight, as shown in Appendix 3 and just before the establishment's closure, sees 
the highest noise levels during the operating hours of the pub. Since there are no bedrooms situated on the 
façade closest to the pub, it is considered that the layout of the proposed development considers noise from the 
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public house and ensures that its impact is minimised. Additionally, with mechanical ventilation and standard 
double glazing, suitable internal ambient noise levels would still be achieved. 

Following the J D Wetherspoon Code of Conduct for Responsible Retailing, the late-night disposal of glass and 
refuse into external bins is restricted when neighbouring residential properties are nearby, to minimise 
disturbances. Consequently, due to the nearby Travelodge hotel, it's likely that bottle bins and refuse are not 
emptied into external bins between 11pm and 7am. This was observed to be the case during the additional 
unattended noise monitoring upon reviewing the data and audio recordings from this period of monitoring. 

Considering the available information about the public house's operations and supplemented by additional 
noise measurements, it's not expected that the public house would pose a significant constraint on the 
proposed development, as long as suitable mitigation measures are taken into account, such as provisions for 
mechanical ventilation such that windows do not need to be opened to deal with overheating and/or ventilation. 

5.3. Music Noise 
5.3.1. Overview 

The adjacent public house to the development site, named ‘The Wagon Works’ is currently a J D Wetherspoon, 
which is a public house chain with a number of pubs, bars and hotels situated across the United Kingdom and 
Ireland. Concerns have been raised by the local planning authority that performed music could be possible at 
this site, and as such, should be considered as part of this acoustic assessment. 

One of the idiosyncrasies of public houses operated by J D Wetherspoon is the absence of music within their 
premises. As a consequence, presently and in the foreseeable future, it is unlikely that any music performance 
will occur with the existing business. Though, there is some concern that if another landlord or public house 
business takes over the premises, it could lead to the introduction of music noise which the pub operator would 
be able to do, without the requirement of any additional licences or permissions. 

Whilst it would be prudent to consider the possibility of music-related noise in this assessment, it is crucial to 
acknowledge that public house licenses generally do not outline specific noise level criteria, but rather a 
requirement for premises to avoid causing a nuisance to nearby residents.  

To assess music noise, historical data from a live music public house has been used to provide an indication of 
the potential typical noise levels emanating from The Wagon Works pub, should live music ever be performed 
on the premises. 

5.3.2. Source Noise Levels 

Whilst there was no readily measurable music noise, Hawkins Environmental have an extensive database of 
noise measurement data collected over several years, from previous acoustic assessments. All data contained 
within the database is considered to be representative of generic sites and have been corrected for erroneous 
data where appropriate. 

Noise measurements have been specifically monitored outside of a pub during a live performance, to determine 
typical noise levels from small live music venues. The noise data used was collected at the Duke of Wellington 
pub, a local live music pub in Shoreham, West Sussex. A noise survey was carried out on 22nd October 2021 
during a performance by punk musicians TV Smith and Richard Strange. At the Duke of Wellington, the stage 
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area is located adjacent to the front window of the pub; noise from the performers is audible adjacent to the 
front façade of the pub.  

Music noise levels were typically 62 dB LAeq.T immediately adjacent to the pub. Table 5.5 shows the frequency 
component of noise outside of the pub.  

Table 5.5:  Octave Band Entertainment Noise Level as Measured 1m from the Façade of the Duke of Wellington 

 
Leq Noise Level dB 

63 Hz 125 Hz 250 Hz 500 Hz 1 kHz 2 kHz 4 kHz 8 kHz 

Entertainment Noise Level 
at 1m from the Pub 

51.5 60.2 65.2 53.2 47.5 44.0 41.7 29.9 

 

5.3.3. External Music Noise 

It is prudent to note that any music performance in the beer garden is likely to constitute a nuisance. A solo 
unamplified vocalist with an acoustic guitar could generate a sound pressure level of 75 to 85 dB LAeq,T at 1 
metre (freefield) or more, based on historical data from the Hawkins Environmental Noise Database. The 
nearest receptor window with a direct view of the beer garden is located at the Travelodge and is approximately 
24 metres from the centre of the beer garden. Assuming that the live performance occurs at the centre of the 
beer garden, the typical LAeq,T sound levels at the window of the Travelodge would be 47-57 dB LAeq,T. 

The measured ambient noise level to the rear of the development site, near to the Travelodge and away from 
any pre-existing plant noise was in the region of 49 dB LAeq,T. Therefore, it would be anticipated that the quietest 
live performances could see noise levels exceed the ambient sound level by as much as 8 dB. This is 6x 
greater than the existing ambient noise levels. It is therefore considered that any live music performance in the 
beer garden would likely be audible and potentially unacceptable.  

Since any performed music within the beer garden is likely not acceptable at present, only live music noise from 
within the premises is considered. 

5.3.4. Internal Music Noise – NoiseMap 5 Model 

Based on the noise data, a noise model has been constructed to determine how music noise levels vary across 
the proposed development site. The noise model was constructed using the NoiseMap 5 noise modelling 
software. The NoiseMap 5 software utilises the prediction methodology contained within British standard BS 
5228-1:2009+A1:2014 ‘Code of practice for noise and vibration control on construction and open sites’. 

The results of the NoiseMap 5 model shows that the typical music noise from within the premises is likely to 
give rise to a freefield noise level of up to 56.8 dB(A) at the east (nearest) façade of the proposed development 
site. Figure 5.3 show the predicted noise contours for the proposed development site. 

Since the premises does not currently operate with performed music, it is anticipated that should live music 
occur, the current premises license would only permit live or performed music until no later than 11pm. The 
results of Table 4.4 show that the existing daytime ambient noise levels are 66.9 dB LAeq,16hours. Therefore, the 
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predicted live music noise would be anticipated to be approximately 10 dB less than the existing ambient noise. 
Therefore in terms of absolute noise levels, it would be anticipated that live music would likely often be masked 
by the existing patron, road traffic, rail and aircraft noise.  

5.4. Noise Source Overview 
The analysis shows that the site is primarily affected by traffic noise on the front façade, and noise from the 
public house (including potential music noise) on the eastern façade. The analysis shows that whilst there is a 
large number of potential plant noise sources in the environment of the site, noise from these sources are not a 
cause for concern. Similarly, whilst some noise from the adjacent car park and deliveries to the Travelodge may 
be audible, it is likely that these will be short-duration in nature and would occur mainly during working hours.    
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Figure 5.6: NoiseMap 5 Contours – Music Noise LAeq,T 
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6. PROPG STAGE 2: ACOUSTIC DESIGN STATEMENT 

The Stage 1 Initial Site Risk Assessment has identified that the noise risk is “Medium” and therefore, a Stage 2 
assessment will be required, demonstrating a good acoustic design process has been followed, demonstrating 
how the adverse impacts of noise have been mitigated and minimised. 

6.1. Element #1: Good Acoustic Design Process 
Following a good acoustic design process is an implicit part of Government planning and noise policy and it is 
imperative that acoustic design is considered at an early stage of the development control process. 

The ProPG requires the consideration of acoustic design and requires considerations such as checking the 
feasibility of relocating, or reducing noise levels from, relevant sources; considering options for planning the site 
or building layout; considering the options for screening buildings or sources; and considering the orientation of 
proposed buildings. These considerations will then inform how best to deal with excessive noise by either: 

 Quietening or removing the source of noise; 

 Attenuating the sound on its path to the receiver; 

 Obstructing the sound path between the source and receiver; or 

 Improving the sound insulation of the building envelope. 

Since the original prior approval application, the initial layout of the proposed development has been 
significantly changed and designed with noise in mind. In the original planning application, noise from the 
adjacent public house was a major concern of the Environmental Health Department of Eastleigh Borough 
Council. Noise had been observed to emanate from the garden of the pub into the evening and there was 
concern, especially in relation to bedrooms facing pub, that noise could have an impact on these rooms.  

To address these concerns, the internal arrangements with the dwellings have been significantly revised. 
Figure 6.1 shows the original floor layouts, with Figure 6.2 showing the revised layouts. Whilst the original 
layouts were designed to avoid bedroom accommodation overlooking the pub and its garden, it can be seen 
from Figure 6.2 that all windows to habitable rooms have been removed that overlook the pub. Since windows 
are generally the weak point of any façade when it comes to sound insulation, removing all windows facing the 
pub will result in significantly lower noise levels with the rooms. Some windows will remain on the ground floor, 
but these will serve only non-habitable rooms, specifically a hallway. 

This demonstrates very good acoustic design, by identifying the main source of noise and removing the major 
pathway between the pub and the dwelling.  
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Figure 6.1: Superseded 2023 Floor Plans 
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Figure 6.2: Revised 2024 Floor Plans 
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6.2. Element #2: Internal Noise Levels 
6.2.1. Criteria 

The Initial Site Risk Assessment and good acoustic design process indicates that the sound insulation of the 
building envelope requires improvement and noise does need to be taken into account in the design of the 
building in order to meet the internal noise criteria contained within BS 8233 and the ProPG, and to comply with 
the guidance contained within the NPPF. 

The appropriate design noise levels at this site are those identified in Table 6.1 below. 

Table 6.1: Summary of Noise Criteria: BS8233:2014 and ProPG 

Activity Location 07:00 to 23:00 23:00 to 0700 

Resting Living room 35 dB LAeq.16hour - 

Dining Dining room/area 40 dB LAeq.16hour - 

Sleeping (daytime resting) Bedroom 35 dB LAeq.16hour 
30 dB LAeq.8hour 

45 dB LAmax 
NOTE 

Note: For a reasonable standard in noise-sensitive rooms at night (e.g. bedrooms) individual noise events should not normally exceed 45dB LAmax more 
than 10 times a night.  

Annex G of BS 8233 provides a rigorous calculation method for determining the internal noise levels within a 
proposed development. 

6.2.2. Glazing Specification  

The Sound Reduction Index (Rw sometimes noted as SRI) is the level of sound attenuation afforded by a 
particular material. It is possible to calculate the Rw of a particular facade to determine the internal noise level 
based on the noise survey results. It is widely known that a masonry wall will have a Rw of at least 50 dB. 
sometimes as high as 55 to 60 dB. The Rw of individual glazing solutions will vary considerably. However, BS 
8233 notes that good quality insulating double glazed window units will typically have an Rw of 33 dB. 

Using the equation in Annex G of BS 8233, it is possible to calculate the internal noise levels based on typical 
construction details and room dimensions and therefore calculate the minimum Rw for the windows. The 
calculations assume that the building will be constructed by traditional brick and blockwork methods with a wall 
Rw of 50 dB. Room dimensions and window sizes from the submitted plans have been utilized in the 
calculations. The calculations assume that the development will be mechanically ventilated and therefore trickle 
vents have not been included in the calculations.   

The results of the calculations are shown in Table 6.2 for the rooms of concern with windows facing Leigh 
Road. 

The WHO guidance suggests that in bedrooms at night, individual noise events should not normally exceed 
45dB LAmax more than 10-15 times a night; therefore, when specifying sound insulation, the calculations would 
normally use the 11th highest measured night-time LAmax noise level as the design criteria, which during the 
noise survey, was determined to be 80.9 dB(A) (free-field). Consequently, a design criterion of 80.9 dB LAmax 
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has been assumed. It should be noted that noise measurements are carried out to a resolution of 1 second; 
consequently, all LAmax noise events have been properly characterised and logged during the night-time 
measurement period. 

In the living rooms facing Leigh Road, it has been calculated that a suitable internal noise environment can be 
created with a window with a minimum Rw of 31 dB. In the bedrooms, a higher level of acoustic attenuation is 
required, with a minimum Rw of 35 dB. Table 6.3 shows the minimum SRI values in each octave band 
frequencies required.  

The minimum SRI values in each octave band frequencies required have been calculated using the reference 
values for airborne sound contained within ISO 717-1:2013 Acoustics — Rating of sound insulation in buildings 
and of building elements — Part 1: Airborne sound insulation. The reference curve has been moved up or down 
as appropriate, in accordance with ISO 717-1:2013, until the predicted internal noise levels achieve the 
recommendations contained within BS 8233:2014.  

It should be noted that since Annex G of BS 8233 indicates that the calculation methodology is only precise to 
+/- 2dB, to account for this margin of error, all internal noise levels have been designed to be at least 2 dB 
lower than the criteria. 

Table 6.2: Summary of BS 8233 Calculations and Minimum Window Rw  

Room First Floor 
Living Room 
Facing Leigh 

Road 

Second Floor 
Bedroom 

Facing Leigh 
Road 

D
ay

 

 LAeq External 62.3 62.3 

L A
eq

 In
te

rn
al

 BS 8233 Max. 35 35 

Windows Closed 32.1 24.5 

Windows Open 50.9 49.3 

N
ig

ht
 

 LAeq External - 57.9 

L A
eq

 In
te

rn
al

 BS 8233 Max. - 30 

Windows Closed - 19.3 

Windows Open - 44.9 

 LAmax External - 80.9 

L A
m

ax
 

In
te

rn
al

 

BS 8233 Max. - 45 

Windows Closed - 42.3 

Windows Open - 67.9 

Minimum Rw 31 35 
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Table 6.3: Minimum Rw Values for the Glazing  

Description 
Octave Band Centre Frequency, dB 

Rw 
125 Hz 250 Hz 500 Hz 1 kHz 2kHz 

Living Room Windows 13 22 29 32 33 31 

Bedroom Windows 17 26 33 36 37 35 

It should be noted that the acoustic performance of the façade is dependent upon the relative performance of 
each element. For example, it may be possible to have a lower acoustic rated glazing system if the acoustic 
performance of the ventilation system is improved. Similarly, it may be necessary to have an improved glazing 
and ventilation package, if the walls of the proposed development are not typical brick and blockwork. It is also 
important to note that acoustic performance is frequency dependent and other window specifications may be 
suitable providing that they perform well in the frequencies pertinent to the noise levels measured at this 
particular site.  

The Rw is the rating sound insulation of a building element. BS 8233: 2014 notes that “these single-figure 
ratings are generally good predictors of subjective assessments of insulation of similar constructions. However, 
this is not always the case for different constructions, for example the low-frequency performance of a 
lightweight partition might be significantly different from that of a masonry partition with the same single-number 
rating, so it is prudent to examine the full measurement data in critical situations”. One way that can be used to 
check for variations in frequency performance is to consider the Ctr correction quoted for glazing. The Rw + Ctr is 
the dB insulation value against a standardised road traffic noise spectrum. For example, where a window is 
quoted as Rw (Ctr) = 33 (-3), this will perform better in the frequencies pertinent to traffic noise, when compared 
to a window quoted Rw (Ctr) = 33 (-7), despite the same Rw.  

Following the above assessment, an acoustic glazing product has been selected to be used for all windows. 
The acoustic glazing chosen for this development will feature an Rw(C;Ctr) of 36(-2;-5) dB and is comprised of 
4-16-8  glazing. Additional acoustic data for the selected glazing system is available in Appendix 4. 

The sound reduction index of this unit is significantly greater than the minimum requirements of the above 
assessment, and therefore would be conducive to suitable internal ambient noise levels.  

6.2.3. Wall Insulation  

On the façade facing the pub, the LAeq.16hours is expected to be 64 dB. However, if one considered a worst-case 
hour, the LAeq.1hour would be 69 dB. This worst-case noise level does not increase if you consider live music 
events. Although this façade does not contain any windows, noise could still pass through the wall. It should be 
noted that only living rooms, kitchens or non-habitable rooms are located on the other side of wall facing the 
pub.    

As noted in Section 6.2.2, a building constructed by traditional brick and blockwork methods would typically 
have a wall Rw of 50 dB. It would be anticipated that the Rw of this building would be in the region of this 
magnitude. If this was the case, noise levels within the building during a worse case hour would be in the region 
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of 19 dB, given that there aren’t any windows nor further pathways for sound to travel through. When 
considering average typical daytime noise levels, noise within the dwellings would be even lower.  

6.2.4. Ventilation, Overheating & the Opening of Windows   

The ProPG notes that in the first instance, it would be necessary to try to achieve suitable internal noise levels 
with windows open. However, the ProPG notes that in some instances it is not possible to achieve suitable 
internal noise levels when windows are open. Table 6.2 notes that suitable internal noise levels cannot be 
achieved within windows open. Therefore, one must consider the impacts of ventilation and overheating, with 
the need to provide a good acoustic environment. 

The AVO Guide makes it clear that one needs to consider both whole house ventilation (which the AVO calls 
the “ADF ventilation condition”) and provisions for ventilation cooling to mitigate overheating (the “overheating 
condition”). The Guide notes that “In terms of noise effect, the important distinction between these two 
situations is that the ADF ventilation condition applies for the entire time whereas the overheating condition 
applies only for part of the time”.  

The site cannot rely on the windows being opened for ventilation. Therefore, an alternative source of ventilation 
is required. The AVO Guide provides comprehensive guidance in relation to appropriate ventilation strategies.  

It should be noted that if it is proposed to install trickle vents or any other acoustic ventilator that connects 
directly through the wall or window, it will be necessary to ensure that the acoustic performance of the ventilator 
is appropriate for the location. The performance of the acoustic ventilator will be presented as a Dn,e,w rating, 
which is not directly comparable to a Rw rating used for windows. The Dn,e,w is the weighted average composite 
loss of a typical wall with the vent installed; therefore, the Rw of the vent on its own will be less. Therefore, when 
selecting a vent, the Dn,e,w value needs to be higher than the minimum Rw needed for the window, otherwise the 
this could lessen the sound reduction performance of the window. As a rough guide, the Rw is generally 
between 5 and 10 dB lower than the equivalent Dn,e,w and it is therefore recommended that the Dn,e,w of the vent 
is at least 7 dB higher than the Rw recommended for the window. For example, if a Rw of 30 dB is 
recommended for the window, the Dn,e,w of the vent should be at least 37 dB. 

For this development, the MA3051 acoustic wall ventilator has been selected with the acoustic data presented 
in Appendix 5. This provides a Dn,e,w of 55 dB(A). This is more than 7 dB in excess of the minimum Rw 
recommended for the glazing and as such, is likely to provide a suitable level of attenuation which would be 
conducive to suitable internal ambient noise levels. 

With regards to overheating, the AVO Guide has determined that the site is a “High” risk site based on the 
criteria contained within Table 3.4 of this report and the measured noise levels.  

For a “High” risk site, noise levels are such that it is not considered appropriate to rely on the opening of 
windows to deal with overheating. It is important to note that it is not generally considered appropriate for 
windows to be sealed, as it is considered that residents should have the right to choose whether or not they 
open the window, plus they should still be openable for the rapid dilution of smells/water vapour/VOCs. 
However, the residents should not have to rely on opening the windows to ensure that conditions in the rooms 
are comfortable.  
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If appropriate, it will be necessary to ensure that any self-noise from fans associated with the ventilation system 
(i.e. mechanical noise audible within the rooms) achieves the maximum recommended noise levels contained 
within the AVO Guide. Similarly, it will be important to ensure that the ventilation system is designed to ensure 
that noise ingress into the building via the vent is adequately addressed. Typically, the ventilation specifier will 
be able to provide suitable attenuation for the system being proposed, based on the external noise level 
pertinent to the location of the external vent.   

For this site, the Daikin VAM150-250FC has been selected as the mechanical ventilation system with heat 
recovery for the proposed dwellings. The system will feature one unit per dwelling situated within the ceiling 
cavity of the living room area. Based on the Daikin technical datasheet presented in Appendix 6, it is 
anticipated that the unit will exhibit a sound pressure level of 20.0-21.5 dB(A) at a distance of 1.5 metres. This 
is significantly less than the criteria for both the Overheating Condition and Ventilation Condition of Table 3.4 
and Table 3.5 respectively. Figure 6.3 below shows the locations of the Daikin VAM units in addition to the 
ducts and inlets/outlets. 

Figure 6.3: Proposed Ventilation Layout Plan 

 

Whilst detailed calculations fall outside the scope of this assessment, it should be noted that at the locations of 
the inlets and outlets, noise levels are estimated to be less than 21.5 dB(A). This would be more than 10 dB 
less than the background sound levels during the daytime and night-time periods of 54 dB(A) and 44 dB(A) 
respectively. It is therefore anticipated that the ventilation system is unlikely to be audible and therefore, not 
likely to bear an adverse impact upon the nearest noise sensitive receptors. Consequently, with the installation 
of the Daikin VAM150-250FC ventilation system, noise levels are likely to be acceptable. 
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6.2.5. Consideration of Approved Document O of the Building Regulations 

Under the guidance contained within Appendix C of AD-O, the site is located within a “Medium Risk Location”. It 
can be seen that the measured onsite noise levels are in excess of the maximum recommended levels 
displayed in Table 3.5 pertinent to the Risk Location.  

As the noise levels exceed the levels identified in Table 3.5, it will be necessary to use the “Dynamic Thermal 
Modelling Method” to demonstrate compliance with AD-O. It should be noted that exceedances of the above 
noise thresholds do not necessarily mean that windows cannot be opened or that mechanical ventilation is 
required. For example, it may be possible to remove adequate heat from the rooms using a combination of 
smaller openable windows areas (through either smaller openable glazed panels or by fitting window restrictors) 
and ventilation louvres in external walls. It should be noted that consideration of AD-O is only in relation to night 
time noise in bedrooms.   

6.3. Element #3: External Amenity Areas 
BS 8233 provides guidance for noise in gardens and outdoor amenity space. It suggests that “it is desirable that 
the external noise level does not exceed 50 dB LAeq,T, with an upper guideline value of 55 dB LAeq,T which would 
be acceptable in noisier environments.” The guidance does go on to say that these guideline values are not 
achievable in all circumstances and in some areas, “such as city centres or urban areas adjoining the strategic 
transport network, a compromise between elevated noise levels and other factors, such as the convenience of 
living in these locations or making efficient use of land resources to ensure development needs can be met, 
might be warranted. In such a situation, development should be designed to achieve the lowest practicable 
levels in these external amenity spaces, but should not be prohibited.” 

It is observed that the proposed scheme would not include provisions of private amenity. Therefore, no further 
assessment is required.  

6.4. Element #4: Other Relevant Issues 
Good acoustic design principles which have been followed mean that the proposed development is in general 
compliance of the ProPG.  

The proposed façade sound insulation performances mean that internal noise levels when windows are closed 
will be in line with ProPG internal noise criteria. When windows are open, for example to manage overheating, 
internal noise levels might be slightly higher than the desired levels. 

Steps should be taken through effective architectural and ventilation design to minimise the regularity and 
duration that windows are required to be open. This, in conjunction with the good acoustic design principles 
adopted, would be considered to minimise any potential adverse effects of noise on occupants.  

6.4.1. Noise from Ground Floor Commercial Premises (Party Floor Sound Insulation) 

Noise from the ground floor commercial premises has also been considered in this assessment with plant noise 
addressed in Section 5.2.2 of this document. Potential noise impacts from the commercial premises could 
include noise through the party floors, plant and deliveries. 
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The commercial unit is currently vacant and was previously used as solicitors’ offices which is not typically a 
noisy environment. However, most of the shops within the are comprise of charity shops, banks, and 
restaurants/takeaways. All of which do not typically generate significant levels of noise. 

The proposed floor treatment, as shown in Figure 6.2 below, exceeds the minimum requirements of Floor 
Treatment 1 from Approved Document: E of the Building Regulations. Similarly, this is likely to provide airborne 
(DnT,W + Ctr) and impact sound insulation (L’nT,W) values over and above the requirements of Approved 
Document: E. Whilst it would be difficult to determine the exact acoustic performance of the party floor based 
on its proposed specification, it can be estimated that the at the DnT,W + Ctr will be at least 45 dB (the minimum 
requirements of Approved Document: E of the Building Regulations) given that the level of sound insulation is 
proposed to be greater than that of Floor Treatment 1, which is known to have a DnT,W + Ctr of at least 45 dB.  

Accordingly, it would be anticipated that the proposed sound insulation provisions to the existing ceilings would 
ensure suitable internal ambient noise levels which would be in compliance with internal ambient noise criteria 
of BS 8233:2014. 

Figure 6.4: Details of Sound Insulation of Party Floor 

 

6.5. Recommendations to the Decision Maker 
Since the internal and external noise criteria contained within BS 8233 and the ProPG guidance framework can 
be achieved and a reasonable level of acoustic design has been demonstrated, it is recommended to the 
decision maker that planning consent may be granted, subject to the inclusion of suitable noise conditions, to 
ensure suitable internal and external noise levels. 
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7. OVERALL CONCLUSIONS AND RECOMMENDATIONS 

A detailed noise measurement study has been carried out at the site in order to determine whether as a result 
of noise, there are any significant constraints on developing the site for residential purposes. 

The study has shown that due to noise from surrounding roads and the wider environment, the site is 
considered a “medium risk” site under the Pro-PG, with noise levels in excess of the Significant Observed 
Adverse Effect Level (SOAEL); therefore, if the site is to come forward for residential development, noise must 
be considered and it must be mitigated and reduced to a minimum. 

Using the guidance and calculation methods contained within BS 8233: 2014 ‘Guidance on sound insulation 
and noise reduction for buildings’, it has been shown that the recommended maximum internal noise levels for 
each room use under BS 8233 can be achieved through the provision of suitable glazing and ventilation. A 
summary of the recommendations can be seen in Table 7.1 below. 

Table 7.1: Summary of Minimum Recommendations to Achieve Suitable Internal Noise Levels 

 
Front façade facing Leigh Road 

Rear of the site, without a direct view 
of Leigh Road 

Bedrooms Living Rooms Bedrooms Living Rooms 

Minimum Sound 
Reduction of the Glazing 

in Relation to Noise 
Rw of 35 dB Rw of 31 dB Standard doubling glazing 

Ventilation 
Recommendations in 

Relation to Noise 

Based on the onsite noise level, any 
ventilation system should be 

appropriate. 

Based on the onsite noise level, any 
ventilation system should be 

appropriate.  

Overheating 
Recommendations in 

Relation to Noise 

Based on the onsite noise levels, 
windows cannot be opened to deal 

with overheating. 

Based on the onsite noise levels, 
windows can be opened to deal with 
overheating, depending on duration.  

Since the internal noise criteria contained within BS 8233 and the ProPG guidance framework can be achieved 
and a reasonable level of acoustic design has been demonstrated with the careful selection of ventilation 
systems such that windows do not need to be opened and acoustic glazing in excess of the minimum 
requirements, it is recommended to the decision maker that planning consent may be granted, subject to the 
inclusion of suitable noise conditions, to ensure suitable internal and external noise levels. 

Since it has been shown that the proposed development meets the guidance contained within BS 8233: 2014, it 
is considered that the proposed development complies with Paragraph 185 of the National Planning Policy 
Framework since the new development will not be “put at unacceptable risk from, or being adversely affected 
by, unacceptable levels of soil, air, water or noise pollution”. Since it has been shown that in terms of noise, the 
proposals adhere to local and national planning policy, it is considered that the noise environment of the site 
should not be a constraint on the proposed residential development. 
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Appendix 1 
Glossary of Acoustic Terms 
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 Appendix 1: Glossary of Acoustic Terms 
Decibel (dB)  This is a tenth (deci) of a bel. Decibel can be a measure of the magnitude of sound, 

changes in sound level and a measure of sound insulation. Decibels are not an absolute 
unit of measurement but are an expression of the ratio between two quantities expressed in 
logarithmic form. 

dB(A)  A-weighted decibels, i.e. decibel level incorporating a frequency weighting (A-weighting), 
which differentiates between sounds of different frequency (pitch) in a similar way to the 
human ear. Measurements in dB(A) broadly agree with people's assessment of loudness. 

Freefield A situation in which the radiation from a sound source is completely unaffected by the 
presence of any reflecting boundaries. 

Hertz (Hz) Unit of frequency, equal to one cycle per second. The frequency of sound waves refers to 
the number of pressure fluctuations per second. Frequency is related to the pitch of a 
sound. 

LAeq,T The equivalent steady sound level in dB(A) containing the same acoustic energy as the 
actual fluctuating sound level over the given period, T. For example, daytime noise is 
generally measured over a 16 hour period, so T is 16 hours.  LAeq,T can be measured directly 
with an integrating sound level meter. 

LA10  The ‘A’-weighted sound pressure level of the residual noise in decibels exceeded for 10 
percent of a given time and is the LA10.T. The LA10 is used to describe the levels of road traffic 
noise at a particular location.  

LA50 The ‘A’-weighted sound pressure level of the residual noise in decibels exceeded for 50 
percent of a given time and is the LA50.T.  

LA90 The ‘A’-weighted sound pressure level of the residual noise in decibels exceeded for 90 
percent of a given time and is the LA90.T. The LA90 is used to describe the background noise 
levels at a particular location. 

LAmax The ‘A’-weighted maximum sound pressure level measured over a measurement period. 

Rw (or SRI)  The weighted sound reduction index as a single number laboratory measured rating used to 
describe the sound insulation of building elements. 
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Appendix 2 
Schedule of Equipment 
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Appendix 2: Schedule of Equipment  
Equipment Set 3056: 

Equipment Type Manufacturer Serial 
Number 

Calibration 
Certification 

Number 

Calibration Type Date of Last 
Calibration Check 

Date of Next 
Calibration Check 

Nor-140 Type 1 Sound Level Meter Norsonic 1403056 U42312 UKAS Calibration: 0789 2nd November 2022 November 2024 

Nor-1209 Pre-amplifier Norsonic 12528 U42312 UKAS Calibration: 0789 2nd November 2022 November 2024 

Nor-1225 Microphone Norsonic 98361 42311 UKAS Calibration: 0789 2nd November 2022 November 2024 

Nor-1255 Sound Calibrator Norsonic 25262 U42310 UKAS Calibration: 0789 2nd November 2022 November 2023 

Nor-1284 Dehumidifier Norsonic 222 Not Applicable 

Nor- 1212 Weather Protection Kit Norsonic Not Applicable 

Nor1408A/5 Extension Cable Norsonic/Lemo Not Applicable 
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Appendix 3 
Summary of Noise Measurements 
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Appendix 3: Summary of Noise Measurements 

Front (South) Façade 

Time LAeq LAmax LA10 LA50 LA90 

07:00 65.7 87.7 67.4 61.7 54.6 

08:00 64.5 94.1 66.5 60.7 54.2 

09:00 65.8 86.3 67.2 61.2 55.1 

10:00 64.7 84.2 67.4 61.9 54.8 

11:00 64.5 81.1 67.5 62.1 56.2 

12:00 65.4 91.1 67.2 62.0 57.0 

13:00 66.3 94.7 67.4 62.0 56.1 

14:00 65.4 91.8 66.7 61.5 55.6 

15:00 64.0 88.6 66.2 61.4 55.5 

16:00 65.5 91.0 66.4 61.4 56.0 

17:00 67.1 98.5 66.8 60.7 54.8 

18:00 65.7 95.7 66.3 61.0 55.3 

19:00 63.9 92.0 66.1 60.3 54.4 

20:00 63.9 89.1 66.5 60.0 54.2 

21:00 67.4 98.5 65.5 59.5 53.7 

22:00 62.9 85.8 65.0 58.7 53.6 

23:00 63.0 93.3 64.4 56.8 52.3 

00:00 62.1 86.9 64.3 55.6 48.7 

01:00 54.4 77.2 56.1 46.5 44.2 

02:00 54.7 88.4 52.0 44.0 42.9 

03:00 54.4 75.5 53.4 45.6 43.5 

04:00 56.8 84.8 57.1 46.9 44.9 

05:00 64.1 91.8 65.4 56.0 50.1 

06:00 63.6 89.2 66.3 59.7 53.0 

Day 65.3 98.5 66.6 61.0 55.1 
Night 60.9 93.3 59.9 51.4 47.5 
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East (Pub Garden) Façade 

Time LAeq LAmax LA10 LA50 LA90 

07:00 60.0 77.9 62.8 57.1 54.8 

08:00 62.9 90.6 63.6 58.3 54.8 

09:00 63.5 87.9 65.3 61.2 57.8 

10:00 63.0 89.2 64.5 60.7 57.0 

11:00 62.2 79.6 64.2 60.8 57.7 

12:00 66.6 84.5 68.6 64.7 61.5 

13:00 67.4 82.1 70.1 66.0 62.4 

14:00 65.0 87.0 67.5 62.8 59.0 

15:00 65.2 82.3 67.4 63.2 59.5 

16:00 64.4 83.7 66.5 62.8 59.8 

17:00 64.6 81.3 66.8 63.5 60.7 

18:00 66.5 83.7 68.6 65.4 62.7 

19:00 69.7 92.1 71.5 68.4 65.7 

20:00 69.7 85.5 71.9 68.7 65.9 

21:00 71.0 87.0 73.2 69.7 66.5 

22:00 70.7 88.1 73.2 69.3 65.9 

23:00 71.7 89.0 74.6 69.9 65.9 

00:00 69.4 89.0 72.2 66.6 61.6 

01:00 61.8 88.2 60.9 55.8 54.1 

02:00 55.8 79.6 57.5 52.4 51.1 

03:00 55.7 75.6 56.5 54.2 53.7 

04:00 55.8 76.3 56.8 54.3 53.7 

05:00 57.1 73.8 59.6 54.7 54.0 

06:00 58.6 76.1 61.4 55.6 54.0 

Day 66.9 92.1 67.9 63.9 60.7 
Night 65.4 89.0 62.4 58.0 56.0 
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Appendix 4 
Selected Glazing Specification 
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Appendix 4: Selected Glazing Specification 
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Appendix 5 
Selected Wall Ventilator Specification 
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Appendix 5: Selected Wall Ventilator Specification 
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Appendix 6 
Selected Mechanical Ventilation Specification 
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Appendix 6: Selected Mechanical Ventilation Specification 

 

 


