Tree Work Schedule

-

/ Species Works

// 1 Various Prune: cut overhanging foliage back to co

i boundary.
// a2 Common Yew Prune: cut overhanging foliage back to B2

i boundary.
I H1 Various Prune: cut overhanging foliage back to c2

7 boundary.
/ T Sycamore Felland trgat stump to prevent co

! regeneration.

All tree work is to be undertaken in accordance with British Standard
BS 3998:2010 Tree work - Recommendations.

All arising's are to be removed and the site is to be left as found.
Care is to be taken of the ground around retained trees to make sure
that it does not become compacted as a result of tree surgery
operations. No equipment or vehicles such as timber lorries, tractors,
excavators or cranes shall be parked or driven beneath the crowns of
any retained trees, to prevent subsequent compaction and root death.
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Protective Fencing

Existing boundary walls and fencing to be used as protective fencing
for the duration of the project. If the boundary walls/fencing is replaced
secondary specification fencing as described in BS5837, is to be used
in the interim.

Ground protection

Existing hard surface will be retained for the duration of the
development to act as passive ground protection. If the hard surface is
to be removed, it will be immediately replaced by the new surface or
temporary ground protection until the new surface is to be installed.

New temporary ground protection should be capable of supporting any
traffic entering or using the site without being distorted or causing
compaction of underlying soil.

Note The ground protection might comprise one of the following:

a) for pedestrian movements only, a single thickness of scaffold
boards placed either on top of a driven scaffold frame, as to form a
suspended walkway, or on top of a compression-resistant layer (e.g.
100mm depth of woodchip), laid onto a geotextile membrane;

b) for pedestrian-operated plant up to a gross weight of 2t, proprietary
inter-linked ground protection boards placed on top of a
compression-resisiatnt layer(e.g.150mm depth of woodchip), laid onto a
geotextile membrane;

c) for wheeled or tracked construction traffic exceeding 2 t gross
weight, an alternative system (e.g. proprietary system or pre-cast
reinforced concrete slabs) to an engineering specification designed in
conjunction with arboricultural advice, to accommodate the likely
loading to which it will be subjected.

For situations other than those described in a) or b), the ground
boarding is to be designed by a suitably qualified person to an
engineering specification in conjunction with arboricultural advice, to be
able to support the expected loading to be placed upon it.

In all cases, the objective of the ground boarding is to avoid compaction
of the soil beneath, so that tree root function remains unimpaired.

Arboricultural Supervision

The arboricultural consultant will be required to attend site to directly
supervise all demolition and construction works that have to be
undertaken within the root protection areas. This will include:

1. Pre-commencement site meeting.

2. Location of protective measures.

Ground protection:
Temporary ground boarding

3.Hard surface removal and replacement within and immediately
adjacent to the RPAs of retained trees (if required).

4. Any excavations within and immediately adjacent to RPAs,
including foundations, hard surfacing, or underground services.

5. Removal of protective measures and sign off.

Arboricultural Method Statement

Protective fencing:
I I Please refer to Arbtech Consulting Ltd. Tree Schedule and
EXIStI ng bo u n d a ry Wal IS Arboricultural Method Statement, for full details on all surveyed trees
and how all aspects of the the development maybe implemented
| without determent to retained trees.
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Ground protection:

The existing hard surface will be retained
to act as ground protection within the RPAs
of retained group G1 and hedge H1 for the
duration of the development. If removed
this will be done under direct arboricultural
7 supervision and replaced with temporary
ground boarding until the new surface is
Installed.
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This drawing is designed to reflect the principles of the layout or design only, and relates only to the protection of
retained trees.

This drawing is not to be read as a definitive part of the engineering or construction designs or method statement.
An architect or structural engineer should be contacted over any matters of construction, detailing or specification
and for any standards or regulatory requirements relating to proposed structures, hard surfacing or underground
services.

This drawing was produced in colour - a monochrome copy should not be relied upon.
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