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Appendix 4 Trial Excavation Photographs

Figure 1 — location of trial excavations.
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Figure 2 — location of trial excavations.
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Figure 3 — original road and kerb exposed.
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Appendix 5 Tree Protection & Arboricultural Method Statement Plans
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Dead Oak tree.
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Mixed scrub growth and small trees, predominantly Alder, Hawthorn, Willow, Blackthorn, Hazel, Bramble and some Himalayan Balsam.
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AutoCAD SHX Text
Mixed, overgrown  and scrubby agricultural hedge/thicket, extents as illustrated in the supplied plan.
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Mixed, overgrown  and scrubby agricultural hedge/thicket, extents as illustrated in the supplied plan.
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Mixed, overgrown  and scrubby agricultural hedge, extents as illustrated in the supplied plan.
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Mixed agricultural hedge, extents as illustrated in the supplied plan.
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Thicket comprised the understorey to the individually surveyed trees and was made up predominantly of Elm and Willow with occasional Hawthorn and Privet. The Elm present would inevitably be lost to Dutch Elm Disease and was evidenced by already fallen stems, the Willow would eventually collapse to the ground, thereby none of this thicket was of particular individual merit although collectively it did contribute to the verdant highway screen.
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Mixed agricultural hedge, extents as illustrated in the supplied plan.
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Appendix 6 Tree Protection Barrier Design Example
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TREE

Scaffold clamps

be driven into
ground by 0.6

Either, uprights to

metres, or, short

sections driven to
the same depth to
act as spur posts

and clamped to /3.0 m
vertical scaffold pole

PROTECTION BARRIER DETAIL

Scaffold poles

J /]

;‘gi

2.3 m

N I I I S

Ground level i‘

Heras panels secured
to uprights with wire
ties and where
necessary standard
scaffold clamps.
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Appendix 7 Tree Protection Barrier Notice
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PROTECTIVE FENCING. THIS
FENCING MUST BE
MAINTAINED IN ACCORDANCE

WITH THE APPROVED PLANS
AND DRAWINGS FOR THIS
DEVELOPMENT.
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TREE PROTECTION AREA

KEEP OUT!

(TOWN & COUNTRY PLANNING ACT 1990)

TREES ENCLOSED BY THIS FENCE ARE PROTECTED BY
PLANNING CONDITIONS AND/OR ARE THE SUBJECTS OF A
TREE PRESERVATION ORDER.
CONTRAVENTION OF A TREE PRESERVATION ORDER MAY
LEAD TO CRIMINAL PROSECUTION

ANY INCURSION INTO THE PROTECTED AREA MUST BE
WITH THE WRITTEN PERMISSION OF THE LOCAL
PLANNING AUTHORITY
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Appendix 8 Schedule of Tree Works
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SCHEDULE OF TREE WORKS

Ref no Species Works to be carried out
Areas of Mixed woody and |e Fell to ground level. Stumps to be grubbed out after the tree protection barriers have been erected and
scrub/thicket herbaceous plants by the construction contractor(s).
vegetation
illustrated with red
hexagonal

hatching in the
Arboricultural
Implications
Assessment plan
and within the
footprints of
proposed
structures and
earthworks.

Areas of
scrub/thicket
vegetation
illustrated with red
hexagonal
hatching in the
Arboricultural
Implications
Assessment plan
and outside the
footprints of
proposed
structures and
earthworks.

Mixed woody and
herbaceous plants

Coppice. Stumps to be left in place and given the chance to regrow.
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Ref no

Species

Works to be carried out

3 sections of
hedge illustrated
with red crown
margins in the
Arboricultural

Mixed native hedge

plant

Fell to ground level. Stumps to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

Implications
Assessment plan

T2 Norway Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T3 Ash Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T4 Elm Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T5 Norway Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T29 Common Oak Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T30 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T31 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T32 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T33 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T34 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T35 Norway Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and

by the construction contractor(s).
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Ref no Species Works to be carried out

T36 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T37 Scots Pine Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T38 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T39 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T40 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T41 Scots Pine Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T42 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T43 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T44 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T45 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T46 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T47 Ash Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T48 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T49 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and

by the construction contractor(s).
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Ref no Species Works to be carried out

T50 Norway Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T51 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T52 Ash Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T53 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T54 Norway Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T55 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T56 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T57 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T58 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T59 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T60 Field Maple Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T61 Common Oak Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T82 Common Oak Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T83 Common Oak Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and

by the construction contractor(s).
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Ref no Species Works to be carried out

T84 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and

by the construction contractor(s).
Dead tree near Oak Not numbered. Fell to ground level. Stump to be grubbed out after the tree protection barriers have

T84 been erected and by the construction contractor(s).

T85 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

Moribund tree Alder Not Numbered. Fell to ground level. Stump to be grubbed out after the tree protection barriers have
near T85 been erected and by the construction contractor(s).

T87 Alder Coppice. Stump to be left in place and given the chance to regrow.

T88 Alder Coppice. Stump to be left in place and given the chance to regrow.

T89 Alder Coppice. Stump to be left in place and given the chance to regrow.

T90 Alder Coppice. Stump to be left in place and given the chance to regrow.

T91 Crack Willow Coppice. Stump to be left in place and given the chance to regrow.

T92 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T93 Crack Willow Coppice. Stump to be left in place and given the chance to regrow.

T94 Willow Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T95 Willow Coppice. Stump to be left in place and given the chance to regrow.

T96 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and

by the construction contractor(s).
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Ref no Species Works to be carried out
T97 Alder Coppice. Stump to be left in place and given the chance to regrow.
T98 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).
T99 Alder Coppice. Stump to be left in place and given the chance to regrow.
T100 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).
T101 Alder Coppice. Stump to be left in place and given the chance to regrow.
T102 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).
T103 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).
T104 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).
T109 Crack Willow Coppice. Stump to be left in place and given the chance to regrow.
T110 Crack Willow Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).
T122 Alder Coppice. Stump to be left in place and given the chance to regrow.
T142 Crack Willow Coppice. Stump to be left in place and given the chance to regrow.
T146 Willow Coppice. Stump to be left in place and given the chance to regrow.
T149 Willow Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and

by the construction contractor(s).
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Ref no Species Works to be carried out

T150 Common Oak Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T151 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T153 Alder Coppice. Stump to be left in place and given the chance to regrow.

T154 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T155 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T156 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T157 Alder Coppice. Stump to be left in place and given the chance to regrow.

T158 Ash Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T159 Ash Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T160 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T161 Ash Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T162 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T163 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T164 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and

by the construction contractor(s).
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Ref no Species Works to be carried out

T165 Hawthorn Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T166 Ash Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T167 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T167A Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T168 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T169 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T170 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T171 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T172 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T173 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T174 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T175 Willow Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T176 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T177 Ash Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and

by the construction contractor(s).
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Ref no Species Works to be carried out

T178 Alder Coppice. Stump to be left in place and given the chance to regrow.

T179 Ash Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T180 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T181 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T182 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T183 Willow Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T184 Willow Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T187 Common Oak Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T188 Common Oak Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T189 Ash Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T190 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T191 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).

T192 Common Oak Coppice. Stump to be left in place and given the chance to regrow.

T193 Common Oak Coppice. Stump to be left in place and given the chance to regrow.
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Ref no Species Works to be carried out
T194 Common Oak Coppice. Stump to be left in place and given the chance to regrow.
T195 Common Oak Coppice. Stump to be left in place and given the chance to regrow.
T203 Common Oak Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).
T442 Alder Fell to ground level. Stump to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).
Gl Mixed, but Fell to ground level. Stumps to be grubbed out after the tree protection barriers have been erected and
predominantly Prunus by the construction contractor(s).
and
Field Maple, and
including tree no's.
T30 to T47 inclusive.
G2 Mixed, but Fell to ground level. Stumps to be grubbed out after the tree protection barriers have been erected and
predominantly Prunus by the construction contractor(s).
and
Field Maple
Occasional
Hawthorn
and
Ash, and including tree
no's. T48 to T60
inclusive.
G4 Alder Fell to ground level. Stumps to be grubbed out after the tree protection barriers have been erected and
by the construction contractor(s).
G5 part only Predominantly Alder Fell to ground level part of the group as denoted by individual trees with red crown margins in the

with Crack Willow, Ash
and Common Oak,
and including tree nos.
T111 to T222
inclusive.

Arboricultural Implications Assessment plan, and denoted by red hexagonal hatching in the
Arboricultural Implication Assessment plan. Stumps to be grubbed out after the tree protection barriers
have been erected and by the construction contractor(s).
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