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GENERAL NOTES:

1. All dimensions to be checked on site. All details and dimensions
relating to sub-Contractors work must be checked and agreed between the
sub-Contractor or supplier and the general Contractor.

2. This drawing is to be read in conjunction with all relevant Architect's and
Engineer's drawings and specification.

3. The main Contractor is responsible for ensuring the stability of the
structure whilst the works are in progress.

4. Any information given regarding existing underground services is given
in good faith after consultation with the relevant authority. No liability is
accepted by the Consultant and the main Contractor is responsible for
obtaining and checking all information and taking due care and attention
whilst undertaking the works.

Type A
Tarmac Carriageway

Type B1
Tarmac Footway

Type B2
Tarmac Footway Crossover

] Type C Tegula paving to raised tables only

Type C Contrasting colour Tegula paving to
raised table pedestrian crossing

\ Type D Carriageway

Type E Permeable Block Paving drives

Type F Hoggin Gravel path

Type G Golpla Gravel drives

Type H Paving slabs

Type i Section 278 Carriageway

Type J Section 278 Footway

Mown grass path

ANERNELE

Reeds / aquatic planting to specialist details

®
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Z

Site boundary

HB2 kerbs 100mm upstand

|| O

BN kerbs 25mm upstand at
vehicular crossings

0-6mm maximum / flush

at pedestrian crossings

CS flush kerb
Ramp 75mm up to raised table

Parking space delineation in gravel
tbc

------ Header and stretcher course
-------- Stretcher course
-------- Stretcher course and conservation kerb

= Double row Granite setts
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