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• All building materials will be stored on hard standing or on pallets, as far as 

possible from hedgerows, scrub or potential habitat.  

• Any excavations will be covered at night or be fitted with a small animal 

escape ramp (a slanted rough board) at a shallow angle. 

• No fires will be lit on site.  

• Waste will be stored in a skip and not be allowed to accumulate in piles which 

could be used by wildlife.  

• Any chemicals will be stored securely in appropriate storage containers so 

that they are not accessible to wildlife such as badgers.  

• Any animals found on site will not be handled but be allowed to move away to 

a place of safety on their own.   

• Details of any temporary fencing around habitats to be retained (hedgerows 

and trees); The protected tree in the rear garden will be have an orange 

barrier fence to protect the roots and any potential habitats. 

• Any vegetation to be removed to facilitate the development will be removed 

outside of bird nesting season (which is usually between the beginning of 

March and the end of August). If this is not possible then only after being 

checked for nesting birds by a suitably qualified ecologist. If any active nests 

are found, work will stop, and a 5 m buffer will be erected around the nest to 

protect it from disturbance until after the birds have fledged and left the nest.  

• Re-fuelling of equipment will only be done on absorbent pads, on 

hardstanding to avoid any fuel spills.  

• External lighting will not be used during the construction phase, or if needed 

to enable works, it will be shielded so that no light enters or shines on 

vegetation where it could disturb wildlife.  

• WORKING HOURS  

The working hours for the development site (including any demolition and 

construction activity) and deliveries including the transport of materials, plant, 

and equipment to the development site shall only take place during the 

following hours;  

• 08:00 to 18:00 on Monday to Friday  

• 08:00 to 13:00 on Saturdays  

• No working on Sundays or Public Holidays  

These working hours cover operations and work which are audible at the site 

boundary. Any noisy operations outside these hours shall not be undertaken 

without prior written approval from the LPA. These hours may be amended by  
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the LPA where local circumstances demand as necessary. Any deliveries 

outside the above hours cannot be undertaken without prior written approval 

of the LPA. 

 

• NOISE AND VIBRATION  

 

• All vehicles and plant used during the development will be maintained in 

good and efficient working order, and in accordance with manufacturer’s 

specification.  

• All vehicles, mechanical plant, and machinery used during the development 

shall be fitted with proper and effective silencers (where available AND/OR in 

compliance with health & safety requirements) and shall be maintained in 

good and efficient working order.  

• All plant and machinery in intermittent use shall be shut down in the 

intervening periods between works.  

• Plant and machinery capable of generating significant noise and vibration 

levels will be operated in a manner to restrict its duration.  

• Static plant and machinery shall be sited as far away as possible from 

inhabited buildings or other noise sensitive locations.  

• All compressors shall be ‘noise reduced’ models that are fitted with properly 

lined and sealed acoustic covers which shall be kept closed whenever the 

machines are in use. All ancillary pneumatic percussion tools shall be fitted 

with mufflers or silencers of the type recommended by the manufacturers.  

• Wherever possible mains electricity or battery powered equipment shall be 

used instead of diesel or petrol powered generators.  

• The handling of materials shall be conducted in such a manner that 

minimises noise, including minimising drop heights into hoppers and lorries.  

• No stereos or similar amplified devices shall be audible beyond the site 

boundary. 

 

• DUST  

• All plant and equipment shall be maintained in accordance with 

manufacturer’s recommendations to ensure emissions to atmosphere are 

minimised.  

• Any equipment used to cut paving blocks, kerbs, flagstones etc. shall be 

operated with a water suppression attachment or a dust filter.  

• Engines of plant, machinery, and lorries shall be turned off at all times when 

not in use.  

• Delivery activities, plant, stockpiled materials and/or any other activities 

liable to significant dust generation shall be located as far away as possible  
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from the development site boundaries and neighbouring properties.  

• Stored materials liable to dust generation shall be dampened down, covered 

with tarpaulin, or otherwise contained as far as reasonably possible.  

• Drop heights from conveyors, loading shovels, hoppers, and other loading or 

handling equipment shall be minimised and fine water sprays should be used 

on equipment where necessary.  

• Skips, chutes, and conveyors shall be covered and if necessary enclosed to 

ensure that dust does not escape.  

• All vehicles carrying dusty materials shall be securely covered. Water 

suppression shall be used in dry conditions to reduce dust emissions (e.g. 

mobile bowsers or fixed sprayers as appropriate). 

 

 


