
SCALE 1:100 WHEN PRINTED ON A3

DRIVEWAY LAYOUT - PROPOSED

2.69 m

5.20 m

DRIVEWAY DROPPED KERB WIDTH TO BE 
INCREASED FROM EXISTING 2.70 M WIDTH 
(3 LOW KERBS + 2 SLOPING KERBS)
TO 10.75 M WIDTH
(12 LOW KERBS + 2 SLOPING KERBS)

10.75 m

AREA MARKED IN GREEN BOX TO BE PAVED

LAMP POST TO BE RELOCATED 
TO THE NORTH 
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ANY/ALL CHESTNUT TREE ROOTS TO BE 
SEVERED AT A DISTANCE OF 8 METRES 
FROM THE TRUNK WHERE NEW 
FOUNDATIONS WILL BE CONSTRUCTED.
ROOT BARRIER TO BE INSTALLED 
AROUND FOUNDATIONS.

NEW DRIVEWAY (COMPLIANT WITH 
SUSTAINABLE URBAN DRAINAGE 
REQUIREMENTS) TO BE 
CONSTRUCTED USING GEOCELL 
(OR SIMILAR) ROOT PROTECTION 
SYSTEM IN-FILLED WITH TYPE IV 
HARDCORE AND OVERLAID WITH 
RESIN-BOUND GRAVEL.  EDGE 
RESTRAINT TO BE FORMED USING 
BRICKS LAID ONTO CONCRETE 
STRIP
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PROPOSED CAR PARKING SPACES 
(4.8 X 2.4 m) MARKED IN 
BLUE DASHED BOXES
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