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 54 Common Lane
Titchfield, Hants,
PO14 4BU

 07717 759149
 www.aquacallidus.co.uk

3 December 2024 

ADP Architects 
Richmond Court 
94 Botley Road 
Park Gate 
Hants 
SO31 1BA 

FAO:  Phil Laurenson 

Ref: 24137 

RO 82 St Johns Road, Hedge End, Hants, SO30 4DF, F/24/97314 
Condition #4 Foul and Surface Water Drainage Proposals 

Dear Sirs 

The site soil comprises  a clayey sand/sandy Clay. Three cycles of permeability testing were undertaken at 
the site. The test results are attached. A permeability value of  2.98 x 10-6 m/sec was determined. The 
permeability is considered to be a little better than this as on each day at the final visit the test hole had 
already completely drained. 

Surface Water 
It is proposed to drain the roof area into the permeable pavement via SEL Raintaina units and diffusers or 
similar product. Calculations are attached which demonstrate a 105m2 CGA matrix of 750mm at 35% void 
content would be adequate to store and infiltrate the 1%AEP + 45%UC +10% UC design storm.  

The roof and parking comprise low risk surface water pollution hazards. The attached water quality 
assessment confirms the proposed permeable pavement will provide sufficient treatment. 

The drainage will be of private status and should accord with building regulations standards. All ICs are 
located within soft private landscape areas or pedestrian paths, and generic preformed PPICs complying 
with Building Regulations would be suitable given the private status of the network. 

A SUDS O&M schedule as attached. 

Foul Water 
Norman Gardens is served by public foul water sewer. It is proposed to make a connection to the 
public foul sewer either at MH4305 indicated on drawing ACC24137-01 or on one of the adopted sewer 
100mm laterals within Norman Gardens between the site and MH4305 as may be agreed by Southern 
Water. 

Unless noted otherwise this is to be 100mm DN. ICs are generally located within soft private 
landscape areas or pedestrian paths, and generic preformed PPICs complying with Building 
Regulations would be suitable given the private status of the network. The construction and the drains 
and chambers shall be to Building Regulations standard specifications. The link between the last 
private IC on site and the public sewer shall be made in vitrified clay pipe and be laid to adoptable sewer 
standards. 

Yours Sincerely, 
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Aqua Callidus Consulting Ltd
52 Common Lane, Titchfield,

Hants, PO14 4BU

t: 07717 759149
www.aquacallidus.co.uk

Site  Ref RO 82 St Johns Road project

BS6297 Percolation Test
Hole Reference TH01
D1 m Notes
D2 m by 0.3m  (into page)
D3 m
D4 m

Notes on soil nature:

Results
Test No Time to drop D3 (0.15m) Notes

m/sec
If Vp greater than 100 a drainage mound may be necessary and where less than 12 a retarding sand blanket may
be necessary.

2.98E-06

D3 + 75mm to empty =7 hours
D3 + 75mm to empty =7 hours
D3 + 75mm to empty =7 hours

24167

112.0

112.0
112.0
112.0

AVERAGE
40 0

1
2
3

16800
16800
16800

40 0
4 40 0

secsmins
4

secs
Total time Vp

secs/mmhours

4

0.5
0.3
0.15
0.3

brown clayey sand/sandy clay
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Aqua Callidus Consulting Ltd
52 Common Lane, Titchfield,

Hants, PO14 4BU

t: 07717 759149
www.aquacallidus.co.uk

Project No.: 24137
Project Title: RO 82 St Johns Road

Drainage blanket/CGA pavement or 2D planar infiltration (R156)

Site Location: Hedge End Catchment ID: Gross
r = 0.36 (range  0.12 to 0.45)

Drained Area = 310 m2 Infiltration Area = 105 m2

Design storm 1 in = 100 year
Runoff volume uplift = 45 % for climate change

Urban Creep allowance = 10 % uplift to Drained Area

Site Considerations
Where determined, what is the depth to highest seasonal groundwater level (GWL) from surface 3.00 m
Is the  infiltration far enough from drainage mounds/fields or other soakaways etc  to avoid impact? Yes
What Source Protection Zone (SPZ) is the proposed soakaway located in? None
What is known and proposed about potential contaminated ground on the site?

Technical Assessment
Consequence of failure =

Measured Soil Filtration Rate = 2.98E-06 m/s
DesignSoil Filtration Rate = 1.99E-06 m/s
Storage media thickness = 0.750 m

Effective net porosity = 35 %
Depth of cover over media = 0.15 m

Storm Duration 5 min 10 min 15 min 30 min 1 hr 2 hr 4 hr 6 hr 10 hr 24 hr
(secs) 300 600 900 1800 3600 7200 14400 21600 36000 86400

r= 0.36 Value Z1 0.36 0.51 0.62 0.79 1.00 1.22 1.48 1.67 1.90 2.42
Rainfall  M5 (mm) 7.2 10.2 12.4 15.8 20.0 24.4 29.6 33.4 38.0 48.4

M100/M5 gf Value Z2 1.84 1.91 1.95 2.00 2.03 2.01 1.97 1.94 1.91 1.82
Rainfall  M100 (mm) 13.3 19.5 24.2 31.5 40.6 49.1 58.4 64.9 72.4 88.2

With CC & UC uplift (mm) 20.6 30.2 37.4 48.9 62.9 76.1 90.5 100.6 112.3 136.7
RUNOFF (m3  ) 6.38 9.38 11.61 15.16 19.51 23.59 28.06 31.18 34.80 42.39

Infilt capacity (m3  ) 0.06 0.13 0.19 0.38 0.75 1.50 3.00 4.51 7.51 18.02
INFILTRATED (m3  ) 0.06 0.13 0.19 0.38 0.75 1.50 3.00 4.51 7.51 18.02
Req'd STORAGE (m3 ) 6.31 9.25 11.42 14.78 18.76 22.09 25.06 26.67 27.29 24.37

pass pass pass pass pass pass pass pass pass pass

TOTAL STORAGE AVAILABLE 27.56 m3

Time to drain full to half full = 18.2 hours

Overall Assessment
Media base elevation above seasonal high GWL 2.10 m meets GP3
Will the soakaway drain from full to half full in 24 hours or less? Yes pass
Does the soakaway provide sufficient storage? Yes pass

EA/LPA accept infiltration

1-No inconvenience
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 Date:                03/12/2024

Aqua Callidus Consulting Ltd
52 Common Lane, Titchfield,

Hants, PO14 4BU

t: 07717 759149
www.aquacallidus.co.uk

Site  Ref RO 82 St Johns Rd

SuDS Water Quality Management CIRIA C753 Ch26 Simple Index Approach
Catchment drive
Is discharge to: SPZ1? Drinking Water Protection Area ? 
Is site in close proximity to an area with sensitive environmental designation?

if so how close? m
Is an additional treatment component required due to sensistivity?

Land Use 

  
Treatments
To surface water discharge

Component
1
2
3

 mitigation index
X1

 Enhanced mitigation index
Residual pollution index

Land Use 

  
Treatments
To groundwater discharge

Infiltration surface
1
2

Final residual pollution index

Is a groundwater risk screening required?

Notes:

N/A 0 0 0 0.50

N

0.4

0 0 0

Y
TSS  MIndex Metals MIndex HydroCa MIndex factor

Permeable pavement 0.7 0.6 0.7 1.00

0
0

0.5 0.4

0.5 0.4

residual

N/A
N/A
N/A

N/A

0.50

1.00
0 0

driveways (individual) low

driveways (individual)
Metals index

0.4
0

HydroCar index

0.5 0.4 0.4

0

Metals MIndex HydroCa MIndex

0 0 0

N N
N

Y

Hazard
low

TSS index

N
factor
1.00

TSS  MIndex

0 0 0.50
0 0
0

0

Hazard TSS index Metals index HydroCar index

0 0
0
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 Date:                03/12/2024

Aqua Callidus Consulting Ltd
52 Common Lane, Titchfield,

Hants, PO14 4BU

t: 07717 759149
www.aquacallidus.co.uk

Site  Ref RO 82 St Johns Rd

SuDS Water Quality Management CIRIA C753 Ch26 Simple Index Approach
Catchment roof
Is discharge to: SPZ1? Drinking Water Protection Area ? 
Is site in close proximity to an area with sensitive environmental designation?

if so how close? m
Is an additional treatment component required due to sensistivity?

Land Use 

  *2 residential roofs remove gross solids and sediments
Treatments
To surface water discharge

Component
1
2
3

 mitigation index
X1

 Enhanced mitigation index
Residual pollution index

Land Use 

  *2 residential roofs remove gross solids and sediments
Treatments
To groundwater discharge

Infiltration surface
1
2

Final residual pollution index

Is a groundwater risk screening required?

Notes:

N/A 0 0 0 0.50

N

0.05

0 0 0

Y
TSS  MIndex Metals MIndex HydroCa MIndex factor

Permeable pavement 0.7 0.6 0.7 1.00

0
0

0.2 0.2

0.2 0.05

residual

N/A
N/A
N/A

N/A

0.50

1.00
0 0

roofs-residential very low

roofs-residential
Metals index

0.2
0

HydroCar index

0.2 0.2 0.05

0

Metals MIndex HydroCa MIndex

0 0 0

N N
N

Y

Hazard
very low

TSS index

N
factor
1.00

TSS  MIndex

0 0 0.50
0 0
0

0

Hazard TSS index Metals index HydroCar index

0 0
0
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SUDS operation and maintenance - general 
 

There are three categories on maintenance activities: 
 

Regular maintenance consists of basic tasks done on a frequent and predictable schedule, including 
vegetation management, litter and debris removal, and inspections.  
 
Occasional maintenance comprises tasks that are likely to be required periodically, but on a much less 
frequent and predictable basis than the routine tasks (sediment removal is an example). The table below 
summarises the likely maintenance activities required for each SUDS component and specific maintenance 
activities is given in the following sections. 
 

Remedial maintenance comprises intermittent tasks that may be required to rectify faults associated with 
the system. Where remedial work is found to be necessary, it is likely to be due to site-specific characteristics 
or unforeseen events, and as such timings are difficult to predict. Remedial maintenance items can comprise 
items such as: 

• inlet/outlet repairs 

• erosion repairs 

• reinstatement or realignment of edgings, barriers, rip-rap or other erosion control 

• infiltration surface rehabilitation 

• replacement of blocked filter fabrics 

• construction stage sediment removal (although this activity should have been undertaken before the 
maintenance contract) 

• system rehabilitation immediately following a pollution event. 
 
 SUDS component 
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Regular maintenance 
Inspection � � � � � � � � � � � � � 
Litter/debris removal � � � � � � � � � � � � � 
Grass cutting � � � � � � � � � � � � � 

Wee/invasive plant control � � � �  � �  � � � � � 
Shrub management � � � �     � � �  � 

Shoreline vegetation management � � �          � 
Aquatic vegetation management � � �          � 

Occasional maintenance 
Sediment management  * � � � � � � � � � � � � � 
Vegetation/plant replacement � � � �      � �  � 

Vacuum sweeping and brushing         �     
Remedial maintenance 

Structure rehabilitation/repair � � � � � � � � � � � � � 
Infiltration surface reconditioning    � � � �  � � � �  

� will be required � may be required * sediment to be collected upstream of the main device 
 



GENERAL MAINTENANCE 
 
Litter/debris removal 
This is an integral part of SUDS maintenance and reduces the risks of inlet and outlet blockages, retains 
amenity value and minimises pollution risks. High litter removal frequencies may be required at high profile 
commercial/retail parks where aesthetics are a major driver. 
 
Grass cutting 
It is recommended that grass cutting be minimised around SUDS facilities, apart from swales and filter strips 
and structural embankments where a height of 100–150 mm is recommended to prevent the plants falling 
over, or “lodging”, when water flows across the surface. In general, allowing grass to grow tends to enhance 
water quality performance. Short grass around a wet system such as pond or wetland provides an ideal habitat 
for nuisance species such as geese; allowing the grass to grow is an effective means of discouraging them. Grass 
around wet pond or wetland systems should not be cut to the edge of the permanent water. Grass cutting is an 
activity undertaken primarily to enhance the perceived aesthetics of the facility. The frequency of cutting will 
tend to depend on surrounding land uses, and public requirements. Therefore, grass cutting should be done as 
infrequently as possible, recognising the aesthetic concerns of local residents. However, grass around inlet and 
outlet infrastructure should be strimmed closely to reduce risks to system performance. If a manicured, 
parkland effect is required, then cutting will need to be undertaken more regularly than for meadow type grass 
areas, which aim to maximise habitat and biodiversity potential. 
 
Weed/invasive plant control 
Weeds are generally defined as vegetation types that are unwanted in a particular area. For SUDS, weeds are 
often alien or invasive species, which do not enhance the technical performance or aesthetic value of the 
system, or non-native species and the spread of which is undesirable. In some places, weeding has to be done 
by hand to prevent the destruction of surrounding vegetation (hand weeding should generally be required only 
during the first year, ie during plant establishment). However, over grassed surfaces, mowing can be an 
effective management measure. The use of herbicides and pesticides should be prohibited since they cause 
water quality deterioration. The use of fertilisers should also be limited or prohibited to minimise nutrient 
loadings which are damaging to water bodies. 
 
Shrub management 
Shrubs tend to be densely planted and are likely to require weeding at the base, especially during the first year 
to ensure that they get enough water. Shrubs should be selected so they can grow to their maximum natural 
height without pruning. 
 
Aquatic/shoreline vegetation management 
Aquatic plant aftercare in the first 1–3 years may be required to ensure establishment of planted vegetation 
and control nuisance weeds/invasive plants. Once established, the build-up of dead vegetation from previous 
seasons should be removed at convenient intervals to reduce organic silt accumulation (eg every three years 
and at the end of landscape contract periods). 
 
Emergent vegetation may need to be harvested every 5–10 years to maintain flood attenuation volumes, 
optimise water quality treatment potential and ensure fresh growth, although this is often not required. Care 
should be taken to avoid nesting birds during the breeding season and to avoid great crested newt and water 
vole habitats. The typical window for this activity is towards the end of the growing season (September and 
October). As vegetation matures, plant height may also become a safety issue in residential areas. 
 
Where emergent vegetation is managed, up to 25 per cent can be removed by cutting at 100 mm above soil 
level using shearing action machinery. Up to 25 per cent of submerged vegetation can be cut and raked out at 
any one time, using approved rakes, grabs or other techniques, depending on whether clay or waterproof 
membranes are present. Aquatic vegetation arisings should be stacked close to the water’s edge for 48 hours 
to de-water and allow wildlife to return to the SUDS feature. They should then be removed to wildlife piles, 
compost heaps or off site before decomposition, rotting or damage to existing vegetation can occur. 
 
Algae removal may be undertaken for aesthetic purposes during the first 3–5 years of a pond/wetland’s life. 
The growth of algae, which is considered by some to be visually intrusive, is encouraged by nutrients introduced 
into the water body. This situation should settle down once upstream construction activities are complete. 
 



Management of green waste 
Appropriate methods should be implemented to dispose of green waste, including 

• The development of wildlife piles 

• On- or off-site composting 

• Disposal to landfill 
 
 
REMEDIAL MAINTENANCE 
 
Structure rehabilitation/repair 
There will come a time with most SUDS techniques when a major overhaul of the system is required to remove 
clogged filters, geotextiles, gravel etc. This will typically be between 10 and 25 years, depending on the 
technique and factors such as the type of catchment and sediment load. For example the use of geotextiles close 
to the surface in pervious surfaces traps the majority of sediment in a relatively easily accessible location. 
Reconstruction of the surface layer and bedding layer is all that is required, rather than reconstruction of the 
whole pavement depth. 
 
Major overhaul is most likely to be required on techniques that rely on filtration through soils or aggregates, 
such as sand filters and infiltration devices. Other SUDS techniques are unlikely to need major overhaul if 
routine maintenance is undertaken as required (for example ponds and wetlands). 
 
Rehabilitation activities for each SUDS component are described on the following tables. 
 
Infiltration surface rehabilitation 
In the event that grassed surface permeability has reduced, there are a number of landscape techniques that 
can be used to open the surface to encourage infiltration. Such activities are not commonplace and are likely 
to be required only in circumstances where silt has not been effectively managed upstream. 
 

1. Scarifying to remove “thatch”. Thatch is a tightly intermingled organic layer of dead and living shoots, 
stems and roots, developing between the zone of green vegetation and the soil surface. Scarifying with 
tractor-drawn or self-propelled equipment to a depth of at least 50 mm breaks up silt deposits, 
removes dead grass and other organic matter and relieves compaction of the soil surface. 

2. Spiking or tining the soil, using aerating equipment to encourage water percolation. This is particularly 
effective if followed by top dressing with a medium to fine sand, and is best undertaken when the soil 
is moist. Spiking or tining with tractor drawn or self-propelled equipment penetrates and perforates 
soil layers to a depth of at least 100 mm (at 100 mm centres) and allows the entry of air, water, 
nutrients and top dressing materials. 

3. As a last resort, it may be necessary to remove and replace the grass and topsoil by: 

• removing accumulated silt and (subject to a toxicity test) applying to land or dispose of to landfill 

• removing damaged turf which should be composted 

• cultivating remaining topsoil to required levels 

• re turfing (using turf of a quality and appearance to match existing) or reseeding (to BS 7370: 
Part 3, Clause 12.6 (BSI, 1991) using seed to match existing turf ) area to required levels. It may 
be necessary to supply and fix fully biodegradable coir blanket to protect seeded soil. Turf and 
seeded areas should be top dressed with fine sieved topsoil to BS 3882 (BSI, 1994) to achieve 
final design levels. Watering will be required to promote successful germination and/or 
establishment. 

 
 



Water butts operation and maintenance 
 

Maintenance 
schedule 

Required action Frequency 

Regular 
maintenance 

Cleaning of tank, inlets, outlets, gutters, withdrawal 
devices and roof drain filters of silts and other debris.. 

Annually (or following 
poor performance). 

Occasional 
maintenance 

Replacement of any filters. As required 

Remedial 
actions 

Repair of erosion damage, or damage to tank. As required 

 
 
 
Monitoring 

Inspection of the tank for debris and sediment build 
up. 

Annually (or following 
poor performance). 

Inspection of inlets, outlets and withdrawal devices. Annually (or following 
poor performance). 

Inspection of areas receiving overflow, for evidence of 
erosion. 

After extreme storms. 

Inspection of roof drain filters Annually (or following 
poor performance). 

 

 
  



Pervious pavement operation and maintenance 
 

Maintenance 
schedule 

Required action Frequency 

 
 
Regular 
maintenance 

Brushing and vacuuming. Three times/year at end of 
winter, mid-summer, after 
autumn leaf fall, or as 
required based on site-
specific observations of 
clogging or manufacturers’ 
recommendations. 

Occasional 
maintenance 

Stabilise and mow contributing and adjacent areas. As required 
Removal of weed. As required 

 
 
 
Remedial 
actions 

Remediate any landscaping which, through vegetation 
maintenance or soil slip, has been raised to within 50 
mm of the level of the paving. 

As required 

Remedial work to any depressions, rutting and cracked 
or broken blocks considered detrimental to the 
structural performance or a hazard to users. 

As required 

Rehabilitation of surface and upper sub-structure. As required (if infiltration 
performance is reduced as 
a result of significant 
clogging). 

 
 
 
Monitoring 

Initial inspection. Monthly for 3 months after 
installation. 

Inspect for evidence of poor operation and/or weed 
growth. If required take remedial action. 

3-monthly, 48 h after large 
storms. 

Inspect silt accumulation rates and establish 
appropriate brushing frequencies. 

Annually 

Monitor inspection chambers. Annually 
 

 
  



Modular systems operation and maintenance 
 

Maintenance 
schedule 

Required action Frequency 

 
 
 
Regular 
maintenance 

Inspect and identify any areas that are not operating 
correctly. If required, take remedial action. 

Monthly for 3 months, 
then six monthly 

Debris removal from catchment surface (where may 
cause risks to performance) 

Monthly 

Where rainfall infiltrates into blocks from above, check 
surface of filter for blockage by silt, algae or other 
matter. Remove and replace surface infiltration 
medium as necessary. 

Monthly (and after large 
storms) 

Remove sediment from pre-treatment structures Annually, or as required 
Occasional 
maintenance 

- - 

Remedial 
actions 

Repair/rehabilitation of inlets, outlet , overflows and 
vents 

As required 

 
Monitoring 

Inspect/check all inlets, outlets, vents and overflows to 
ensure that they are in good condition and operating as 
designed 

Annually and after large 
storms 

 

 
  













Connecting Downpipes into Permeable Paving

The SEL Raintaina RWP Filter System is a self-flushing downpipe
filter chamber. Downpipes discharge directly onto the permeable
cover which effectively prevents detritus, such as leaves, moss and
feathers, from entering a permeable pavement or pipe collection
network. The permeable cover is formed from resin bound gravel and
removable for easy maintenance.

The SEL Raintaina RWP Filter System provides the following
benefits:
� Downpipe discharges directly onto the top of the SEL Raintaina

RWP Filter System.
� Self-flushing; removes leaves, moss, feathers and other debris at

ground level potentially avoiding overtopping of gutters.
� Provides a treatment phase, which is especially beneficial where

planning conditions seek one treatment phase for roof run-off.
� Efficient filtration and silt separation.
� Prevents silt and debris entering the underground drainage

system.
� Units situated under each individual downpipe to minimise the risk

of system failure.
� Suitable for pedestrian areas with filter cover available in a variety

of finishes.

SEL SOURCE PP

www.selsource.co.uk

SEL Source PP Diffuser Units comprise pre-assembled SEL
Permavoid® units, which are pre-wrapped in a 2mm polypropylene
mesh fabric and fitted with an integral socket to connect to standard
110mm dia. PVCu pipework. Each unit provides efficient diffusion of
collected rainwater run-off from downpipes, into and out of the voided
sub-base layers beneath permeable pavements.aggregate

The SEL Source PP Diffuser Unit provides the following benefits:

� High strength allows placement within sub-base.
� Cover depths as low as 130mm in domestic driveways.
� Large open surface area allows efficient diffusion of collected run-

off into voided sub-base.
� 2mm mesh encapsulation to minimise clogging.
� Connects to standard 110mmØ underground push-fit PVCu

drainage.
� 708mm x 708mm x 150mm diffuser will service up to 100m² of

roof catchment into minimum 30% voided sub-base.
� Provides a uniform and flat laying surface for the impermeable

membrane.
� Fully compliant with BS7533-13:2009
� Ready to install with no-site assembly required.



SEL SOURCE PP

SEL Environmental Ltd 01254 589987

SELH02003 RWP Diffuser Unit
708mm x 708mm x 150mm

with 110mmØ socket

RTNA06001 Raintaina RWP
Filter Cover Gold

on
RTNA05001 Raintaina RWP

Base Unit



www.paving.org.uk
4                                 

CBPP Details
Detail 1 - Permeable Paving (System A) with Total Infiltration




