IMMEDIATELY.

DECK SYSTEM AND DRAWING REFERENCES - REFER TO
DRAWING CJ008882-ECH-HDG-44301694-DE-D-0001 AND VOLUME
2A - DRAINAGE MANUFACTURER DETAILS.

4. BEFORE COMMENCING CONSTRUCTION THE CONTRACTOR MUST
CHECK THE INVERT LEVELS OF EXISTING SEWERS TO WHICH
CONNECTIONS ARE MADE. IN ADDITION THE CONTRACTOR MUST N#-HW# n
LOCATE AND DETERMINE INVERT LEVELS OF THE EXISTING
SPURS TO WHICH CONNECTIONS ARE PROPOSED. ANY
DISCREPANCIES ARE TO BE NOTIFIED TO THE OVERSEEING
ORGANISATION, PRIOR TO CONSTRUCTION.

5. ALL DRAINAGE WORKS SHOULD COMMENCE AT THE PROPOSED
DOWNSTREAM CONNECTION POINT, THE WORKS CONTINUING
UPSTREAM FOLLOWING CONFIRMATION OF THE TIE-IN INVERT
LEVELS TO THE ENGINEER. CONNECTIONS TO MANHOLES OR
LARGER SIZED PIPES ETC. SHOULD BE SOFFIT TO SOFFIT
UNLESS OTHERWISE INSTRUCTED BY THE ENGINEER, IF THIS IS
NOT POSSIBLE INFORM THE OVERSEEING ORGANISATION

6. COVER LEVELS SHOWN ARE APPROXIMATE. COVERS AND
FRAMES SHALL BE SET TO FINISHED GROUND LEVELS AND FALLS -
AS PER HIGHWAY 3D LEVELS.

7. ROAD GULLY OUTLET PIPES ARE TO BE 150mm DIA. WITH
CONCRETE SURROUND AND FLEXIBLE JOINTS.

8. ALL EXISTING MANHOLE COVER'S, GULLIES, ETC, ARE TO BE
RAISED TO SUIT NEW LEVEL.

NOTES KEY
1. DO NOT SCALE FROM THIS DRAWING. si# @
2. ALL DIMENSIONS IN METRES UNLESS OTHERWISE STATED. N#-PG#
3. FOR DETAILS OF PROPOSED COMBINED KERB AND DRAINAGE

SYSTEM - REFER TO FOWLER AND HOLDEN FAST FLOW BRIDGE O

COMBINED CATCHPIT GULLY

PROPOSED GULLY WITH REFERENCE

PROPOSED COMBINED DRAINAGE AND
KERB SYSTEM GULLY OUTFALL, SEE NOTE 3.

PROPOSED COMBINED KERB AND
DRAINAGE SYSTEM - FOWLER AND HOLDEN
FAST FLOW BRIDGE DECK SYSTEM
RODDING UNIT OR APPROVED EQUIVALENT

PROPOSED HEADWALL WITH REFERENCE

GULLY & HEADWALL REFERENCE FOR
SURFACE WATER DRAINAGE

N1-PG#Ht NETWORK1
N2-PG## NETWORK 2
N3-PG## NETWORK 3
N4-PG#t NETWORK4
N5-PG## NETWORKS
N1-HW#t NETWORK 1
N2-HW## NETWORK 2
N3-HW## NETWORK 3
N4-HW## NETWORK 4
N5-HW## NETWORK 5

DIRECTION OF FLOW
EXISTING GULLY

EXISTING SURFACE WATER PIPE WITH
FLOW DIRECTION AND PIPE DETAILS

PROPOSED SURFACE WATER PIPE WITH

= 20

= 30

L 40

= 50

N# 4t
9. THE CONTRACTOR IS TO DETERMINE THE ORIENTATION OF THE - 2= = >~ - FLOW DIRECTION AND PIPE DETAILS (LINE
‘ MANHOLE CHAMBERS TO ENSURE THAT THE COVERS ARE NOT 1008 @ 1:140 THICKNESS INDICATES PIPE DIAMETER)
. LOCATED WITHIN THE PATHS OF VEHICLE TRACKS.
N * e 10. THE EXISTING DRAINAGE ROUTE AS SHOWN IS INDICATIVE. FD-N####  PROPOSED HIGHWAY FILTER DRAIN FOR
. DRAWING SHOWS APPROXIMATE LOCATIONS OF EXISTING —————>— CONSTRUCTION DETAILS REFER TO DRAWINGS
N\ . \ 1000 @ 1:140  CJ008882-ECH-HDG-44301694-DE-D-001 AND
. DRAINAGE APPARATUS IN THE IMMEDIATE VICINITY OF THE APPENDIX 51
*e \ WORKS. THEY ARE INTENDED FOR GENERAL GUIDANCE ONLY '
$‘ \ <408 AND NO GUARANTEE CAN BE GIVEN ON THEIR ACCURACY. Q=== PROPOSED PRIVATE INDUSTRIAL ESTATE
Y CL 15.00 Y 11.  WHERE GROUNDWATER IS PRESENT AT A LEVEL ABOVE TRENCH DRAINAGE DIVERSION.
% IL13.68 FORMATION IN FINE-GRAINED SOILS, THE STRENGTH OF PIPE S
. \ BEDDINGS CAN BE REDUCED, THEREFORE PIPE BEDDING IS TO ol 893 PROPOSED SURFACE WATER PRECAST
*. N BE SURROUNDED BY GEOTEXTILE AS DETAILED IN CONTRACT IL8.72 CONCRETE CATCHPIT/MANHOLE WITH
< N\ q‘ \ y, SPECIFICATION . CONTRACTOR SHOULD STRICTLY FOLLOW THE (9 === == - REFERENCE, COVER AND INVERT LEVELS
INSTALLATION METHOD FOR POOR GROUND CONDITION
‘ <N
\p « PN4-PGOB PROVIDED IN DMRB AND THE DESIGN AND CONSTRUCTION PROPOSED SURFACE WATER MANHOLE WITH
* \ 2 GUIDANCE (DCG) s FLOW CONTROL DEVICE, REFERENCE, COVER
| M, L 893 AND INVERT LEVELS. FOR CONSTRUCTION
., 67000 %> IL8.72 DETAILS REFER TO DRAWINGS
. \% == - =-- (£J008882-ECH-HDG-44301694-DE-D-0002 TO 0004
. AND 0012
$4-66_ & S,
N\ CL 15.01 ., \ PIPE & MANHOLE REFERENCE FOR
IL 13.49 . N PG;? SURFACE WATER DRAINAGE
’ 4-
P ~\’ \ N1-1.000 NETWORK 1
g, N2-1.000 NETWORK 2
%05 e, Sa, / N3-1.000 NETWORK 3
N KR N4-PG10 \ N4-1.000 NETWORK 4
N T ¥ N5-1.000 NETWORK 5
92,0 / S1-## NETWORK 1
< ‘.’ S2-## NETWORK 2
S3-## NETWORK 3
S4-## NETWORK 4
/
oL i“g S5-## NETWORK 5
IL 13.14 (1 \ PROPOSED COMBINED DRAINAGE AND
N N . L1299 (3 / gre# oK% CHANNEL SYSTEM - FOWLER AND HOLDEN
el ——
FAST FLOW BRIDGE DECK SYSTEM OR
APPROVED EQUIVALENT
« / PROPOSED COMBINED KERB AND
N 4, ~ ewr e DRAINAGE SYSTEM - FOWLER AND
N 92,% @ N4-PG12 %w = HOLDEN FAST FLOW EXPANSION JOINT
L '06‘/,,’.{ 300%70 / (TYPE 5) OR APPROVED EQUIVALENT
6 0,
LR ) > TR \ CEFD-N##+# PROPOSED COUNTERFORT DRAIN FOR
- \ Q’ ======"7TZ=== CONSTRUCTION DETAILS REFER TO DRAWINGS
S4-68 S / 2250 @ 1##  CJ008882-ECH-HDG-44301694-DE-D-008 AND
N CL1475 % APPENDIX 5/1.
IL 13.04 (150Q)
. IL 1289 (3002) FW-MH-## PROPOSED FOUL WATER PRECAST
/ ICLL887%3 CONCRETE MANHOLE AS PER THE DESIGN
N \ ' AND CONSTRUCTION GUIDANCE WITH
N ] M, &2 e Y, (== = *= - REFERENCE, COVER AND INVERT LEVELS
. 0, @ p
ek L1819 \ N#FW##  PROPOSED FOUL WATER PIPE WITH
S % = %= === " FLOW DIRECTION AND PIPE DETAILS AS PER
O K2 N4-PG14 1008 @ 1:140
N ‘\ 2, / THE DESIGN AND CONSTRUCTION GUIDANCE
N o 2 (LINE THICKNESS INDICATES PIPE DIAMETER)
N \ o |
.
L 4
\ T | SW-MH-## PROPOSED SURFACE WATER PRECAST
- N T ﬁL88%23 CONCRETE MANHOLE AS PER THE DESIGN
S AN [ — ' AND CONSTRUCTION GUIDANCE WITH
[ — | O»==»-- REFERENCE, COVER AND INVERT LEVELS
\ | — — | N#-SW##  PROPOSED SURFACE WATER PIPE WITH
N CL 14.492 "4 = ===">= " OW DIRECTION AND PIPE DETAILS AS PER
\ L1289 (1500) ¥ ~ 1000 @ 1140 rhiE DESIGN AND CONSTRUCTION GUIDANCE
~ IL 12.74 (300Q) 4, %4
. 7.%6 & (LINE THICKNESS INDICATES PIPE DIAMETER)
2 .00‘5\\ N4-PG16y,
\ ;’97 3006. \
N %, *s RSy FD-N4 FD-N###  FILTER DRAIN WITH CONCRETE PROTECTION
NOTE: T L 13.01 3009 ——s——>— ABOVE THE PIPE. REFER TO DRAWING NO.
: ; 5 N8-2.001 —— 1000 @ 1:140 CJ008882-ECH-HDG-44301694-DE-D-0005 FOR
THE PROXIMITY OF PROPOSED DRAINAGE FEATURES, DRAINAGE PIPES & UTILITY \ s FO-Ng. 779, S4-17 IL 12.878 F3(;O® o mammemme CONSTRUCTION DETAILS.
; 30 04 CL 14.30 — —
CROSSINGS TO EXISTING BURIED UTILITIES APPARATUS MUST BE CHECKED BEFORE | T AN ? ¥y, W00 16.6m 1585 (3 x 3000) .-i-.-—-e--*-"*‘*‘" - s sss  PROPOSED HIGHWAY SUB SURFACE DRAINAGE
THE COMMENCEMENT OF ANY DRAINAGE WORKS ON SITE. THE CONTRACTOR @ e \ ‘_‘___.4-4-"-4 __E | O o Fom GonE TR CTo
SHALL CARRYOUT GROUND PENETRATION RADAR SURVEYS AND TRIAL HOLES TO _ '*-n.......@n-a---e-__“-c’“ —g:_g_,lﬁ - 1000 @ 1:140 DETAILS REFER TO DRAWING
VERIFY THE LOCATION OF BURIED UTILITIES APPARATUS. THE CONTRACTOR SHALL ~ . S T— __Z— CJ008882-ECH-HDG-44301694-DE-D-0001 AND
REPORT ALL RESULTS OF THESE INVESTIGATIONS TO THE OVERSEEING ) IL12.79 (1500) *4 Yoz g mEEEEEEKEEEEE 1 APPENDIX 5/4.
ORGANISATION, HIGHLIGHTING PROXIMITY DIMENSIONS AND POTENTIAL CLASHES \ IL12.64 (2x3000) ®, NA-PG21r~ N4-PG25 25 @.[. pEEEKEEEEE =n NA-9.0044500
OF PROPOSED DRAINAGE FEATURES AND PIPES WITH EXISTING BURIED UTILITIES [ [ \\ N ‘e ¥ Y 2 Saed mw
APPARATUS BEFORE COMMENCING ANY DRAINAGE WORKS. | D4 * i} P _d‘_‘ﬂi/cfm.ss  SgNaPGE— —
\ | "0‘ PG26 ° = oL 12,99 (4500) = AW
/ \ 7
EXCAVATION FOR PROPOSED DRAINAGE FEATURES AND PIPES IN CLOSE — NG Zp;é?oo « —
PROXIMITY OF EXISTING BURIED UTILITIES APPARATUS SHALL BE CARRIED OUT BY \ v N %,:eoo
VACCUM EXCAVATION TECHNIQUES OR BY HAND IN ACCORDANCE WITH THE | \\ - (9 & He2 AN %, X
CONTRACTORS RAMS - COMPLIANT TO THE REQUIREMENTS OF THE RELEVANT 4 N L ‘12.3? (2 x 1500) ~
UTILITY COMPANY. l ’ I \ s X
| x ‘\ %70 N N
- I AN X A @7000 %061 %66“\
PARTS OF THIS DRAWING SHOULD BE | \ N N N \‘D@,’@O ‘\\A»a o S4-63 4
SHOWN IN COLOUR. IF THIS NOTE IS \\ N YO T gN4-PG22 N A CL 14.51 :
NOT RED REPRINT A COLOURED COPY . ‘\ L 12.56 (3000) IL 12.97 (2 x1®509) ¥
N A W Ne \d IL 12.92 (4509) ) IL 12.82 (3002) @
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— e V%2 2o AN\ IL 1268 (2 x 1500) y we % =
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