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Scale: 1:500 (When plotted at A3)

WARNING
There may have been subsequent alteration to the surface levels. Trial holes must be undertaken to
determine position and depths of cables. HS (G) 47 Booklet from the Health and Safety Executive — Avoiding
Danger from Buried Cables — should be consulted before commencing excavation work.

WHEN WORKING IN THE VICINITY OF OVERHEAD LINES THE HEALTH AND SAFETY GUIDANCE NOTES GS6
SHOULD BE CONSULTED (AVAILABLE FROM THE HSE WEBSITE)
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Southern Electric Power Distribution plc
Registered Office: No.1 Forbury Place
43 Forbury Road Reading RG1 3JH
Registered In England & Wales N0.04094290

If you’re unsure & need to seek advice before commencing excavations please contact:
General Enquiries: 0800 048 3516

Subject to revision — Master held by SSEN Asset Data Team:
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There may have been subsequent alteration to the surface levels. Trial holes must be undertaken to
determine position and depths of cables. HS (G) 47 Booklet from the Health and Safety Executive — Avoiding
Danger from Buried Cables — should be consulted before commencing excavation work.
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WARNING
There may have been subsequent alteration to the surface levels. Trial holes must be undertaken to
determine position and depths of cables. HS (G) 47 Booklet from the Health and Safety Executive — Avoiding
Danger from Buried Cables — should be consulted before commencing excavation work.
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WARNING
There may have been subsequent alteration to the surface levels. Trial holes must be undertaken to
determine position and depths of cables. HS (G) 47 Booklet from the Health and Safety Executive — Avoiding
Danger from Buried Cables — should be consulted before commencing excavation work.
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WARNING
There may have been subsequent alteration to the surface levels. Trial holes must be undertaken to
determine position and depths of cables. HS (G) 47 Booklet from the Health and Safety Executive — Avoiding
Danger from Buried Cables — should be consulted before commencing excavation work.
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