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Appendix A - Technical Information: Magnetometer Survey Method
 
Grid Positioning 
For hand held gradiometers the location of the survey grids has been plotted together with the 
referencing information. Grids were set out using a Trimble R8 Real Time Kinematic (RTK) VRS Now 
GNSS GPS system. 
 
An RTK GPS (Real-time Kinematic Global Positioning System) can locate a point on the ground to a 
far greater accuracy than a standard GPS unit. A standard GPS suffers from errors created by satellite 
orbit errors, clock errors and atmospheric interference, resulting in an accuracy of 5m-10m. An RTK 
system uses a single base station receiver and a number of mobile units.  The base station re-
broadcasts the phase of the carrier it measured, and the mobile units compare their own phase 
measurements with those they received from the base station. This results in an accuracy of around 
0.01m. 
 
Technique Instrument Traverse Interval Sample Interval 

Magnetometer Bartington Grad 601-2 1.0m 0.25m 

Magnetometer Bartington Cart System 1.0m 0.125m 

 
Instrumentation:  
Bartington instruments operate in a gradiometer configuration which comprises fluxgate sensors 
mounted horizontally, set 1.0m apart. The fluxgate gradiometer suppresses any diurnal or regional 
effects. The instruments are carried, or cart mounted, with the bottom sensor approximately 0.1-0.3m 
from the ground surface. At each survey station, the difference in the magnetic field between the two 
fluxgates is measured in nanoTesla (nT). The sensitivity of the instrument can be adjusted; for most 
archaeological surveys the most sensitive range (0.1nT) is used. Generally, features up to 1m deep 
may be detected by this method, though strongly magnetic objects may be visible at greater depths.  
 
Bartington Grad 601-2 
Hand-Held: Data will be collected using a Bartington Grad 601-2. The instrument consists of two paired 
sensors and readings are logged at 0.25m centres along traverses 1.0m apart across 30m grids. The 
collection of data at 0.25m centres provides an appropriate methodology balancing cost and time with 
resolution as per Historic England guidelines 
 
Bartington Cart System 
Data will be collected using a cart carrying four paired Bartington magnetic sensors. Each data point is 
geographically referenced using an on-board Trimble RTK survey grade GPS system. Readings will be 
taken at 0.125m centres along traverses 1.0m apart. 
 
Data Processing 
Zero Mean 
Traverse 

This process sets the background mean of each traverse within each grid to zero. 
The operation removes striping effects and edge discontinuities over the whole of 
the data set. 

Step Correction 
(De-stagger) 

When gradiometer data are collected in 'zig-zag' fashion, stepping errors can 
sometimes arise. These occur because of a slight difference in the speed of walking 
on the forward and reverse traverses. The result is a staggered effect in the data, 
which is particularly noticeable on linear anomalies. This process corrects these 
errors. 

 
Display 
Greyscale/ 
Colourscale Plot 

This format divides a given range of readings into a set number of classes. Each 
class is represented by a specific shade of grey, the intensity increasing with value. 
All values above the given range are allocated the same shade (maximum 
intensity); similarly, all values below the given range are represented by the 
minimum intensity shade. Similar plots can be produced in colour, either using a 
wide range of colours or by selecting two or three colours to represent positive and 
negative values. The assigned range (plotting levels) can be adjusted to emphasise 
different anomalies in the data-set. 
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Interpretation Categories

In certain circumstances (usually when there is corroborative evidence from desk-based or excavation 
data) very specific interpretations can be assigned to magnetic anomalies (for example, Roman Road, 
Wall, etc.) and where appropriate, such interpretations will be applied. The list below outlines the 
generic categories commonly used in the interpretation of the results. 

 

  

 

 

 
 

 

 
 

 

 

  

 

 

 
 

  

 

 

 

 

 

 

 
Where appropriate some anomalies will be further classified according to their form (positive or 
negative) and relative strength and coherence (trend: weak and poorly defined). 
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Appendix B - Technical Information: Magnetic Theory
 
Detailed magnetic survey can be used to effectively define areas of past human activity by mapping 
spatial variation and contrast in the magnetic properties of soil, subsoil and bedrock. Although the 
changes in the magnetic field resulting from differing features in the soil are usually weak, changes as 
small as 0.1 nanoTeslas (nT) in an overall field strength of 48,000 (nT), can be accurately detected. 
 
Weakly magnetic iron minerals are always present within the soil and areas of enhancement relate to 
increases in magnetic susceptibility and permanently magnetised thermoremanent material. 
 
Magnetic susceptibility relates to the induced magnetism of a material when in the presence of a 
magnetic field. This magnetism can be considered as effectively permanent as it exists within the 

hanced due to burning and complex 
biological or fermentation processes. 
 
Thermoremanence is a permanent magnetism acquired by iron minerals that, after heating to a specific 
temperature known as the Curie Point, are effectively demagnetised followed by re-magnetisation by 

chaeological features can include hearths and 
kilns; material such as brick and tile may be magnetised through the same process. 
 
Silting and deliberate infilling of ditches and pits with magnetically enhanced soil creates a relative 
contrast against the much lower levels of magnetism within the subsoil into which the feature is cut. 
Systematic mapping of magnetic anomalies will produce linear and discrete areas of enhancement 
allowing assessment and characterisation of subsurface features. Material such as subsoil and non-
magnetic bedrock used to create former earthworks and walls may be mapped as areas of lower 
enhancement compared to surrounding soils. 
 
Magnetic survey is carried out using a fluxgate gradiometer which is a passive instrument consisting of 
two sensors mounted vertically 1m apart. The instrument is carried about 30cm above the ground 

field whilst the lower sensor measures the 
same field but is also more affected by any localised buried feature. The difference between the two 
sensors will relate to the strength of a magnetic field created by this feature, if no field is present the 
difference will be close to zero as the magnetic field measured by both sensors will be the same. 
 
Factors affecting the magnetic survey may include soil type, local geology, previous human activity and 
disturbance from modern services. 
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Appendix D Data Management Plan & Archive Selection Strategy
 
Data Management Plan  

 

 

Project Name 

Denham s Corner, Horton Heath, Hampshire 

Project Description 

 
 
Client  

BSA Heritage Ltd 

Project Manager  

Rebecca Fradgley 

Field Leader 

Robert Knight 

Date DMP created 

03/12/2024 

Date DMP last updated 

03/12/2024 

Version 

1 

Technique - data  

Detailed magnetic survey.  

Manual  cart - other 

ATV Cart system  

Documentation and metadata  

All documentation and data produced are stored on SUMO servers in a specific job 
file. 

Data storage, access and back-up  



 SUMO Secure server during the project life set up in a RAID configuration (a 
RAID configuration incorporates a level of data redundancy meaning if a single 
hard drive in fails data can still be restored). 

 Snap shots of the data will be made at several intervals during the day to allow 
data to be restored for up to 30 days if changed / deleted.  

 Once the final report has been completed data will be moved onto NAS drive 
set up in a RAID configuration.  

 All data is backed up to an off-site location (Cloud storage). 

Archive Selection Strategy 

Digital Data  

Selection 

It is proposed that only the final version of all born digital documents (reports, images 
and CAD files) will be selected for inclusion in the Preserved Archive. All raw and 
processed survey data will be included in the preserved archive. Below is what will 
constitute the selected archive:  

 Raw data in XYZ format .csv and .png plus .pgw world file 

 Processed data as .png plus .pgw world file 

 Final survey report .pdf 

 CAD and Vector graphics (interpretations) in .dwg format 

De-selected digital data  

The de-selected material will be retained on the SUMO Secure server and Cloud 
storage.  

Documents 

Not applicable  no archive  

Materials 

Not applicable  no archive  
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