— IMPERMEABLE SURFACE COURSE

—— IMPERMEABLE BINDER COURSE

SUB-BASE TYPE 1/ GRANULAR LAYER (thickness varies depending on application)
POLYPIPE HEAVY DUTY GEOTEXTILE

SUDSAGG OPEN GRADED GRANULAR SUB-BASE

POLYPIPE HEAVY DUTY IMPERMEABLE GEOMEMBRANE

PREPARED FORMATION (CAPPING IF REQUIRED TO ENGINEERS SPEC.)
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— 50mm BEDDING BELOW PERMAVOID
DIFFUSER CONDUITS

UNIVERSAL 40mm CONNECTION UNIT AT
1000mm CRS OR ONE PER CHANNEL SECTION

——— PERMAFILTER BIOMAT UNIT

TYPICAL SECTION THROUGH POLYPIPE PERMACHANNEL / PERMATREAT

AND SUDSAGG ATTENUATION SYSTEM

Scale (1:15)

2.

(NOTES

1.

All dimensions in millimetres,
unless otherwise stated.

All dimensions are nominal and
may vary within manufacturing
tolerances.

3. All site temporary and enabling

works by others.

4. Permavoid units to be installed

in accordance with Polypipe
Civils recommendations (refer
to Polypipe technical guidance
for further information); giving
due consideration to the
requirements of the
organisation who will be taking
ultimate ownership of the
installation.

5. This drawing is intended for

guidance only. Confirmation of
the information contained
within this document should be
sought from the consulting
engineers before final design
or construction activities
commence.
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All information in this document is of an illustrative nature and is supplied by Polypipe Civils & Green Urbanisation without charge. Polypipe may modify and change the
information, products and specifications from time to time for a variety of reasons, without prior notice. Updates will not be issued automatically. This information is not
intended to have any legal effect, whether by way of advice, representation or warranty (express or implied). We accept no liability whatsoever (to the extent permitted by
law), if you place any reliance on this document you must do so at your own risk. The information within this document should not be solely relied upon to determine the
suitability or installation requirements of our products for a proposed application and expected site conditions; expert advice should be sought in this respect.

Copyright © 2020 Polypipe. All rights reserved. 'Polypipe logo' is a registered trademark of Polypipe. All Polypipe products are protected by Design Right under CDPA 1988.
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PERMATREAT SUDSAGG ATTENUATION DETAIL
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