
ID Location Type of water feature Ground level Permanence Name

C 163m E Inland river not influenced by normal tidal

action.

Underground Watercourse contains

water year round (in

normal circumstances)

-

C 171m E Inland river not influenced by normal tidal

action.

On ground surface Watercourse contains

water year round (in

normal circumstances)

-

This data is sourced from the Ordnance Survey.

6.2 Surface water features

Records within 250m 6

Covering rivers, streams and lakes (some overlap with OS MasterMap Water Network data in previous section)

but additionally covers smaller features such as ponds. Rivers and streams narrower than 5m are represented

as a single line. Lakes, ponds and rivers or streams wider than 5m are represented as polygons.

Features are displayed on the Hydrology map on page 46 >

This data is sourced from the Ordnance Survey.

6.3 WFD Surface water body catchments

Records on site 1

The Water Framework Directive is an EU-led framework for the protection of inland surface waters, estuaries,

coastal waters and groundwater through river basin-level management planning. In terms of surface water,

these basins are broken down into smaller units known as management, operational and water body

catchments.

Features are displayed on the Hydrology map on page 46 >

ID Location Type Water body

catchment

Water body ID Operational

catchment

Management

catchment

A On site River Horton Heath Stream GB107042016270 East Hampshire Rivers East Hampshire

This data is sourced from the Environment Agency and Natural Resources Wales.
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6.4 WFD Surface water bodies

Records identified 1

Surface water bodies under the Directive may be rivers, lakes, estuary or coastal. To achieve the purpose of the

Directive, environmental objectives have been set and are reported on for each water body. The progress

towards delivery of the objectives is then reported on by the relevant competent authorities at the end of

each six-year cycle. The river water body directly associated with the catchment listed in the previous section is

detailed below, along with any lake, canal, coastal or artificial water body within 250m of the site. Click on the

water body ID in the table to visit the EA Catchment Explorer to find out more about each water body listed.

Features are displayed on the Hydrology map on page 46 >

ID Location Type Name Water body ID Overall

rating

Chemical

rating

Ecological

rating

Year

3 55m E River Horton Heath

Stream

GB107042016270 ↗ Moderate Fail Good 2019

This data is sourced from the Environment Agency and Natural Resources Wales.

6.5 WFD Groundwater bodies

Records on site 1

Groundwater bodies are also covered by the Directive and the same regime of objectives and reporting

detailed in the previous section is in place. Click on the water body ID in the table to visit the EA Catchment

Explorer to find out more about each groundwater body listed.

Features are displayed on the Hydrology map on page 46 >

ID Location Name Water body ID Overall rating Chemical rating Quantitative Year

A On site South East Hants

Bracklesham Group

GB40702G503000 ↗ Poor Poor Good 2019

This data is sourced from the Environment Agency and Natural Resources Wales.
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7 River and coastal flooding

© Crown copyright and database rights 2025. Ordnance Survey licence 100035207

Site Outline

Search buffers in metres (m)

River and coastal flooding:

High

Medium

Low

Very Low

Historical Flood Events

Areas Used for Flood Storage

Areas Benefiting from Flood

Defences

Flood Defences

7.1 Risk of flooding from rivers and the sea

Records within 50m 7

The chance of flooding from rivers and/or the sea in any given year, based on cells of 50m within the Risk of

Flooding from Rivers and Sea (RoFRaS)/Flood Risk Assessment Wales (FRAW) models. Each cell is allocated one

of four flood risk categories, taking into account flood defences and their condition. The risk categories for

RoFRaS for rivers and the sea and FRAW for rivers are; Very low (less than 1 in 1000 chance in any given year),

Low (less than 1 in 100 but greater than or equal to 1 in 1000 chance), Medium (less than 1 in 30 but greater

than or equal to 1 in 100 chance) or High (greater than or equal to 1 in 30 chance). The risk categories for

FRAW for the sea are; Very low (less than 1 in 1000 chance in any given year), Low (less than 1 in 200 but

greater than or equal to 1 in 1000 chance), Medium (less than 1 in 30 but greater than or equal to 1 in 200

chance) or High (greater than or equal to 1 in 30 chance).

Features are displayed on the River and coastal flooding map on page 50 >
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Distance Flood risk category

On site High

0 - 50m High

This data is sourced from the Environment Agency and Natural Resources Wales.

7.2 Historical Flood Events

Records within 250m 0

Records of historic flooding from rivers, the sea, groundwater and surface water. Records began in 1946 when

predecessor bodies started collecting detailed information about flooding incidents, although limited details

may be included on flooding incidents prior to this date. Takes into account the presence of defences,

structures, and other infrastructure where they existed at the time of flooding, and includes flood extents that

may have been affected by overtopping, breaches or blockages.

This data is sourced from the Environment Agency and Natural Resources Wales.

7.3 Flood Defences

Records within 250m 0

Records of flood defences owned, managed or inspected by the Environment Agency and Natural Resources

Wales. Flood defences can be structures, buildings or parts of buildings. Typically these are earth banks, stone

and concrete walls, or sheet-piling that is used to prevent or control the extent of flooding.

This data is sourced from the Environment Agency and Natural Resources Wales.

7.4 Areas Benefiting from Flood Defences

Records within 250m 0

Areas that would benefit from the presence of flood defences in a 1 in 100 (1%) chance of flooding each year

from rivers or 1 in 200 (0.5%) chance of flooding each year from the sea.

This data is sourced from the Environment Agency and Natural Resources Wales.

7.5 Flood Storage Areas

Records within 250m 0

Areas that act as a balancing reservoir, storage basin or balancing pond to attenuate an incoming flood peak to

a flow level that can be accepted by the downstream channel or to delay the timing of a flood peak so that its

volume is discharged over a longer period.

This data is sourced from the Environment Agency and Natural Resources Wales.
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River and coastal flooding - Flood Zones

© Crown copyright and database rights 2025. Ordnance Survey licence 100035207

Site Outline

Search buffers in metres (m)

Flood zone 2

Flood zone 3

7.6 Flood Zone 2

Records within 50m 1

Areas of land at risk of flooding, when the presence of flood defences are ignored. Covering land between

Flood Zone 3 (see next section) and the extent of the flooding from rivers or the sea with a 1 in 1000 (0.1%)

chance of flooding each year.

Features are displayed on the River and coastal flooding map on page 50 >

Location Type

On site Zone 2 - (Fluvial /Tidal Models)

This data is sourced from the Environment Agency and Natural Resources Wales.
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7.7 Flood Zone 3

Records within 50m 1

Areas of land at risk of flooding, when the presence of flood defences are ignored. Covering land with a 1 in

100 (1%) or greater chance of flooding each year from rivers or a 1 in 200 (0.5%) or greater chance of flooding

each year from the sea.

Features are displayed on the River and coastal flooding map on page 50 >

Location Type

On site Zone 3 - (Fluvial /Tidal Models)

This data is sourced from the Environment Agency and Natural Resources Wales.
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8 Surface water flooding

© Crown copyright and database rights 2025. Ordnance Survey licence 100035207

Site Outline

Search buffers in metres (m)

Depth between 0.1m - 0.3m

Depth between 0.3m - 1.0m

Depth greater than 1.0m

1 in 1000 return period

Depth between 0.1m - 0.3m

Depth between 0.3m - 1.0m

Depth greater than 1.0m

1 in 250 return period

Depth between 0.1m - 0.3m

Depth between 0.3m - 1.0m

Depth greater than 1.0m

1 in 100 return period

Depth between 0.1m - 0.3m

Depth between 0.3m - 1.0m

Depth greater than 1.0m

1 in 30 return period

8.1 Surface water flooding

Highest risk on site 1 in 30 year, 0.1m - 0.3m

Highest risk within 50m 1 in 30 year, 0.3m - 1.0m

Ambiental Risk Analytics surface water (pluvial) FloodMap identifies areas likely to flood as a result of extreme

rainfall events, i.e. land naturally vulnerable to surface water ponding or flooding. This data set was produced

by simulating 1 in 30 year, 1 in 100 year, 1 in 250 year and 1 in 1,000 year rainfall events. Modern urban

drainage systems are typically built to cope with rainfall events between 1 in 20 and 1 in 30 years, though

some older ones may flood in a 1 in 5 year rainfall event.

Features are displayed on the Surface water flooding map on page 54 >

The data shown on the map and in the table above shows the highest likelihood of flood events happening at

the site. Lower likelihood events may have greater flood depths and hence a greater potential impact on a site.
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The table below shows the maximum flood depths for a range of return periods for the site.

Return period Maximum modelled depth

1 in 1000 year Between 0.3m and 1.0m

1 in 250 year Between 0.3m and 1.0m

1 in 100 year Between 0.3m and 1.0m

1 in 30 year Between 0.1m and 0.3m

This data is sourced from Ambiental Risk Analytics.
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9 Groundwater flooding

© Crown copyright and database rights 2025. Ordnance Survey licence 100035207

Site Outline

Search buffers in metres (m)

High

Moderate - High

Moderate

Low

Negligible

9.1 Groundwater flooding

Highest risk on site High

Highest risk within 50m High

Groundwater flooding is caused by unusually high groundwater levels. It occurs when the water table rises

above the ground surface or within underground structures such as basements or cellars. Groundwater

flooding tends to exhibit a longer duration than surface water flooding, possibly lasting for weeks or months,

and as a result it can cause significant damage to property. This risk assessment is based on a 1 in 100 year

return period and a 5m Digital Terrain Model (DTM).

Features are displayed on the Groundwater flooding map on page 56 >

This data is sourced from Ambiental Risk Analytics.
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10 Environmental designations

© Crown copyright and database rights 2025. Ordnance Survey licence 100035207

Site Outline

Search buffers in metres (m)

Sites of Special Scientific Interest (SSSI)

Designated Ancient Woodland

10.1 Sites of Special Scientific Interest (SSSI)

Records within 2000m 1

Sites providing statutory protection for the best examples of UK flora, fauna, or geological or physiographical

features. Originally notified under the National Parks and Access to the Countryside Act 1949, SSSIs were re-

notified under the Wildlife and Countryside Act 1981. Improved provisions for the protection and management

of SSSIs were introduced by the Countryside and Rights of Way Act 2000 (in England and Wales) and (in

Scotland) by the Nature Conservation (Scotland) Act 2004 and the Wildlife and Natural Environment (Scotland)

Act 2010.

Features are displayed on the Environmental designations map on page 57 >

ID Location Name Data source

- 1863m SW Moorgreen Meadows SSSI Natural England
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