SuDS MAINTENANCE

The management and maintenance of any SuDS features will be the responsibility of the homeowner if
they fall within the curtilage of the property. All other SuDS features outside of any private curtilages will be
maintained by the private management company assigned to the development:

https://centrick.co.uk/

centrick

Drainage features:

ATTENUATION STORAGE CRATES

Maintenance Required Action Typical Frequency
Schedule
Regular Inspect and identify any areas that are not Monthly for 3 months, then annually
Maintenance operating correctly. If required, take remedial
action.
Remove debris from the catchment surface Monthly
(where it may cause risks to performance)
Remove sediment from pre-treatment Annually, or as required
structures and/or internal forebays.
Remedial actions | Repair/rehabilitate inlets, outlet, overflows and As required
vents.
Manitoring Inspect/check all inlets, outlet, vents and Annually

overflows to ensure that they are in good
condition and operating as designed
Survey inside of system for sediment build-up Every 5 years or as required
and remove as necessary.


https://centrick.co.uk/

PERMEABLE PAVING

Maintenance

Required Action

Typical Frequency

Schedule

Regular
Maintenance

Brushing and vacuuming (standard cosmetic
sweep over whole surface)

Once a year, after autumn leaf fall, or
reduced frequency as required paying
attention to areas where surface water runs
from impermeable paved areas onto the
pervious surface.

Remedial actions

Remediate any landscaping which, through
vegetation maintenance of soil slip, has been
raised within 50mm of the level of the paving

As required

Remedial work to any depressions, rutting,
cracked or broken blocks considered to be
detrimental to the structural performance or a
hazard to users and replace any lost jointing
materials

As required

Rehabilitation of surface and upper
substructure by remedial sweeping

Every 10 to 15 years or as required (if
infiltration performance is reduced by
significant clogging)

Monitoring

Initial inspection

Manthly for three months after installation

Inspect for evidence of poor operation and/or
weed growth — if required, take remedial
action.

Three monthly, or 48hours after large storm
events within the first 6 months

Inspect silt accumulation rates and establish
appropriate brushing frequencies

Annually

Monitor inspection chambers

Annually




DETENTION BASIN

Maintenance Schedule

Regular Maintenance

Required Action

Typical Frequency

Remove litter and debris Monthly

Cut grass- for spillway access routes | Monthly  (during growing
season), or as required

Cut grass- meadow grass in and | Half vyearly (spring- before

around basin

nesting season, and autumn)

Manage other wvegetation and | Monthly
remove nuisance plants

Inspect inlets, outlets (hydrobrake) | Manthly
and overflows for blockages- clear if

required.

Inspect banksides and pipework for | Monthly

physical damage

Inspect inlet and facility surface for
Establish

appropriate silt removal frequency.

silt accumulation.

Monthly (for first year), then
annually or as required

Tidy all dead growth before the start

of growing season

Annually

Remove sediment from inlet, outlet

and forebay

Annually (or as required)

Manage wetlands plants in outlet

pond

Annually

Occasional Maintenance

Reseed areas of poor vegetation
growth

As required

Prune and trim any trees and
remove cuttings

Every 2 years (or as required)

Remove sediment from inlet, outlet,

forebay and main basin when

Every 5 years (or as required)

required
Remedial actions Repair erosion or other damage by | As required
re-seeding or re-turfing
Repair/rehabilitation of inlet, outlet | As required
and overflow
Relevel wuneven surfaces and | As required
reinstate design levels
FLOW CONTROL DEVICE
Maintenance Category Maintenance Activity Freguency

Routine Maintenance

Inspect and identify any areas
that are not operating correctly

Meonthly (for the first 3 months),
then six monthly

Remove sediment from

upstream silt trap (sump)

Six monthly, or as required

Hose down unit/chamber

Six monthly, or as required




