CONSTRUCTION

Vapour control layer lapped, taped and
sealed at perimeter/abutments/penetrations
to ensure continuity

25mm x 50mm vertical timber battens

@400mm centres to receive plasterboards

15mm Gyproc WallBoard - Type A,

taped and jointed
INSIDE

Skirting to employers requirements

22mm weyroc deck or equivalent

P5 deck, glued and screwed down

Sealant
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Floor finish to employers requirements
FFL varies - refer to GA's for levels
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100mm blockwork
50mm Cavity
Breather membrane

9mm OSB/Ply board
140mm timber frame studs @600mm

centres max, as per Timber frame
Supplier's design and specifications.

Taylor Lane Timber Frame closed panel

system to achieve 0.17W/m?K U-Value

Ancon Staifix Minimum 50mm Cavity

wall tie.

140 x 38mm Soleplate fixed to perimeter

Hardie VL plank on timber battens
installed to manufacturers details

min 25x50mm Vertical timber battens

Refer to TL-U25-13(A) plan

As per Timber frame supplier information joinery
items are manufactured with 10mm tolerance
gap in width & 10mm tolerance gap in height +
differential movement allowance, relative to
structural timber frame opening dimensions.

block course with Tapcon 6x100mm

100mm Isover loft roll 0.044 W/mK or equivalent
approved, mineral wool acoustic insulation,
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15mm Gyproc wall board or equivalent
approved, taped and jointed

INSIDE
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Galvanised metal strip to support window in accordance
with Window manufacturers' details and specifications

mechanically fixed to underside of deck

Open state Tenmat cavity barrier

Screws @600mm centres max

- First Floor: 7.3 N/mm?

- Second Floor: 3.6 N/mm?

Level where Blockwork strengh change:
- Ground Floor: 10.4N/mm?

150mm UNILIN THIN R rigid insulation
infill between joists
254mm Posi Joists to manufacturers details

and specifications

OUTSIDE

100mm blockwork

50 x 110mm Rockwool SCB or equivalent
approved cavity barrier

Visqueen Zedex Housing Grade

Cavity Tray or equivalent approved

installed as manufacturers' specifications and detail

37.5mm (12.5mm + 25mm) Kingspan Kooltherm K18
insulated plasterboard, K=0.022W/mK and Euroclass B-s1,d0,
mechanically installed as per manufacturers' specification

Caulk sealant to all perimeter window joints

Cavalok FlameBlok or equivalent approved insulation
cavity barrier

EPDM membrane SikaMembran 220FR, or

equivalent approved, Euroclass B-s1,d0, around the
window perimeter to ensure airtightness and
waterproofing

10mm Foam Gap #

Open state Tenmat cavity barrier

11mm Hardie VL plank weatherboards t&g, or equivalent
approved, Euroclass A2-s1,d0, on treated timber battens

installed to manufacturers details. Colour and style to Architects

information. Ventilation starter profile and insect mesh barrier

Polyurethane expanding foam tape, or

equivalent approved, to head of window.

100

UPVC windows installed to manufacturers

details with perimeter seal.
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EXTERNAL WALL - WINDOW HEAD
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SIGNIFICANT OR NON-OBVIOUS RISKS AND RISKS WHICH
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