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UPVC windows installed to manufacturers
details with perimeter seal.

Catnic Steel Lintel Themally broken
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Timber truss design and size to manufacturers' information

500mm Rockwool Roll mineral wool insulation, or
equivalent approved, K=0.044W/mK and Euroclass
A1, to achieve U-value 0.09W/m2K in line with SAP
calcs and installed as per manufacturers'
specifications.
Consisting in:
 - 2 layers of 100mm between trusses and,
 - 3 layers of 100mm over trusses,
   maintaining 50mm air circulation gap as shown

Roof tiles fixed as per manufacturers'
instructions. Refer to Architects' information for
materials and colours

Vapour permeable breather membrane lapped
and fixed following manufacturers' specifications.

175mm black uPVC fascia board and 9mm
thickness black uPVC soffit as per manufacturer's
instructions

38 x 25mm weather treated timber battens
fixed in accordance with Roof tile finishes.

Membrane support tray eave protector

G1200N over-fascia ventilator equal to 10mm/m
continuous air flow

20mm subfascia timber board mechanically fixed
to trusses, to be covered by the fascia

Swish SRG4 Half Round Gutter and SRP55
Rainwater down pipe in black. Refer to GAs for
location and design.

Visqueen Zedex Housing Grade
Cavity Tray or equivalent approved
installed as manufacturers' specifications
and detail

Polyurethane expanding foam tape, or
equivalent approved, to head of window.
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50mm over ventilation zone

15mm plasterboard on dot and dab

150mm Cavity with 150mm UNILIN CT/PIR insulation

100mm  blockwork (6.3N/mm²)

37.5mm (12.5mm + 25mm) Kingspan Kooltherm K18
insulated plasterboard, K=0.022W/mK and Euroclass B-s1,d0,
mechanically installed as per manufacturers' specification

Caulk sealant to all perimeter window joints
Mastic filler

Galvanised metal strip to support window in accordance
with Window manufacturers' details and specifications

50 x 100mm wall plate

EPDM membrane SIGA Fentrim 20 high-perfomance adhesive, or
equivalent approved, around the inner window perimeter to ensure
airtightness and waterproofing

15mm Gypsum ceiling board Type F or equivalent
approved, taped and jointed

35 x 60mm Infill Cross-battens fixed to underside of truss as per
TRA technical card - Requirements for fire resistance of trussed
rafter roofs when tested in accordance with BS EN 1365-2 or
BS476-21 to provide 30 minutes fire resistance (REI 30)

Breather membrane
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CDM REGULATIONS 2015
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Updated following Client's comments received on
03/02/25

A 12/02/2025 DT JM

Updated following Client's commentsB 06/03/2025 FC JM

Revision notes amended following internal Q&AC 24/03/2025 FC JM

Removed cavity tray fire rating as per Client's
comments

D 04/07/2025 LM JM

Updated following Contractor RFI 093E 23/07/2025 FC JM

Updated FOG SectionF 01/08/2025 DT JM

Updated following RFI and fire comp. meetingG 01/09/2025 FC JM
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