
CONSTRUCTION

TYPICAL DETAIL - EXTERNAL
WALL - INTERMEDIATE FLOOR -

WINDOW HEAD / CILL
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INSIDE

OUTSIDE
102.5mm Facing brickwork

Minimum 50mm Cavity

Taylor Lane Timber Frame closed panel
system to achieve 0.17W/m²K U-Value

15mm Gyproc wall board taped and
jointed
140 x 38mm Soleplate fixed to perimeter
block course with Tapcon 6x100mm
Concrete Screws @600mm centres max

Breather membrane
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Steel bracing fixed to top
and bottom timber cords to
manufacturers details

Skirting to employers requirements

FFL varies - refer to GA's for levels

Ancon Staifix TImber Frame Tie Minimum
50mm Cavity

UPVC windows installed to manufacturers
details with perimeter seal.
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UPVC windows installed to manufacturers
details with perimeter seal.

100mm Isover loft roll 0.044 W/mK or equivalent
approved, mineral wool acoustic insulation,
mechanically fixed to underside of deck

254mm Posi Joists to manufacturers details
and specifications
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WEEPHOLE
max. 450mm spacing

(2 no. min at openings)

Brick vents at max 1800mm spacings and a max
540mm from opposing walls + Cavity tray

As per Timber frame supplier information joinery
items are manufactured with 10mm tolerance
gap in width & 10mm tolerance gap in height +
differential movement allowance, relative to
structural timber frame opening dimensions.
Refer to TL-U25-13(A) plan
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Polyurethane expanding foam tape, or
equivalent approved, to head of window.

Pitch batten or equivalent approved
insulation cavity barrier

Pitch batten or equivalent approved
insulation cavity barrier

Compriband or acceptable alternative
compressible filler for movement allowance

Differential Movement Gap (DMG) as per the
below Taylor Lane requirements:

Read in conjunction with "TL-U25-13(A)"
provided by Timber frame supplier

37.5mm (12.5mm + 25mm) Kingspan
Kooltherm K18 insulated plasterboard,
K=0.022W/mK and Euroclass B-s1,d0,
mechanically installed as per
manufacturers' specification

Visqueen Zedex Housing Grade Cavity Tray or equivalent
approved installed as manufacturers' specifications & detail

Tolerance
Depth at

Head
DMG at Cill

Total
Reduction in

Window
Frame size

Ground Level 10mm 5mm 15mm
First Level 10mm 15mm 25mm

Second Level 10mm 25mm 35mm

140mm timber frame studs @600mm
centres max, as per Timber frame
Supplier's design and specifications.

WEEPHOLE
max. 450mm spacing

(2 no. min at openings)

Zedex Cavity tray and weep hole
50 x 110mm Rockwool SCB or equivalent
approved cavity barrier

Vapour control layer lapped, taped and
sealed at perimeter/abutments/penetrations
to ensure continuity

INSIDE

EPDM membrane SIGA Fentrim 20
high-perfomance adhesive, or equivalent
approved, around the inner window
perimeter to ensure airtightness and
waterproofing
Mastic filler
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CDM REGULATIONS 2015
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FURTHER DETAILS OF THE RISKS IDENTIFIED BY DESIGNERS,
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CONSTRUCTION

Updated following Client's comments received on
09/09/24

A 22/01/2025 LM JM

Updated following Client's comments received on
01/02/25

B 04/02/2025 FC JM

Updated following Client's commentsC 27/02/2025 LM JM

Updated following Client's commentsD 28/02/2025 LM JM

Updated following Client's comments and meeting
dated 03/03/2025

E 04/03/2025 LM JM

Removed cavity tray fire rating as per contractor
comments

F 04/07/2025 LM JM

Updated following RFI and fire comp. meetingG 01/09/2025 FC JM
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