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Report conditions 

This report has been prepared by HK Hydrology Ltd. ("HK Hydrology") with reasonable skill, care, and diligence, in accordance with the 

agreed scope of work and terms of contract. The report is provided solely for the use of “the Client” (named on front of report) and 

should be interpreted in the context of the entire report, taking into account the specific purpose, limitations, and scope agreed upon. 

The conclusions and recommendations in this report are based on the conditions, information, and data available to HK Hydrology at 

the time of the assessment. These findings reflect the scope of services as described in the report and may not be applicable if conditions 

change or new information becomes available. HK Hydrology makes no warranty, express or implied, as to the accuracy or completeness 

of the information provided by third parties or any assumptions made during the assessment. 

This report relies on data and information provided by the Client and third-party sources. While these sources have been used in good 

faith, HK Hydrology has not independently verified the data unless otherwise stated. Accordingly, the conclusions and recommendations 

are subject to the accuracy and completeness of the data and conditions available at the time. 

This report is intended for the sole use of the Client for the specified project and purpose outlined herein. No responsibility or liability 

is accepted by HK Hydrology for use of this report by any third party or for purposes other than those for which it was originally prepared. 

Should the Client wish to share this report with third parties, HK Hydrology's prior written consent is required, and it must be 

acknowledged that HK Hydrology assumes no responsibility to such third parties. 

The recommendations provided in this report are based on current best practices, standards, and regulatory requirements as of the 

report date. Conditions such as climate, land use, and regulatory frameworks may change, potentially affecting the validity of the 

recommendations. HK Hydrology does not undertake to update or revise the report to reflect any such changes. The Client is advised 

to seek further professional advice if there are significant changes in circumstances. 

HK Hydrology’s liability arising from or related to this report, whether in contract, tort, negligence, or otherwise, is limited to the fees 

received for the services provided. HK Hydrology shall not be liable for any indirect, incidental, or consequential damages, including but 

not limited to loss of profits, business interruption, or loss of data. The Client assumes responsibility for any decisions or actions taken 

based on the report’s contents. 

This report is the intellectual property of HK Hydrology Ltd. and is protected by copyright. No part of this report may be copied, 

reproduced, or distributed without the prior written consent of HK Hydrology. If this report is received in error, the recipient must 

immediately notify HK Hydrology and destroy all copies in their possession. 

By accepting and using this report, the Client agrees to the terms and conditions set forth in this disclaimer. For further clarification or 

any questions regarding this disclaimer, please contact HK Hydrology Ltd. 



Thorney Down - SuDS Maintenance Plan 

1 Final 

1. Introduction 

1.1 Background 

Utilita Bowl was granted planning permission for landscaping/enhancement works in the 

southern part of the Boundary Lakes Golf Course, known as Thorney Down (the Site) in April 

2025. Condition 25 of the decision notice sets out the requirements for a maintenance plan 

for the surface water drainage network. The wording of this condition has been reiterated 

below for convenience. 

“Within 3 months of the date of this permission, details of the long term maintenance arrangements for all 

elements of the surface water drainage system, shall be submitted to and approved in writing by the Local 

Planning Authority. This shall include adherence to the measures set out in the submitted ‘Eastern Outfall & 

Ongoing Monitoring’ Statement dated 29/01/25. The drainage system shall thereafter be maintained in 

accordance with the approved details.”  

The purpose of this SuDS Maintenance Plan is to set out the principles for the long-term 

maintenance and management of the drainage system and to provide Utilita Bowl with a 

robust inspection and maintenance programme. The Plan will ensure the optimum operation 

of the proposed drainage elements throughout the operational lifetime of the Site, preventing 

an increased risk of flooding both on and off-site. 

This document brings together proposals for maintenance included within the original 2024 

sustainable drainage report as well as subsequent material submitted to the Hampshire LLFA 

over 2024 and 2025 outlining the maintenance arrangements for the eastern outfall and 

western drainage channel. This document should be read in conjunction with the  sustainable 

drainage report (HK Hydrology Ltd., 2024). 

This plan was revised in October 2025 to remove the previous proposals for rewilding of the 

western channel and to formalise regular maintenance tasks for the feature. 
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2. Maintenance Plans 

2.1 Plan details 

The implementation of an adequate maintenance strategy is important for the long-term 

functionality of a sustainable drainage scheme.  This section gives an overview of the 

maintenance requirements for the SuDS scheme, with a plan for upkeep and contact details 

for the responsible person. The schedule is not exhaustive and should be reviewed periodically 

and updated/adapted to suit the requirements of the constructed drainage system. 

Maintenance requirements for the included SuDS features have been set out based upon the 

recommendations of the CIRIA SuDS manual and are included within Table 2.1 below.   

In addition to the maintenance schedules below, Utilita Bowl requires site managers to inspect 

drainage systems after storm events, particularly around the basins, southern boundary and 

outfalls to ensure that the drainage system is functioning as designed. Additional monitoring 

and maintenance requirements in specific areas of he Site are outline in the following Sections.  

Table 2.1 Maintenance requirements 

Maintenance 

Activity Required Action Typical Frequency 

Channels, pipes, inlets and outlets 

Monitoring Inspect for evidence of poor operation – 

particularly around southern carrier drains  

Monthly. 

Regular 

maintenance 

Remove silt and debris. Bi-monthly or as required. 

Remedial 

actions 

Clear blockages, replace damaged or failed pipes 

or manholes. 

As required (if issue is noted 

during inspections). 

Filter drains 

Monitoring Inspect for evidence of poor operation and 

vegetation growth 

Monthly. 

Regular 

maintenance 

Remove litter and debris from trench surface As required. 

Remedial 

actions 

Replace sacrificial gravel top layer. Annually or as required. 

Remove any tree roots where they are 

encroaching the side of the features. 

 

As required. 
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Maintenance 

Activity Required Action Typical Frequency 

Ponds, basins and western channel 

Regular 

maintenance 

Rubbish and litter removal As required. 

Inlet/outlet clearing Quarterly or as required 

(depending on observed 

build up of sediment). 

Vegetation management (including 

reseeding areas of poor growth on occasion) 

As required. 

Remedial actions Desilting Once a year or as required. 

Bank repairs if any slippage or erosion 

has occurred 

As required. 

2.2 Specific requirements for monitoring in southern part of the Site. 

Monitoring of performance and ground conditions around the southern carrier drains, and 

newly installed highway drain along the A344 (Charles watt Way) / southern boundary will be 

of particular importance, with proposals for alterations will be considered should any issues 

be identified (e.g. ponding, boggy ground, or blockages etc.).  

Inspection of the area will be undertaken weekly and recorded on a standard checklist as part 

of routine maintenance operations. Should persistent/repetitive boggy/waterlogged 

conditions be noted, inspection of the drains will be undertaken via the inspection chambers 

and the pipework cleaned out if required. 

2.3 Specific requirements for monitoring the Eastern Outfall and downstream 
channel 

Monitoring arrangements for flows and ground conditions associated with the Eastern Outfall 

were submitted in January 2025 and subsequently agreed with the Hampshire LLFA. 

Surface water discharging from the outfall flows northwards along a small channel, merging 

with outflows from the northern lagoon sequence. A member of the course management team 

will inspect the outfall and the overland flow path weekly, and following significant rainfall 

events. Observations will be recorded on a standard checklist as part of routine maintenance 

operations. 

The inspections will confirm the absence of blockages, alterations to the overland flow route, 

persistent ponding (lasting more than one week) beneath tree canopies, and any visible 
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indicators of pollution (e.g. iridescent sheen or fine sediment deposition). If abnormal 

conditions are identified, a suitably qualified ecologist or drainage engineer will be consulted. 

In addition, quarterly ecological inspections will be undertaken by an experienced ecologist to 

assess the health of trees and associated habitats, including the understorey. If any 

deterioration in woodland condition is noted, appropriate engineering and habitat restoration 

measures will be implemented within four weeks—or at the earliest ecologically suitable 

opportunity—to prevent further decline and promote recovery. 

2.4 Access arrangements for western drainage channel 

The LLFA previously expressed concerns around the practicality of maintenance to the western 

drainage channel. This was summarised in the following statement: 

“Consideration will also need to be given as to how maintenance can be undertaken as the 
embankment slopes are prohibitively steep.” 

Maintenance requirements for the western channel are set out in Table 2.1. Landscaping work 

can be undertaken on the feature (to re-profile or remove sediment for example) as required, 

with access to the channel being available via the southern bank. The base of the channel was 

accessed as part of the landscaping works (to reprofile the channel bed) in 2023. The access 

route is illustrated in Figure 2.1. Routine maintenance will be undertaken around the outlet 

orifices on the downstream (northern) end of the feature (as per the arrangements for the 

remainder of the drainage network). Maintenance personnel will access the outlets on-foot 

from the access road to the northwest (illustrated in Figure 2.1). This route provides a shallow 

gradient for safe access. 
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Figure 2.1 Maintenance arrangements in west of Site 

2.5 Maintenance responsibilities 

The responsibility for maintaining the on-Site drainage infrastructure will lie with the Boundary 

Lakes Golf Course management (Course Grounds Manager). 

The club have a maintenance team which routinely undertake vegetation management and 

landscaping works around the course and will be well suited to the long term maintenance of 

the sustainable drainage infrastructure. 
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