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Location of trees, categorisation & protection/management proposals

Permission is granted to scale from this drawing for Local
Authority Planning Approval purposes relating to tree
protection measures only.   Where applicable this drawing is to
be read in conjunction with the arboricultural report.
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T = Tree, G = Group, H = Hedge,W = Woodland, AW = Ancient woodland, V = Veteran

Tree Species Category

Nominal
RPA

radius
(m)

Tree works

T18 Oak A 10.2

T19 Ash C 4.2

T20 Ash U

T21 Ash C 5.4

T22 Hawthorn U

T23 Ash C 7.2

T24 Cherry U

T25 Cherry C 4.5

T26 Beech C 3.9

T27 Oak A 11.1

T28 Ash C 5.1

T29 Holly C 3.6

T30 Ash U

T31 Ash C 5.7

T32 Holly C 2.4

T33 Ash C 6

T34 Holly C 3.3

T35 Oak A 13.2

T36 Ash C 5.7

T37 Oak A 9.6

T38 Oak B 5.7

T39 Oak B 3.3

T40 Oak B 8.4

G41 Ash C 2.4
Construction exclusion zone

Precautionary area

Application boundary

All retained trees
Carry out safety check and lift over site to 3-4 m as necessary

BS category U   Unsuitable for retention

BS category B   Trees of moderate quality

BS category C   Trees of low quality

Proposed drainage layout

BS category A     Trees of high quality

Protective barrier/fencing

G41 C
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T19 C

T20 U

T21 C

T22 U

T23 C

T24 U

T25 C

T26 C

T28 C

T29 C

T30 U

T31 C

T32 C

T33 C

T34 C

T36 C

Root protection area (RPA) boundaries 
for category C trees

A (High quality) B (Moderate quality) C (Low quality)

Fell for management

Fell for development G1

Prune for management

Prune for development

RPA in precau!onary area

Root protection area (RPA) boundaries 
for category A and B trees

How to use this plan
More detailed guidance on each Site Guidance Note (SGN) can be found in a printed hard copy
compilation of all the SGNs, Manual for Managing Trees On Development Sites version 3.0,
issued to the Site Manager at the pre-commencement site meeting (Note: This should be retained
on site throughout the duration of works). Additionally, an electronic pdf compilation of all the
SGNs, was submitted with this drawing to the local planning authority and the client.
Alternatively, a pdf of each SGN can be downloaded by:

1. clicking the image links in the electronic pdf version of this plan;
2. holding a mobile phone QR (Quick Response) code reader over the QR code in the

paper version of this plan; or,
3. visiting our website at https://www.barrelltreecare.co.uk/resources/technical-

guidance.

Ditch reinstated using

pre-established vegetated

coir matting containing

woodland mix and a light

covering of site soil

Existing hard surfacing

to remain in place and

unaltered.  

 - Removal of existing hard surfacing

Proposed close board fence

Lined attenuation crate system

Volume=108.5m³

5 Layers x permavoid PVPP150 

top level =12.22m 

base level = 11.47m 

Special precautions in accordance with SGN 7, 9 and 10 be taken

when establishing new kerb edge, drainage pipes and close

board fencing within existing area of hard surfacing.  

 - Installation of drainage proposals

 - Removal of existing hard surfacing

 - Establishment of soft landscaping 

Trees not shown on original topographical survey
T20, T21, T22, T24, T25, T26, T27, T28, T29, T30, T31, T32, T33, T34,
T39, T40, G41

Offsite trees 
T18, T19, T24, T27, T28, T29, T30, T31, T32, T33, T34, T35, T36, T37,
T39, T40, G41

 - Installation of close board fencing

Precautionary areas where

existing surfacing will be

removed carefully in

accordance with SGN 8


