
50mm wide concrete pin kerb

Concrete Slab Paving
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Sand bed laying course
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Concrete foundation and sub-base to
Engineer's detail and specification

Resin bound gravel surface course

MOT Type 1 well compacted sub-base to
Engineer's detail and specification

Geotextile membrane

Red tarmac surface course

50mm thick base course to Engineer's
detail and specification

MOT Type 1 sub-base to Engineer's detail
and specification
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NOTES:
This drawing is the copyright of Hyland Edgar Driver. It must not be copied or reproduced
without written consent. Only figured dimensions are to be taken from this drawing. All
contractors must visit the site and be responsible for taking and checking all dimensions
related to the works shown on this drawing.

One Wessex Way  Colden Common  Winchester  SO21 1WG                         t. 01962 711 600

H  E  D Landscape Architects
H y l a n d  E d g a r  D r i v e r

& Urban Designers

REVISION

DRAWING TITLE

PROJECT

DATE

SCALE @ 

DRAWING NUMBER

DRAWING STATUS

CLIENT

DRAWN BY CHECKED BY

H  E  D Landscape Architects
H y l a n d  E d g a r  D r i v e r

& Urban Designers

REVISIONS

                  A1

00

00  Issued for Planning                                              TE   24.11.2025
-     Draft Issue                                                           TE   07.11.2025

EASTLEIGH BOROUGH COUNCIL

AS INDICATED

AWLH

1560-HED-XX-XX-L-DR-0501

HARD SURFACE DETAILS - SHEET 2 OF 2

UPPER ACRE, ONE HORTON HEATH

PLANNING

31/10/2025

UNUSUAL RISKS
Construction:

Operations:

Maintenance:

Dismantling/Demolition:

SAFETY, HEALTH
AND ENVIRONMENT
INFORMATION

Unusual residual
hazards / risks, based
on experienced and
competent
contractors working to
approved method
statements.
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NOTES:
1.Refer to Landscape General Arrangement Plans for locations.

2. All kerb edges, concrete and asphalt surfaces to be found in the
Engineer's details.

3. Any discrepancies between drawings of different scale and
between drawings and specification where appropriate to be notified
to the LA for decision.

4. This drawing defines the design intent and finishes only.

2 1 : 10 @ A1
PAVING TYPICAL DETAIL: Concrete slab paving to residential entrances

5 1 : 10 @ A1
TYPICAL DETAIL: Resin bound gravel surface 6 1 : 10 @ A1

TYPICAL DETAIL: Red tarmac surface (to cyclist & pedestrian footpath through park)

1 1 : 10 @ A1
PLAN: Concrete slab paving to residential entrances

3 1 : 10 @ A1
PAVING DETAILS PLAN: Hazard Warning

4 1 : 10 @ A1
PAVING DETAILS SECTION: Tactile Paving
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