DISCLAIMER NOTES:

o THIS DOCUMENT IS COPYRIGHT OF THE ORIGINATOR AND MUST BE TREATED AS
CONFIDENTIAL

o THIS DOCUMENT MUST NOT BE ALTERED, REPRODUCED OR DISTRIBUTED WITHOUT
PRIOR WRITTEN CONSENT OF THE ORIGINATOR

o THIS DOCUMENT MUST NOT BE ALTERED - THE ORIGINATOR ACCEPTS NO RESPONSIBILITY
FOR ANY DISCREPANCIES ARISING AS A RESULT OF THE ORIGINATORS INFORMATION
BEING ALTERED BY OTHERS

o ANY DISCREPANCY MUST BE REPORTED TO THE ORIGINATOR

© DO NOT SCALE THIS DOCUMENT - USE FIGURED DIMENSIONS ONLY

o ALL DIMENSIONS MUST BE CHECKED ON SITE PRIOR TO COMMENCEMENT OF ANY RELATED
WORKS

o THIS DOCUMENT MUST BE READ IN CONJUNCTION WITH ALL SUPPORTING DOCUMENTS
PRODUCED BY THE ORIGINATOR AND OTHER PROJECT DISCIPLINES

o THE ORIGINATOR ACCEPTS NO RESPONSIBILITY FOR THE ACCURACY OF BACKGROUND
INFORMATION PRODUCED BY THIRD PARTIES - THIS MUST BE TREATED AS INDICATIVE
ONLY

o USERS OF THIS DOCUMENT ARE RESPONSIBLE FOR CHECKING WHICH REVISION IS
CURRENT

o THE DOCUMENT STATUS "INFORMATION" OR "PRELIMINARY", INDICATES THAT THIS
DRAWING IS FOR REFERENCE PURPOSES ONLY - THE ORIGINATOR WILL ACCEPT NO
RESPONSIBILITY FOR THE COMPLETENESS OF INFORMATION UNDER THIS STATUS

o THE DOCUMENT STATUS "RECORD" OR "AS BUILT" HAS BEEN PREPARED, IN PART, BASED
UPON INFORMATION FURNISHED BY OTHERS. WHILE THIS INFORMATION IS BELIEVED TO BE
RELIABLE, THE ORIGINATOR ASSUMES NO RESPONSIBILITY FOR THE ACCURACY OF THIS
"RECORD" OR "AS BUILT" DOCUMENT OR FOR ANY ERRORS OR OMISSIONS THAT MAY HAVE
BEEN INCORPORATED INTO IT AS A RESULT OF INCORRECT INFORMATION PROVIDED TO
THE ORIGINATOR. THOSE RELYING ON THE "RECORD" OR "AS BUILT" DOCUMENT ARE
ADVISED TO OBTAIN INDEPENDENT VERIFICATION OF ITS ACCURACY

DRAWING NOTES:

CDM REGULATIONS 2015
SIGNIFICANT OR NON-OBVIOUS RISKS AND RISKS WHICH ARE DIFFICULT TO MANAGE
ARE IDENTIFIED ON THIS DRAWING USING THE FOLLOWING SYMBOL IDENTIFIED TO 2

THE RIGHT WITH BRIEF ACCOMPANYING TEXT. FOR FURTHER DETAILS OF THE RISKS
IDENTIFIED BY DESIGNERS, REFERENCE SHOULD BE MADE TO CDM HAZARD
REGISTER.

EXTERNAL REFERENCES:

THIS INFORMATION & RIDGE & PARTNERS LLP CIVIL 3D & ASSOCIATED 3D OUTPUTS ARE
BASED UPON THE FOLLOWING INFORMATION FROM THE DESIGN TEAM

ARCHITECT REFERENCE:
AXIS MASON DRAWING No. 4101-AXM-00-00-DR-A-0500 REV. T3 (DATED 11/09/2023)

SURVEY REFERENCE:

SURVEY DWG No. ENC/ONE-HH-FEB21 (FEBRUARY 2021)
IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THIS INFORMATION IS CURRENT
PRIOR TO CONSTRUCTION

—————————————— EV DUCT ROUTE 0—5m
HOUSES —100mm DUCT
______________ EV DUCT ROUTE 5-10m H_ATS ~150mm DUCT FOR
______________ EV DUCT ROUTE 10—15m> UP TO 3 CABLES PER DUCT.
WHERE MORE THAN 3 UNITS
—————————————— EV DUCT ROUTE 15-20m| SERVED PER RUN AN ADDITIONAL

______________ EV DUCT ROUTE 20—25m| DUCT IS TO BE PROVIDED

-------------- EV DUCT ROUTE 25-30m] FLATS — 150MM DUCT FOR UP

TO 3 CABLES PER DUCT

-------------- EV DUCT ROUTE 30—35m > MORE THEN 3 UNITS SERVED
PER RUN AN ADDITIONAL DUCT
IS TO BE PROVIDED

SACRIFICIAL EV CHARGING POST SLAB 100mm THICK.
0 DUCT TO BE TURNED UP TO THE CENTRE OF THE SLAB
AND CAPPED OFF AND THE SLAB CAST IN SITU.

E:B PROPOSED ATTACH TO WALL

—————————————— EV DUCT ROUTE 35-40m
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