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Introduction

Introduction

Site Description

This technical addendum has been written to provide additional information from the Overarching
Energy and Sustainability Strategy for The Folds Reserved Matters (RM) application at One Horton
Heath (OHH).

The Folds is 13.92ha, situated in the north-easternmost part of the OHH site. The RM submissions is for
the erection of 629 dwellings with associated public open space, landscaping, and cycle and vehicular
parking. The dwellings will consist of:

e 373 apartments (mix of 1- and 2-bed flats and maisonettes)
e 257 houses (mix of 2-, 3- and 4-bed houses)

This report will contain further information regarding parcel-wide carbon reduction and mitigation to
overheating for the proposed developments.

Topics Covered

Carbon Reduction

For demonstrating carbon reduction, the Eastleigh Borough Local Plan 2016-2036 has Policy DM2
(Environmentally Sustainable Development), which states that all new build residential development (C3
Use Class only) must achieve at the time a Reserved Matters or Full Planning Application is submitted:

a) 19% improvement in predicted carbon emissions, compared with the building regulations standard
current at the time, through increased energy efficiency of the building fabric, unless this is
superseded by an updated building regulations requirement equivalent to ‘zero carbon homes’.

This report will provide high level calculations to show that the RM development is achieving a 19%
reduction in carbon emissions from a Part L 2021 baseline.

Overheating

Policy DM3 of the Eastleigh Borough Local Plan (2016-2036) focuses on adaptation to climate change.
It encourages that developments are designed to reduce the risks of overheating, through building
design and orientation. The Environmentally Sustainable Development SPD also contains a policy
regarding the minimisation of overheating risks in new developments in ESD5.

A high-level overheating assessment was requested to demonstrate a balance between daylighting
levels, overheating protection, purge ventilation requirements, cost and aesthetics alongside security
and safety considerations. Assessment have been undertaken in line with Part O compliance, for a
sample of dwelling typologies.

One Horton Heath | Eastleigh Borough Council | Energy and
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1 Energy and Carbon Reduction

High-level energy calculations have been undertaken against Part L 2021 Building Regulations to
demonstrate a 19% reduction is seen within the development.

A representative sample of dwelling types from across the OHH development have been used and
scaled up to the proportion of houses and apartments within the Folds accommodation schedule. The
assumed building fabric u-values and systems are defined within the table below:

Table 1 Assumed building components for proposed dwellings

Component Houses Apartments
External Wall 0.17 W/m?K

Exposed Floor 0.13 W/m?K

Roof 0.13 W/m?K

Glazing 1.10 W/m2K

External Door 1.00 W/m2K

Air Permeability 4 m¥h/m? @ 50Pa

Ventilation Natural Ventilation Meche(lgilczzgl 8/ ¢1ag;ilation
Hesting an Hot water | " SPTEHES Eurp (0O 17) it vt e
Lighting Efficient LED lighting

*For thermal bridging, a good performance has been assumed which will require bespoke calculations or adherence to a certified scheme

The Standard Assessment Procedure (SAP) was completed with the above information, and the results have been
summarised below:

Table 2 Estimated site-wide reduction against a Part L 2021 Baseline

Annual Performance Measure Actual % Reduction
5 | COz emissions (kg COz/m?) 12.6 5.8 54%
o
E Primary Energy (kWh/m?2) 66.2 61.0 8%
£ Fabric Energy Efficiency (kWh/m?) 35.7 31.7 1%

If a ground source heat technology was chosen over an air source heat pump, this is likely to have a
minimal effect on the carbon performance. Further energy reductions could be achieved with the
addition of PV to the roof of the dwellings or apartment blocks.

One Horton Heath | Eastleigh Borough Council | Energy and
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2 Overheating

The simplified Part O overheating methodology is the primary assessment which has been undertaken
to determine risk of overheating within the proposed design. The design needs to balance daylighting
levels, overheating protection, purge ventilation requirements, cost and aesthetics alongside security
and safety considerations (such as Building Regulations Part K and B1).

Simplified Overheating Methodology

For the simplified methodology, the building’s overheating risk category is based on location and
whether it is cross-ventilated. This is used to select the relevant guidance for both of the following
purposes:

a) To limit unwanted solar gains in summer

b) To provide an appropriate means of removing excess heat from the indoor environment

The proposed development is in a ‘moderate risk’ location, and a mix of house and apartment
typologies have been assessed, both with and without cross-ventilation. The dwellings selected are
expected to be a worst-case scenario, where the largest glazed fagade is south facing. The criteria for
meeting overheating requirements are stated in the below tables:

Table 3 Limiting solar gains

Limiting solar gains for buildings or parts of Limiting solar gains for buildings or parts of
Largest glazed buildings with cross-ventilation buildings without cross-ventilation
. . ) ) B = Maximum area of ) . B = Maximum area of
facade orientation A =Maximum area of glazing o A =Maximum area of glazing o
glazing in the most glazed glazing in the most glazed
(% floor area) (% floor area)
room (% room floor area) room (% room floor area)
North 18 37 18 26
East 18 37 18 26
South 15 30 15 15
West 11 22 11 11

Table 4 Removing excess heat

Buildings or parts of buildings should equal or exceed the minimum free areas

Minimum free areas for buildings or parts of Minimum free areas for buildings or parts of
buildings with cross-ventilation buildings without cross-ventilation
C =Total minimum free area | D = Bedroom minimum free |C = Total minimum free area | D = Bedroom minimum free
(the greater of the area (the greater of the (the greater of the area (the greater of the
following): following): following): following):
FL
oorarea 9% 4% 12% 4%
(+room area)
Glazing area 55% - 80% -

One Horton Heath | Eastleigh Borough Council | Energy and
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For the assessment, the following assumptions have been used:

o Windows are assumed to be openable to 90°, with the following exceptions:
» Rooflights which were assumed to be openable to 10°.
»  Full-height windows at ground floor level were assumed to be openable to 20°, which is
a conservative assumption.
»  Windows where the sill is under 1.10m above finished floor level — these windows are
restricted to a 100mm opening width.
»  Windows above ground floor in apartment blocks - these windows are restricted to a
100mm opening width.
e Front doors were not considered ‘free areas’, due to security risks, but garden patio doors are.

o Equivalent areas were utilised for the free area criterion because this better accounts for how
different opening types will reduce the amount of air flow by both affecting the way air flows and
reducing the physical area. Equivalent areas were calculated using the guidance in Part O
Appendix D.

Drawings for planning (dated 12-11-2025) were utilised for the assessment, to obtain dimensions and
layouts for window locations. There is a possibility that these designs will change, but these were
accurate at the time of assessment.

Simplified Overheating Results

Minimum Free Area

Maximum Glazed Area

Typology Vv Cr_o == :

BV Total Dwelling  Most Glazed Room Total Bedroom
House Type 15 Yes Fail Pass Pass Pass
House Type 91 Yes Pass Pass Fail Pass
Block F 1B2P No Pass Fail Fail Fail
Block F 2B4P No Fail Fail Fail Fail

Table 5 Simplified overheating results

The assessed typologies have the largest glazed fagade orientated south, therefore represent some of
the dwellings most at risk to overheating within The Folds parcel. The houses both feature cross-
ventilation, though only the larger house type passes the total glazing criteria as HT15 has a large area
of glazing with a smaller total internal area. However, HT15 passes the total minimum free area criterion
of this same reason, whilst HT91 fails the total minimum free area for the whole dwelling; some
elements pass, such as the bedroom spaces, but failing the other criterion results in an overall failure.
To pass the total minimum free area criterion, there would need to be an increase to the openable area
of windows across the dwelling, which would in turn increase the free area. A standardised OHH house
type has been modelled utilising dynamic thermal modelling and CIBSE TM59, to provide a more
detailed insight into the risk and design solutions for overheating in houses.

The apartments are not cross ventilated, therefore have stricter requirements to pass simplified
overheating criteria. Whilst the 1B2P flat passes the total dwelling glazed area criterion, the 2B4P flat
fails all four criteria, with the 1B2P flat failing to meet the remaining three. Due to the tighter thresholds
instructed for a non-cross ventilated dwelling and the restrictions on openable area, the flat does not
perform well under a simplified overheating assessment. The apartments will have mechanical

One Horton Heath | Eastleigh Borough Council | Energy and
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ventilation incorporated into the design; therefore, a standardised OHH flat typology has been assessed
utilising dynamic thermal modelling and CIBSE TM59, to provide a more detailed insight into the
overheating risk and required flow rates for mechanical ventilation.

The simplified assessment provides advice for the maximum glazed areas and minimum free
areas, which could be utilised within the design, where feasible. This includes reviewing fixed
windows to design for more openable windows, or increasing the angle at which restricted
windows can open to. A detailed dynamic model has been developed for one standardised flat
and house type, to more accurately assess the risk of overheating.

Dynamic Thermal Modelling Overheating Methodology

A dynamic thermal model has been produced, using IES Virtual Environment, to more accurately reflect
the conditions of the spaces for a typical flat and house within the wider One Horton Heath
development. This detailed analysis helps to identify how vulnerable the assets are for both 2020 and
2050 weather files and suggests some high-level design advice for the dwellings. The TM59
methodology introduces two criteria designed to test the dwellings for overheating risk:

e Criterion (a) - For living rooms, kitchens and bedrooms: sets a limit for the number of hours that
the operative temperature can exceed the threshold comfort temperature (upper limit of the
range of comfort temperature) by 1°K or more during the occupied hours of a typical non-
heating season (1st May to 30th September). This criterion dictates 3% of occupied hours as a
threshold.

e Criterion (b) - For bedrooms only: to guarantee comfort during the sleeping hours the operative
temperature in the bedroom from 10 pm to 7 am shall not exceed 26°C for more than 1% of
annual hours. (1% of the annual hours between 22:00 and 07:00 for bedrooms is 32 hours).

e For when homes are predominantly mechanically ventilated, the criteria changes: For homes
with restricted window openings, the CIBSE fixed temperature test must be followed, i.e., all
occupied rooms should not exceed an operative temperature of 26°C for more than 3% of the
annual occupied annual hours (CIBSE Guide A (2015a)).

Key assumptions which are made during the modelling process include all internal gains defined by the
TMS59 profiles, and that the u-values are the same as those used for the energy calculations (Table 1).
Solar gains are calculated automatically by the modelling software based on the orientation of the
building, transmission coefficients of the glazing and solar angles. The weather file for Southampton has
been used for the simulations.

A strategy of openable windows will be initially utilised to reduce the overheating risk in the bedrooms
and living rooms via natural ventilation. All windows are assumed to be openable to 90°, with the
following exceptions:

e Balcony doors will open to 90°.

o Windows (above ground floor) where the sill is under 1.10m above finished floor level — these
windows are restricted to a 100mm opening width, in line with Part O guidance.

o Windows (above first floor, especially relevant for apartment buildings) - these windows are
restricted to a 100mm opening width, in line with Part O guidance (unless otherwise stated).

One Horton Heath | Eastleigh Borough Council | Energy and
Sustainability Strategy Technical Addendum — The Folds | PO3 6



Energy and Sustainability Strategy Technical Addendum — The Folds
2 Overheating

There are no known acoustic or air quality constraints to the site, therefore windows can be opened at
all times of the day, in line with Part O opening profile criteria. All internal doors are modelled as open
but follow the opening profiles within the Part O guidance (which requires bedroom door to be closed
during the night). The g-value for windows has been assumed at 0.5, unless otherwise stated.

Individual assessments for Part O will form part of the technical design scope and indicate if any
specific dwellings will require additional cooling measures.

Dynamic Modelling Overheating

Results [

- g <
Apartment s o
Two approaches have been presented to ] AL -
demonstrate a route to compliance with Part O I N . s
requirements for a standardised south-facing 2-bed ®) 2wodas gy 1

sopoy /oNIAN

flat (shown in Figure 1): D""‘-‘,I'“#;ga":’l“’ aqﬂ :l . |
y I‘I‘I M F-H-"‘ :| ::|

e Scenario 1: An alteration to the window

opening width; or o/l

e Scenario 2: An alteration to the mechanical
ventilation flow rate if window opening widths w3
cannot be increased. =

The results for the two weather files, 2020 and 2050, are
presented below.

Figure 1 Standardised 2-bed flat

Scenario 1

2020 weather file Single Double Bedroom | | ./ 4/e Single Double
(4/5) Bedroom (3) (211) €19 Bedroom (3) Bedroom (2/1)
Window restrlctloon 90° 200mm 200mm/ 90° 100mm 100mm
(mm or degree °) 100mm
VIR R R e ; - ; 10 Uis 10 Uis 10 Uis
ventilation (I/s)
Scenario 1
2050 weather file Single Double Bedroom | | /0y (“5) Single Double
(4/5) Bedroom (3) (211) Bedroom (3) Bedroom (2/1)
Window restrlct:)on 90° 600mm 600mm/ 90° 100mm 100mm
(mm or degree °) 100mm
Rl T o] 10 I/s 10 l/s 10 I/s 10 l/s 351 30 I/s
ventilation (I/s)

Table 6 Dynamic modelling overheating results showing different design requirements for a 2-bed flat.

The modelling shows that for 2020, if windows are restricted to a 100mm opening width which is the
most likely scenario, then a background mechanical ventilation of 10l/s would be required in all living
spaces to satisfy the overheating criteria. Alternatively, if the opening width could be increased by an
additional 100mm to Window 2 in the Double Bedroom, this would remove the need for mechanical
ventilation. A guard or other safety measure would be required for Scenario 1 to be a viable option.

One Horton Heath | Eastleigh Borough Council | Energy and
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For the future weather file 2050, under Scenario 2, flow rates of between 10-35I/s would be required
across the flat to ensure all spaces can achieve the required internal temperatures. However, if window
opening widths can be altered, then this significantly reduces the reliance on mechanical ventilation. It
has been demonstrated that Window 2 and Window 3 (Figure 2, below) would require an opening of
600mm to bring flow rates down to 10l/s across all spaces. This would only be possible if a guard was
installed to ensure the safety of users.

. Assumed unopenable window

Double Bed Single Bed L/K/D

Figure 2 Flat window labelling for dynamic modelling

Within the Folds proposed site layout, the apartments are orientated in a variety of directions. The
window format for the kitchen/dining/living areas is very similar to that modelled within this standardised
design, with most bedrooms featuring full-height glazing. Some bedrooms also feature smaller windows
like those modelling within the Single Bedroom in the standardised model. Therefore, the area of
glazing within most flat types within the Folds is likely equivalent to that within the standardised design.
All windows and doors are expected to operate on the same opening profile as the standardised design.
This model is therefore appropriate for use at the Folds, for the purpose of the RMA.

This dynamic assessment provides an indication to the expected overheating risk to flats based
on a standardised design, for a worst-case scenario where the glazing is south facing. It
indicates the expected mechanical ventilation flow rates that would required under different
conditions. Individual assessments for Part O will form part of the technical design scope and
indicate if any specific dwellings will require additional cooling measures.

One Horton Heath | Eastleigh Borough Council | Energy and
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House 2 }
—— I =]
Two dynamic modelling scenarios have been 307t 7_,351'26033 o
presented to demonstrate a route to compliance - ! |
with Part O requirements for a standardised 2-bed saoonk [ '
house, where the main glazed fagade is south- 14.21m? |

facing (shown in Figure 3): " Bedroom

12.83m?

e Scenario 1: One openable pane per
window set which is opened to its
P —

maximum angle (side-hung: 90°, top-hung: =
45°) and a g-value set at 0.5. [ W

=

e Scenario 2: All double windows are made
openable to their maximum opening angle
(side-hung: 90°, top-hung: 45°), a
decreased g-value of 0.2 is used for south-
facing and the kitchen/dining glazed doors,
the removal of a windowpane (within
Bedroom 2) and ensuring that the first-floor
landing window and bathroom window
remain open overnight.

Store WwC

1.87mz2 [}
Dining / Kitchen

U
l :-"L./,".E‘L__\\ﬂa.ﬁmz

Home g
Office ™. B.60m {
ﬁ =] =]

After Scenario 1, multiple iterations of the model a - T
were produced, to explore ways to reduce the risk
of overheating. Through this process, Scenario 2
was formulated, focused upon parameters
throughout assessed spaces that are less likely to result in significant alterations to the visual
appearance of the design. The opening profile for the windows can be seen in Appendix B. The results
for the two weather files, 2020 and 2050, are presented below (where the room fails, the result for that
criterion has been provided — this figure is in line with the metric specified in the methodology on pg. 6):

Scenario 1 Scenario 2

Living Room
14.21m?

7

Hallway

Figure 3 Standardised 2-bed house

2020 2050 2020 2050
Criterion  Criterion  Criterion  Criterion | Criterion  Criterion  Criterion  Criterion
(a) (b) (a) (b) (a) (b) (a) (b)
. Fail Pass
GF - Living room Pass - (3.5%) - Pass - (2.1%) -
.. . Fail Pass
GF - Dining/Kitchen Pass - (5.2%) - Pass - (2.6%) -
1F - Bedroom 1 Pass Pass Pass Pass Pass Pass Pass Pass
Fail Pass
1F - Bedroom 2 Pass Pass Pass (109h) Pass Pass Pass (30n)

Table 7 Dynamic modelling overheating results showing different design requirements for 2-bed house

Under both Scenario 1 and Scenario 2 for 2020, all overheating requirements are met. However, for the
2050 future weather file, only 1 of the 4 assessed spaces passes. In order to increase natural
ventilation, additional windows were set as openable (as shown in Figure 4, original openable windows
can be found in Appendix B). To reduce solar gains within the dwelling, a g-value of 0.2 was applied to
all-south facing windows as well as the double-glazed doors within the kitchen/dining. Combined, these
measures safeguard the ground floor living spaces from overheating in a future weather file scenario.

One Horton Heath | Eastleigh Borough Council | Energy and
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. .
West and South Facing Nortn and East Facin

Opening Type

.XTRNOOOO (Closed) EXTRNOOIZ (W05 - Landing/ Bath - Side Hung - 90°)
[ XTRNODO2 (GDO1 - KD - Side Hung - 90°) [l XTRNOO13 (W06 - KD - Top Hung - 457)

[l XTRNOOO6 (WO1 - Living - Side Hung - 90°) [C]XTRNOO14 (WO7 - Bed - Side Hung - 90°)

[ XTRNOOO7 (W02 - Hall - Side Hung - 90°) [ XTRNOO15 (IDO2 - Bed)

[C] XTRNODO8 (WO3 - KD - Side Hung - 90°) [l XTRNOO16 (IDO1 - LKD)

[l XTRNOO10 (W04 - Bed - Side Hung - 90°) [l XTRNOO17 (W08 - Living - Side Hung - 90°)

[B] XTRNOO11 (W09 - Living - Side Hung - 90°) [l XTRNOO18 (W10 - WC - Side Hung - 90°)

Figure 4 House window labelling for dynamic modelling in Scenario 2

Bedroom 1 does not struggle with overheating, as although it has more windows, it benefits from a
greater night purge ventilation effect through the cross ventilation of windows on opposite sides of the
room.

The internal layout means that the above strategy is not possible for Bedroom 2. Consequently, initial
results showed a significantly increased number of overnight hours above the 26°C threshold. In
addition to opening both upper windowpanes and applying a g-value of 0.2, the lower unopenable (as
marked up in Figure 4) was removed from the design to further reduce heat gain. Whilst internal doors
were modelled as closed overnight, the cooling which is seen by having the first-floor landing window
and first-floor bathroom window open help the dwelling to cool at night. Combined, these additional
measures help to ensure that Bedroom 2 poses a low overheating risk a future weather file scenario.

Within the Folds proposed site layout, the houses are orientated in a variety of directions, with a portion
the homes with the front or rear of the property facing south. Many of the living rooms within the Folds
masterplan have living rooms which feature cross ventilation from opposite fagades, or on adjacent
external walls. The glazed area for the downstairs of the property is similar to that modelled within this
standardised design, although due to the large single glazed pane in the living room, there may be a
reduced openable area in this space. A small selection of house types within the Folds have bedrooms
which feature cross ventilation, such as HT89 and HT17, and another portion of houses which have
windows on adjacent fagades such as HT20, HT06 and HTO1. Throughout the designs, a mix of
bedrooms have full-height glazing, with most spaces having the option for two openable windows, many
with an openable area similar to the standardised model. All windows and doors are expected to
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operate on the same opening profile as the standardised design. This is therefore appropriate for use at
the Folds, for the purpose of the RMA.

This dynamic assessment provides an indication to the expected overheating risk to houses
based on the example design, for a dwelling which has its most glazed fagade south-facing. By
increasing the number of openable windows, decreasing the g-values of the glass, and removing
large unopenable panes of glazing, this can mitigate the risk of overheating in habitable spaces.

This knowledge can be used by the design team to be confident that the majority of dwellings
will likely be able to meet the overheating criteria, with a worst-case scenario focused on here.
Individual assessments for Part O will form part of the technical design scope and indicate if any
specific dwellings will require additional cooling measures.

One Horton Heath | Eastleigh Borough Council | Energy and
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Appendix A Simplified Overheating Results

Approved Document O - Simplified Method Report

Created in the Elmhurst Overheating tool - For use in England only

Building and Site Details

Residential building name/number

House Typology 15 [2B4P)

County

Postcode

Proposed building use/type of building R esidential
esigentia

Are there any security, noise or pollution issues?
MNone known

Site Detail

e berats Moderate risk locotion with cross ventilation

Results

Target Result Pass/Fail?

Maximurmn area of glazing (%) 15% 6365 Fail
Maximum area of glazing in the 20% 25.35% Pass
most glazed room (%)
Total mini fi %

otal minimum free area as = 8.7 Pass

floor area [m?)
Total minimum free area %
glazing area [m?

7.6 8.27 Pass

The greater of the minimum free area( ficor area or glazing area) shouid pass - Highlighted yellow
Bedroom 1 minimum free area (m|
( 0.49 1.29 Pass
Bedroom 2 minimum free area [m
( 0.51 0.76 Pass

Bedroom 3 minimum fres orea ://////////Z%////%f////////%%////% b
Bedroom 4 m-lnl-mum free area WWWW Pass

Dwelling overall result Fail
One Horton Heath | Eastleigh Borough Council | Energy and
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Building and Site Details
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Approved Document O - Simplified Method Report

Created in the Elmhurst Overheating tool - For use in England only

Residential building name/numicer

House Typology 71 {485P)

Proposed building use/type of building

Residential

Are there any security, noise or pollution issuesg

None known

Site Details

Moderate risk location with cross ventilation
Results
Target Result Pass/Fail?
Maximum crea of glazing (%) 15% 10.57% Pass
Maximum area of glazing in the
most glazed room (%) 0% 21.73% Pass
Total minimum free area as % NES 797 Eail
floor area [m?)
Totcx.l rminimurmn free area % 7.5 707 Pass
glozing area [m3)
The greater of the minimum free area( floor area or glazing area) shouid pass - Highlighted yeliow
Bedroom 1 minimum free area (m 0.54 163 Poss
Bedroom 2 minimum free area (m 0.63 078 EoE
Bedroom 3 minimum free area (m 0.8 084 Pon
Bedroom 4 minimum free area (m 0.6 078 Pass
Bedreom 5 minimum free area [m //////// //% //4///// //
iea paie P
Dwelling overall result Fail

Approved Document O - Simplified Method Report

Created in the Elmhurst Overheating tool - For use in England only

& elmhurst
energy

Building and Site Details

Residential building name/number

Flat Typology Block F [1B2P]

street

Town

County

Postcede

Proposed building use/type of building

Residential

Are there any security, noise or pollution issues?

None known

site Details

Moderate risk location with no cross ventilation

Results

Bejroom 2 anTmUm :ee areo [m PF: :S

e =2 [ e

Bedro-om 5 minimum free areq %//////%%////%%///////% i
o2 Horlon Healh | Bastich Borough Sounal | Energy and
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Appendix A Simplified Overheating Results

% elmhurst

Building and Site Details

Approved Document O - Simplified Method Report

Created in the Elmhurst Overheating tool - For use in England only

Residential building name/number

Flat Typology Block F [2B3P]

Proposed building use/type of building

Residential

Are there any security, noise or pollution issues?

None known

site Details . . . -
Moderate risk location with no cross ventilation
Results
Target Result Pass/Fail?

Maxi f glozing (%

aximum area of glazing (%) 15% 16.10% Fail
Maximum area of glazing in the 15% 25.90% Fail
most glazed reom (%)
Total minimum free arec as % 734 298 Fail
floor area (m?)
Total mi f %

otal minimum free arec 233 298 Fail
glozing area (m?)

The greater of the minimum free areaf fioor area or giazing area) should pass - Highfighted yeflow’

Bed 1 mini fre

edroom 1 minimum free area [m) 0.7 013 Fail
Bedroom 2 minimum free area (m| 030 017 Fail

Bedroom 3 minimum free area (m|

Bedroom 4 minimum free area (m|

Bedroom 5 minimum free area (m|

Dwelling overall result

Fail

One Horton Heath | Eastleigh Borough Council | Energy and
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Energy and Sustainability Strategy Technical Addendum — The Folds
Appendix B House Window Openings

Appendix B House Window Openings

Scenario 1 Openable Windows with Angle of Opening

Opening Type
.XTRNGODO (Closed)
[ XTRNO0O2 (GDO1 - KD - Side Hung - 90°)

Il XTRNOOO6 (WO1 - Living - Side Hung - 90°)

[C]XTRNOOO7 (W02 - Hall - Side Hung - 90°) T
.XTRNOOOB (W03 - KD - Side Hung - 907) ——
.XTRNOO].O (W04 - Bed - Side Hung - 907) —
[l XTRNOD18 (W10 - WC - Side Hung - 90°) -

Opening Type

Il XTRNOOOO (Closed)

.XTRNOOOZ (GDO1 - KD - Side Hung - 90%)
.XTRNOOOG (WO1 - Living - Side Hung - 907)
DXTRNOOOT (W02 - Hall - Side Hung - 907)
.XTRNOOOB (W03 - KD - Side Hung - 90°)
.XTRNDOID (W04 - Bed - Side Hung - 90°)
.XTRNOOII (W09 - Living - Side Hung - 90°)
.XTRNOOIZ (W05 - Landing/ Bath - Side Hung - 90%)
[l XTRNOO18 (W10 - WC - Side Hung - 90°)

One Horton Heath | Eastleigh Borough Council | Energy and
Sustainability Strategy Technical Addendum — The Folds | PO3
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Energy and Sustainability Strategy Technical Addendum — The Folds

Appendix B House Window Openings

Scenario 2 Full list of Window Opening Profiles

GDO01 - KD - Side Hung - 90° 90 80.0% ADO section 2.6a (day)

W01 - Living - Side Hung - 90° 90 57.5% ADO section 2.6a (day)

W02 - Hall - Side Hung - 90° 90 46.1% ADO section 2.6a (day)

W03 - KD - Side Hung - 90° 90 54.7% ADO section 2.6a (day)

W04 - Bed - Side Hung - 90° 90 47.6% ADO section 2.6a+b (day & night)
W05 - Landing/ Bath - Side Hung - 90° 90 49.1% ADO section 2.6a+b (day & night)
W06 - KD - Top Hung - 45° 45 37.3% ADO section 2.6a (day)

W07 - Bed - Side Hung - 90° 90 45.8% ADO section 2.6a+b (day & night)
W08 - Living - Side Hung - 90° 90 52.1% ADO section 2.6a (day)

WO9 - Living - Side Hung - 90° 90 50.5% ADO section 2.6a (day)

W10 - WC - Side Hung - 90° 90 50.9% ADO section 2.6a (day)

IDO1 - LKD ) 80.0% g);ogontinuously during 0900 to
ID02 - Bed _ 80.0% é);oc(:)ontinuously during 0700 to

One Horton Heath | Eastleigh Borough Council | Energy and
Sustainability Strategy Technical Addendum — The Folds | PO3 17



With every community, we redefine what's possible.

Stantec is a global leader in sustainable
engineering, architecture, and environmental
consulting. The diverse perspectives of our
partners and interested parties drive us to think
beyond what'’s previously been done on critical
issues like climate change, digital transformation,
and future-proofing our cities and infrastructure.
We innovate at the intersection of community,
creativity, and client relationships to advance
communities everywhere, so that together we can
redefine what's possible.

Stantec Hydrock Limited
Merchants' House North
Wapping Road

Bristol

BS1 4RW

UNITED KINGDOM
stantec.com






