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WARM AC20 DENSE BIN 40/60 PEN (IN ACCORDANCE TO
MCHW 0900, CLAUSE 908)

WARM AC32 DENSE BASE 40/60 PEN (IN ACCORDANCE
TO MCHW 0900, CLAUSE 908)

TYPE 1 SUB-BASE ONLY LAYER

CAPPING LAYER 6F5/6F2

SMA 10 SURF PMB 75/130-75, MINIMUM BINDER CONTENT
6.5%, MINIMUM PSV 65, MAXIMUM AAV OF 14

5.000 CARRIAGEWAY - ASPHALT
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ARCHITECT'S SPECIFICATION 6.000  CARRIAGEWAY - BLOCK PAVED (MARSHALL'S TEGULA OR EQUIVALENT)
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VERGEVERGE 5.000 PARKING BAY - PERMEABLE ASPHALT
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LANDSCAPE ARCHITECT
SPECIFICATION

VERGE - TO LANDSCAPE
ARCHITECT'S SPECIFICATION
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SURFACE COURSE ULTISUDS (NOMINAL AGGREGATE SIZE: 10mm)

BINDER COURSE ULTISUDS (NOMINAL AGGREGATE SIZE: 32mm)

SINGLE SIZED COARSE GRADED AGGREGATE (10 - 63mm NOMINAL SIZE)

DENSE ASPHALT CONCRETE BINDER COURSE
AC20 DENSE BIN 100/150 TO BS EN 13108-1

DENSE ASPHALT CONCRETE SURFACE COURSE AC6
DENSE SURF 100/150 TO BS EN 13108-1. MIN. PSV.

GRANULAR SUB-BASE TYPE 1

DENSE ASPHALT CONCRETE
BINDER COURSE AC20 DENSE
BIN 100/150 TO BS EN 13108-1

DENSE ASPHALT CONCRETE
SURFACE COURSE AC6 DENSE SURF
100/150 TO BS EN 13108-1. MIN. PSV.

GRANULAR SUB-BASE TYPE 1

SURFACE COURSE ULTISUDS (NOMINAL AGGREGATE SIZE: 10mm)

BINDER COURSE ULTISUDS (NOMINAL AGGREGATE SIZE: 32mm)

SINGLE SIZED COARSE GRADED AGGREGATE (10 - 63mm NOMINAL SIZE)

WARM AC20 DENSE BIN 40/60 PEN (IN ACCORDANCE TO
MCHW 0900, CLAUSE 908)

WARM AC32 DENSE BASE 40/60 PEN (IN ACCORDANCE
TO MCHW 0900, CLAUSE 908)

TYPE 1 SUB-BASE ONLY LAYER

CAPPING LAYER 6F5/6F2

SMA 10 SURF PMB 75/130-75, MINIMUM BINDER CONTENT
6.5%, MINIMUM PSV 65, MAXIMUM AAV OF 14

DENSE ASPHALT CONCRETE BINDER COURSE
AC20 DENSE BIN 100/150 TO BS EN 13108-1

DENSE ASPHALT CONCRETE SURFACE COURSE AC6
DENSE SURF 100/150 TO BS EN 13108-1. MIN. PSV.

GRANULAR SUB-BASE TYPE 1

LIGHTLY WEATHERED BLOCK PAVING,
RESEMBLING NATURAL STONE SETTS

SAND LAYING COURSE

WARM AC32 DENSE BASE 40/60 PEN (IN
ACCORDANCE TO MCHW 0900, CLAUSE 908)

TYPE 1 SUB-BASE ONLY LAYER

CAPPING LAYER 6F5/6F2
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Client/Project

Issue Status

This document is suitable only for the
purpose noted above.

Use of this document for any other
purpose is not permitted.

Notes
UTILITIES NOTE: The position of any existing public or private sewers, utility services, plant or
apparatus shown on this drawing is believed to be correct, but no warranty to this is
expressed or implied.  Other such plant or apparatus may also be present but not shown.
The Contractor is therefore advised to undertake their own investigation where the
presence of any existing sewers, services, plant or apparatus may affect their operations.
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The Contractor shall verify and be responsible for all dimensions. DO NOT scale the drawing.
Any errors or omissions shall be reported to Stantec without delay.
The Copyrights to all designs and drawings are the property of Stantec.
Reproduction or use for any purpose other than that authorised by Stantec is forbidden.
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NOTES:

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL OTHER
ENGINEER'S AND LANDSCAPING DRAWINGS.

2. ALL DIMENSIONS ARE IN METRES UNLESS NOTED OTHERWISE.

3. DO NOT SCALE FROM THIS DRAWING.

4. ALL LEVELS ARE IN METRES ABOVE ORDNANCE DATUM (AOD).

5. THE USE OF THIS DRAWING DOES NOT ABSOLVE THE CLIENT
FROM THEIR RESPONSIBILITIES IN REGARDS TO HEALTH &
SAFETY AND CDM REGULATIONS.

6. FOR SECTION LOCATIONS, REFER TO STANTEC DRAWINGS
332612639-STN-14-XX-DR-C-0101.

7. PAVEMENT DESIGNS SHOWN ARE TYPICAL AND INDICATIVE ONLY.
FINAL FOUNDATION DESIGNS ARE TO BE CARRIED OUT BY THE
CONTRACTOR FOLLOWING A DETAILED GROUND INVESTIGATION.
ALL DIMENSIONS AND LEVELS ARE TO BE VERIFIED ON SITE
PRIOR TO CONSTRUCTION.


