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© Copyright Capital Road Safety Ltd 2026. All rights reserved.

No part of this report may be copied or reproduced by any means without prior written
permission from Capital Road Safety Ltd.

If you have received this report in error, please destroy all copies in your possession or
control and notify Capital Road Safety Ltd immediately.

This report has been prepared for the exclusive use of the commissioning party and
unless otherwise agreed in writing by Capital Road Safety Ltd, no other party may use,
make use of or rely upon the contents of this report.

No liability is accepted by Capital Road Safety Ltd for any use of this report, other than
for the purposes for which it was originally prepared and provided.

Opinions and information provided in the report are on the basis of Capital Road Safety
Ltd using due skill, care and diligence in the preparation of the same and no warranty is
provided as to their accuracy.

It should be noted and it is expressly stated, that no independent verification of any of
the documents or information supplied to Capital Road Safety Ltd has been made.
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2.0 INTRODUCTION
2.1 Commission and Terms of Reference

2.1.1 This report results from a Stage 1 Road Safety Audit carried out on proposed
Wide Lane junction mitigation measures. This will be part of the proposed
Navigator Quarter project, part of Solent Freeport. The audit was carried out on
the instruction of Steer’s Carl Morrish, dated 19t" December 2025.

2.1.2 The Audit Team membership was as follows:

Audit Team Leader: Andy Haunton BEng (Hons), MCIHT, FSoRSA
Capital Road Safety Ltd

Audit Team Member: Jonathan Thompson IEng, FIHE, MCIHT, MSoRSA
Capital Road Safety Ltd

2.1.3 For the purposes of compliance with the National Highways standard GG 119
‘Road Safety Audit’ it is recorded that both the Audit Team Leader and Team
Member hold a Certificate of Competency in Road Safety Audit.

2.1.4 The Audit was undertaken by Capital Road Safety in accordance with the Audit
Brief provided by Carl Morrish. It took place during early January 2026 and
comprised an examination of the documents provided as listed in Appendix A,
plus a visit to the site of the proposed scheme.

2.1.5 The Audit Team made a visit to the site of the scheme between 13:00 and
14:00hrs on 8™ January 2026. During the site visit there was persistent rain and
the paved highway surfaces were wet. A low flow of pedestrian movements was
seen passing along the route, but no cyclists.

2.1.6 The terms of reference of this audit are as described in the National Highways
standard GG 119 Revision 2 ‘Road Safety Audit’. The team has examined and
reported only on the road safety implications of the scheme as presented and has
not examined or verified the compliance of the designs to any other criteria.
However, to clearly explain a safety problem or the recommendation to resolve a
problem the Audit Team may, on occasion, have referred to a design standard
without touching on technical audit.

2.1.7 Unless general to the scheme, all comments and recommendations are given an
identifying label and the locations have been indicated on the plan located in
Appendix B. Reference may be made to the design drawings where it is necessary
to clearly indicate which drawing amongst a set is the subject of comment.

2.2 Purpose of the Scheme

2.2.1 The overall scheme proposes a new strategic employment destination within
Solent Freeport. The development’s website describes it as follows:

“Navigator Quarter is a special economic zone within the Freeport. It will meet
the needs of modern business and create significant economic opportunity for the
region, including the potential to support approximately 3,000 new jobs.

Our proposals for Navigator Quarter would transform approximately 110 acres of

land adjacent to Southampton Airport into a vibrant location for local, national
January 2026 2 3304-RSA-02 A



NAVIGATOR QUARTER, SOUTHAMPTON
PROPOSED WIDE LANE JUNCTION MITIGATION
Stage 1 Road Safety Audit

2.2.2

and international businesses to invest in and call their home.

We’re bringing forward a planning application to provide around 92,000 sq m of
high-quality employment space, with associated infrastructure works and a new
access road linked to Mitchell Way. The site is allocated for employment uses
within the Eastleigh Borough Local Plan.”

The RSA Brief describes the proposals subject to this RSA as follows:

“The A335/Wide Lane roundabout is a three-arm roundabout with Wide Lane
forming the southern arm (leading to the Spitfire Roundabout), the A335 forming
the western arm which provides the key link to the M27 Junction 5 (J5), and A335
Wide Lane north forming the northern arm, which is a key route serving Eastleigh
to the north. The roundabout has two lane flares on each approach arm.

The proposed improvements involve creating a signalised junction with the
following:

e Signalised stop-lines at all approaches.
e Dualling on the northwestern arm between the junction and M27 J5.

e [Left turn lane on A335 northwestern arm feeding into additional lane on the
approach to the Southampton Airport Parkway junction (northeastern arm)
(physical separation to stop traffic changing lanes to access SAP).

e Additional left turn lane flare on the northeastern arm approach — traffic
destined for Wide Lane south.

e Two lane exit on the Wide Lane southern arm, with these merging into one
lane 75m south of the junction.”

January 2026 3 3304-RSA-02 A
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3.0 ITEMS RAISED IN PREVIOUS ROAD SAFETY AUDIT

3.1 The Audit Team is not aware of any previous audits having been carried out on
the proposals to signalise the junction or dual the NW arm between the junction
and M27 J5.
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4.0

4.1

4.1.1

4.2

ITEMS RAISED IN THIS STAGE 1 ROAD SAFETY AUDIT

LOCAL ALIGNMENT

PROBLEM
Location: A —NW arm between the Wide Lane junction and M27 J5.
Summary: Necessary features may not be accommodated within the highway

boundary.

Widening around the northern side of the A335 Wide Lane / M27 J5 link appears
to bring the edge of the carriageway close to the HCC highway boundary. There
is concern therefore, that necessary highway features, e.g. consistent edge strip,
VRS, lighting columns or traffic signs, might not be adequately accommodated.
Their absence, or inconsistency of layout may generally increase the risk of
collisions.

RECOMMENDATION.
Verify that adequate space is available to accommodate all necessary highway
features.

Design
Organisation Accepted
Response

The alignment was drawn up to widen on one side only to help
minimise civils works, however this section has largely been
drawn based off OS mapping as topographical information is
not available for this area at present. This will be further
reviewed with a topo survey in the subsequent design stage,
Steer: and reviewed with civils input to better understand the impacts
and implications.

It is noted that the highway boundary is set back on the south
side, so there is plenty of space available should widening be
required on the south side too.

Client Organisation Comments

Agree with Design Organisations’ Response.

JUNCTIONS

4.2.1 PROBLEM

Location: B — Southampton Airport Parkway station Eastleigh exit.

January 2026 5 3304-RSA-02 A
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Summary: Drivers exiting to A335 may fail to appreciate that the crossing is
on red for them.

Drivers using the signalised Southampton Airport Parkway station exit for
Eastleigh may fail to appreciate that the NE A335 pedestrian crossing is showing
red for them. The A335 widening will remove the nearside primary aspect and no
replacement is indicated. In any ccase, a replacement would be more remote for
drivers approaching from the station due to the freeflow lane layout. This may
increase the risk of red light violations at the crossing.

RECOMMENDATION.
The layout should allow drivers exiting Southampton Airport Parkway station to
clearly see when the crossing signals are red for them.

Design
Organisation Accepted
Response

This issue is noted, however this is similar to the existing
arrangement for vehicles exiting onto the crossing. In

Steer: subsequent design stages the location and orientation of the
traffic signals will be carefully considered to ensure visibility to
all approaching drivers.

Client Organisation Comments

Agree with Design Organisations’ Response.
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4.2.2 PROBLEM

Location: C — A335 NE bound, passing Southampton Airport Parkway station
Eastleigh exit.

Summary: Risk of sideswipe collisions at the 2 to 1 merge.

Passing the Southampton Airport Parkway station exit for Eastleigh, the A335 NE
bound has a 2 to 1 merge passing through the NE pedestrian crossing; merging a
freeflow lane with the main alignment. The merge effectively begins to the NE of
the crossing layout on what could be considered the immediate exit from the
junction. It appears to be a short merge taper, particularly given that both flows
will be shown a green aspect as they pass through the junction and crossing, and
may increase the risk of sideswipe collisions.

/

/
3 7~

.
-y

RECOMMENDATION.
An appropriate length of merge taper should be provided. The Traffic Signs
Manual contains useful advice, see Chapter 5 Figure 2-15 and Chapter 6 Para

4.4.3.

Design

Organisation Accepted

Response
This section of the scheme has been drawn based on OS
mapping, however will be reviewed further in subsequent
design stages using topographical information. The merge

Steer: . . . . -
length will be reviewed, and it is noted that there is sufficient
space within the public highway to lengthen the merge
distance, as necessary.

Client Organisation Comments
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Agree with Design Organisations’ Response.

4.2.3 PROBLEM

Location:

Summary:

D — Wide Lane northbound approach to the junction.

Risk of shunts around the station car park access.

The proposed layout will remove the median strip that currently prevents right
turns from Wide Lane to the station multi-storey car park. It will also remove the
facility to easily U-turn around the roundabout to access the facility. This could
increase the risk of collisions at the car park access, e.g. northbound shunts on
the gradient down towards the junction, or from conflicting movements around
the junction due to U-turns being performed.

RECOMMENDATION
The right turn from Wide Lane should continue to be unavailable. U-turns Sto S

from Wide Lane should be prohibited.

Design

Organisation Accepted

Response
The proposed central island on this arm can be extended
further south within the hatched area (and the carriageway
widened further to the east, if necessary to accommodate this),

Steer: to ensure that the northbound right turn movement into the

car park is blocked, as per the existing arrangement.

U-turns at the junction will also be reviewed in the next design
stage, and appropriate signage/road markings incorporated

January 2026
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into the design as required.

Client Organisation Comments

Agree with Design Organisations’ Response.

End of list of Problems identified and Recommendations offered in this Stage 1 Audit
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5.0 AUDIT STATEMENT

We certify that this Road Safety Audit has been carried out in accordance with
GG 119.

AUDIT TEAM LEADER:

Name: Andy Haunton Signed: -

BEng (Hons) MCIHT FSoRSA
Cert Comp RSA Date 09/01/2026

Position: Director
Organisation: Capital Road Safety
Address: Oakdene, Oak Road, Pebmarsh, Essex, CO9 2QD

Contact: enquiries@capitalroadsafety.com
www.capitalroadsafety.com

AUDIT TEAM MEMBER:
Name: Jonathan Thompson Signed: -
IEng FIHE MCIHT MSoRSA
Cert Comp RSA Date 09/01/2026
Position: Director
Organisation: Capital Road Safety
Address: Oakdene, Oak Road, Pebmarsh, Essex, CO9 2QD

Contact: enquiries@capitalroadsafety.com
www.capitalroadsafety.com
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5.1 DESIGN TEAM STATEMENT
In accordance with GG 119, | certify that | have reviewed the items raised in this
Stage 1 Road Safety Audit report. | have given due consideration to each issue
raised and have stated my proposed course of action for each in this report. |
seek the Client Organisations endorsement of my proposals.

Design Organisation

Steer (Steer) Name: Carl Morrish
Position: Associate
Signed:
Dated: 14 January 2026
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5.2

5.3

CLIENT ORGANISATION STATEMENT
| accept these proposals by the Design Organisation.

Name: Adam Connor
Position: Senior Development Manager
Organisation: Blocwork Eastleigh LLP

Signed:_ Dated: 29/01/26

SECONDARY CLIENT ORGANISATION STATEMENT (where appropriate)
| accept these proposals by the Design Organisation.

Name: Steve Thurston
Position: Group Head of Department
Organisation: AGS

Signed: - Dated: 29/01/2026

January 2026 12
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APPENDIX A

Documents forming the Audit Brief

DRAWING NUMBER DRAWING TITLE

WIDE LANE ROUNDABOUT, PROPOSED
JUNCTION MITIGATION, OVERVIEW

WIDE LANE ROUNDABOUT, PROPOSED
JUNCTION MITIGATION

WIDE LANE ROUNDABOUT, PROPOSED
e 24733101-STR-HGN-100-SK-D-01202 - REV P1 | JUNCTION MITIGATION, SWEPT PATH ANALYSIS,
SHEET 1

WIDE LANE ROUNDABOUT, PROPOSED

e 24733101-STR-HGN-100-SK-D-01203 - REV P1 | JUNCTION MITIGATION, SWEPT PATH ANALYSIS,
SHEET 2

WIDE LANE ROUNDABOUT, PROPOSED

e 24733101-STR-HGN-100-SK-D-01204 - REV P1 | JUNCTION MITIGATION, SWEPT PATH ANALYSIS,
SHEET 3

24733101-STR-HGN-100-SK-D-01200 - REV PO

e 24733101-STR-HGN-100-SK-D-01201 - REV P1

DOCUMENTS
e Navigator Quarter Stage 1 Road Safety Audit Brief - Spitfire & Wide Lane Junction
e Turning Count Spreadsheet_v0.10 MASTER (2025 Update)
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APPENDIX B

Problem Location Plan
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